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S\ A #4/The Validation Data Sheet

K #X/Revision: 5

FIF MR
SECTION1 GENERAL

1. CAAC AT #5285 S #E B3 B /CAAC Validation Data Sheet and Type Certificate Data Sheet
o [ R A SR A PR S RRIRIARUR A RS AMIEEHR RS . X FImk B Type Certificate
CAAC \Validation Data Sheet Number, Revision and | Data Sheet Number, Revision and issuance date
issuance date
i) No. VTC0271E, X5, 201845 7 7 H No. EO0078NE, % 15hit, 2018 £ 1 /10 H
Current No. VTCO0271E, Revision 5, May 7, 2018 No. E00078NE, Revision 15, January 10, 2018
Ji s No. VTCO0271E, KRk 0, 2012 411 H 30 H No. EO0078NE, 356 i, 201243 A 2 H
History No. VTCO0271E, Revision 0, November 30, 2012 No. EO0078NE, Revision 6, March 2, 2012
No. VTCO0271E, hik 1, 201345 H 14 H No. EO0078NE, 7 7 fix, 2012 % 6 J] 14 H
No. VTCO0271E, Revision 1, May 14, 2013 No. EO0078NE, Revision 7, June 14, 2012
No. VTCO0271E, Jfik 2, 201442 H 26 H No. EO0078NE, %% 8 fix, 201344 H 12 H
No. VTCO0271E, Revision 2, February 26, 2014 No. E00078NE, Revision 8, April 12, 2013
No. VTCO0271E, Jfik 3, 201448 H 13 H No. EO0078NE, % 10 Jit, 2014 44 H 24 [
No. VTCO0271E, Revision 3, August 13, 2014 No. E00078NE, Revision 10, April 24, 2014
No. VTCO0271E, ik 4, 2016 45 H 27 H No. EO0078NE, % 13 Jiz, 2016 44 H 29 [
No. VTCO0271E, Revision 4, May 27, 2016 No. E00078NE, Revision 13, April 29, 2016
2. ZYl/Category: fii 7= K sh AL/ Aeroengine
3. INAT %R /Validation Authority: [ [ A AT RIICAAC
B 5 24 JRy/Certifying Authority: 2 E P JRIFAA

4. TISEWIERA N/Type Certificate Holder:

ETOPS:

CAAC & HE3R/Special Requirements:

General Electric Company

GE Aviation
1 Neumann Way
Cincinnati, OH, US 45215-6310

330 4+4h ETOPS %t #%/330minutes ETOPS eligibility

W E 3 S8 (GB6537-2006) fHEESK .

Compliance with requirement of P.R.China JET
Fuel No.3 (GB6537-2006).
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TS\ AT UF S 5/ The Validation Data Sheet WX /Revision: 5

F2E 4
SECTION 2

. #5/MODELS

GEnx-1B54 GEnx-1B58 GEnx-1B64 GEnx-1B67 GEnx-1B70

KAETYPE

GEnx-1B RANKSINLRMEE T+ Hii =il L de s K shbl. 2R BIHLIN 10 4 kRS
B 2 i iR e RN £ 185 0] (S RRTE ) 1 A 4 ZREE AL 7 R
YR B 1) R BIHIER RGBT S T BTl A5 ) FADEC; EMU fiii e d 4
BERBIHIRBPREEdhs

The GEnx-1B engine is a dual rotor, axial flow, high bypass ratio turbofan. The 10-stage high
pressure compressor is driven clockwise (Aft Looking Forward) by a 2-stage high pressure turbine.
The single stage fan and 4-stage low pressure compressor are driven counterclockwise (Aft Looking
Forward) by a 7-stage low pressure turbine. The engine control system includes a Full Authority
Digital Engine Control (FADEC), which has an aircraft connection for digital communication. An
engine monitoring unit (EMU) provides vibration level signals to the aircraft.

GEnx-2B RHNKSINLRMEE T Hii. il L de XU Kbk, 2R BIHLIN 10 4E RS
B 2 i iR e R £ 18 0] S ETE ) 1 A 3 ZARE RS 6 Z R
YR BT 1) R BIHIER RS S S S T BTl ) FADEC; EMU fiii 2 d 4
PR BIHIRBPREEd

The GEnx-2B engine is a dual rotor, axial flow, high bypass ratio turbofan. The 10-stage high
pressure compressor is driven clockwise (Aft Looking Forward) by a 2-stage high pressure turbine.
The single stage fan and 3-stage low pressure compressor are driven counterclockwise (Aft Looking
Forward) by a 6-stage low pressure turbine. The engine control system includes a Full Authority
Digital Engine Control (FADEC), which has an aircraft connection for digital communication. An
engine monitoring unit (EMU) provides vibration level signals to the aircraft.
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S\ A #4/The Validation Data Sheet

K #X/Revision: 5

1. #5/MODELS

GEnx-1B54

GEnx-1B58

GEnx-1B64

GEnx-1B67

GEnx-1B70

Biefd (WiE5)

RATINGS (See NOTE 5)
BRONIESE, P,
Maximum continuous, at sea
level,

FSHED ), B

static thrust, Ib

W R, B oy

fan speed, rpm

K (5 e, WE 12),
eI

Takeoff (5 min. see NOTE
12), at sea level,

FRSHED ), B

static thrust, Ib

P R, B oy

fan speed, rpm

T 6 WUE SR FEE Flat
rating ambient temperature

i &/ Takeoff

BRORIESE

Maximum continuous

56,300

2,166

57,400

2,184

86°F/30°C
77°F/25°C

61,000

2,239

61,500

2,247

67,000

2,326

69,400

2,360

66,500

2,319

72,300

2,401

E: - BRSHNHRTSAHE/ -7 INDICATES “SAME AS PRECEDING

MODEL”;

‘7 FINAIEHR -7 NOT APPLICABLE.
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S\ A #4/The Validation Data Sheet

K #X/Revision: 5

. ®&5/MODELS GEnx-1B54 GEnx-1B58 GEnx-1B64 GEnx-1B67 GEnx-1B70
2 B/MODEL LIST GEnx1B54G01 GEnx1B58G01 GEnx1B64G01 GEnx1B67G01 GEnx1B70G01
CRENPFED  CLIAEL6) GEnx1B54G02 GEnx1B58G02 GEnx1B64G02 GEnx1B67G02 GEnx1B70G02
(Engine Configuration) GEnx1B54G03 GEnx1B58G03 GEnx1B64G03 GEnx1B67G03 GEnx1B70G03
(see NOTE 16) GEnx1B54G04 GEnx1B58G04 GEnx1B64G04 GEnx1B67G04 GEnx1B70G04
GEnx1B54G05 GEnx1B58G05 GEnx1B64G05 GEnx1B67G05 GEnx1B70G05
A (GEHES)
COMPONENTS (GE P/Ns)
B E 2122M20 -- -- -- -
Fuel Metering Unit
FADECTHH {1 2121M82 -- -- -- --
FADEC Hardware 2447TM85 -- -- -- --
FADECH 2124M23P13 -- -- -- --
FADEC Software (G03-G05 Model
List)
F RSN G R AL 787-8 2400M60P03 -- -- -- --
Configuration Box Engine 787-9 2400M60P11 -- -- -- --
Configuration (G03 Model List)
787-8 2400M60P06 -- -- -- --
787-9 2400M60P12 -- -- -- --
(G04/G05 Model
List)
FADECH & {H 44 2125M31P62 2125M31P08 2125M31P68 2125M31P20 2125M31P74
FADEC Rating Plug
PRI IR 2122M22 -- -- -- --
Fuel Pump
RKERG
IGNITION SYSTEM
PIA R KU S5 GE 5 2121M94 -- -- -- -
Two igniter exciters GE P/N
P K FEGEM 5 1754M84 -- -- -- --

Two igniter plugs GE P/N
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S\ A #4/The Validation Data Sheet

K #X/Revision: 5

. ®&5/MODELS GEnx-1B54 GEnx-1B58 GEnx-1B64 GEnx-1B67 GEnx-1B70
FER &)

PRINCIPAL DIMENSIONS

(in)

KRE XML A% 22 2K 194.9 in -- -- -- --
EiRFefEE=)

Length (fan case forward

flange to LPT frame aft

flange)

T (RKANE) 139.1in -- -- -- -
Width (maximum envelope)

L CXUBS BILIEL ATV 22 48D 137.2iin -- -- -- --
Height (fan case forward

flange outer diameter)

BEE (F&8) 13,505 Ib -- -- -- --
WEIGHT (dry) (G01-G03 Model

IR BPUANR, FA K D) List)

HUBHF AL A BB 32 7o R 13,552 Ib -- -- -- --
T A e A (G04/G05 Model

Includes basic engine, basic List)

engine accessories, and

optional equipment as listed in

the manufacturer’s engine

specifications.

HOME (F)), MUK 216.1in -- -- -- --
CENTER OF GRAVITY (G01-G03 Model

LOCATIONS (in); Engine List)

only 216.6 in -- -- -- --
ubifr Chlireg) (G04/G05 Model

Station (axial) List)

K2 99.9in -- -- -- --
Waterline

hHLL 100.7 in -- -- -- --
Buttline
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S\ A #4/The Validation Data Sheet

K #X/Revision: 5

1. B5/MODELS

GEnx-1B54/P1

GEnx-1B58/P1

GEnx-1B64/P1

GEnx-1B67/P1

GEnx-1B70/P1

WiEE (WiE 5
RATINGS (See NOTE 5)
KNS, T,
Maximum continuous, at
sea level,

EAES), B

static thrust, Ib
WU, BB
fan speed, rpm

K (5 g, Wi 12),
e e
Takeoff
NOTE 12), at sea level,
HA D), B

static thrust, Ib
R, BB
fan speed, rpm

(5 min. see

T 6 B 8 I A
Flat  rating  ambient
temperature

2 &/ Takeoff

RO IES:

Maximum continuous

56,300

2,166

57,400

2,184

86°F/30°C
77°F/25°C

61,000

2,239

61,500

2,247

67,000

2,326

69,400

2,360

66,500

2,319

72,300

2,401
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S\ A #4/The Validation Data Sheet

K #X/Revision: 5

I. #5/MODELS

GEnx-1B54/P1

GEnx-1B58/P1

GEnx-1B64/P1

GEnx-1B67/P1

GEnx-1B70/P1

BSEHR (RIPHED
(RLYEL6)

MODEL LIST

(Engine Configuration)

(see NOTE 16)

S (GE #5)D
COMPONENTS
P/Ns)
PR R E
Fuel Metering Unit

(GE

FADECHH{:
FADEC Hardware

FADEC#k 1
FADEC Software

W TIAN G R S LA
Configuration Box
Engine Configuration

FADECH & {H 4
FADEC Rating Plug

PR R
Fuel Pump

RKRG
IGNITION SYSTEM

PIA R KU S GE 1
Two igniter exciters GE
P/N

P RUKZEGEM S
Two igniter plugs GE
P/N

GEnx-1B54/P1G01

2122M20

2121M82

2447M85

2124M23P13

787-8 2400M60P10
787-9 2400M60P13

2125M31P62

2122M22

2121M94

1754M84

GEnx-1B58/P1G0
1

2125M31P08

GEnx-1B64/P1G01

2125M31P68

GEnx-1B67/P1G01

2125M31P20

GEnx-1B70/P1G01

2125M31P74
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S\ A #4/The Validation Data Sheet

K #X/Revision: 5

1. B5/MODELS

GEnx-1B54/P1

GEnx-1B58/P1

GEnx-1B64/P1

GEnx-1B67/P1

GEnx-1B70/P1

FERS GEP)
PRINCIPAL
DIMENSIONS (in)

KR XU HLIE A%
FUCEREJFE2)
Length (fan case forward
flange to LPT frame aft
flange)

WL (KA
Width (maximum
envelope)

R OV BLIE AT 22
#hME) [Height (fan case
forward flange outer
diameter)

#2E (F&8)
WEIGHT (dry)
BIERPAM, FA
RENHLBHEE AL R B
138 7 RS Hh A e Y e
g

Includes basic engine,
basic engine accessories,
and optional equipment
as listed in the
manufacturer’s engine

specifications.

BELOMNE E), X
REHL

CENTER OF GRAVITY
LOCATIONS (in);
Engine only

wlifr Clie)

Station (axial)

K4

Waterline

Buttline

194.9 in

139.1in

137.2in

13,552 Ib

216.6in

99.91in

100.7 in
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TS\ AT UF S 5/ The Validation Data Sheet IR ¥%/Revision: 5

1. #5/MODELS GEnx-1B70/72/P1 GEnx-1B70/75/P1 GEnx-1B74/75/P1 GEnx-1B75/P1
WM LS
RATINGS (See NOTE 5)
RS, T,

Maximum continuous, at

sea level,

ST, B 66,500 -- 68,600 68,800
static thrust, Ib

WL, A5 2,319 -- 2,375 2,378

fan speed, rpm

R (5 reh, WE 12),
T,

Takeoff (5 min. see
NOTE 12), at sea level,

FRaSE S, B 72,300 -- 76,700 77,600
static thrust, Ib
G, $EaEoeh 2,401 -- 2,496 2,510

fan speed, rpm

- 5 BUE PR B
Flat  rating  ambient

temperature
2 K/ Takeoff 93.4°F/34.1°C 101.8°F/38.8°C 89°F/31.7°C 86°F/30°C
e KiE gk 77°F/25°C -- - ..

Maximum continuous
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TS\ AT UF S 5/ The Validation Data Sheet IRk /Revision:

I. #5/MODELS GEnNnx-1B70/72/P1 GEnx-1B70/75/P1 GEnx-1B74/75/P1 GEnx-1B75/P1

RISEE (RBIHAED | GEnx-1B70/72/P1G01 | GEnx-1B70/75/P1G01 | GEnx-1B74/75/P1G01 | GEnx-1B75/P1G01
(16D

MODEL LIST

(Engine Configuration)

(see NOTE 16)

S (GE #5)D
COMPONENTS (GE
P/Ns)

Sl 2122M20 -- -- .-
Fuel Metering Unit

FADECH 4 2121M82 -- .- -
FADEC Hardware 2447TM85 -- .- -
FADECH# 2124M23P13 -- -- -
FADEC Software

RSN SR BN R 787-8 2400M60P10 -- - -
Configuration Box 787-9 2400M60P13

Engine Configuration

FADECHiE {44 2125M31P32 2125M31P80 2125M31P44 2125M31P50
FADEC Rating Plug

/STIERS 2122M22 -- - ..
Fuel Pump

RKRG
IGNITION SYSTEM

P 5 KBl 2 GE PIN 2121M94 -- - -
Two igniter exciters GE
P/N

P~ K ZEGE PIN 1754M84 -- -- -
Two igniter plugs GE
P/N
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K #X/Revision: 5

1. B5/MODELS

GEnNnx-1B70/72/P1

GEnx-1B70/75/P1

GEnx-1B74/75/P1

GEnx-1B75/P1

FERS GEP)
PRINCIPAL
DIMENSIONS (in)

KR XU HLIE AT
FUCEIREJFE2)
Length (fan case forward
flange to LPT frame aft
flange)

WL (KA
Width (maximum
envelope)

R OB HLIE A==
#hME) [Height (fan case
forward flange outer
diameter)

#2E (F&8)
WEIGHT (dry)
BIERHAM, FA
RENHLBHE AL R B
138 RS Hh A Ak
g

Includes basic engine,
basic engine accessories,
and optional equipment
as listed in the
manufacturer’s engine

specifications.

BELOMNE E), X
REHL

CENTER OF GRAVITY
LOCATIONS (in);
Engine only

wlifr Clie)

Station (axial)

K45

Waterline

Buttline

194.9 in

139.1in

137.2in

13,552 Ib

216.6in

99.91in

100.7 in
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K #X/Revision: 5

1. B5/MODELS

GEnx-1B54/P2

GEnNx-1B58/P2

GEnNx-1B64/P2

GENnx-1B67/P2

GEnx-1B70/P2

WiEE (WiE 5
RATINGS (See NOTE 5)
KNS, T,
Maximum continuous, at
sea level,

EAES), B

static thrust, Ib
WU, BB
fan speed, rpm

K (5 g, Wi 12),
e e
Takeoff
NOTE 12), at sea level,
HA D), B

static thrust, Ib
R, BB
fan speed, rpm

(5 min. see

T 5 WUE P R
Flat  rating  ambient
temperature

2 &/ Takeoff

RO IES:

Maximum continuous

56,300

2,166

57,400

2,184

86°F/30°C
T7°F/25°C

61,000

2,239

61,500

2,247

67,000

2,326

69,400

2,360

66,500

2,319

72,300

2,401
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K #X/Revision: 5

I. #5/MODELS

GEnx-1B54/P2

GEnNx-1B58/P2

GEnNx-1B64/P2

GENnx-1B67/P2

GEnx-1B70/P2

BSEHR (RIPHED
(RLYEL6)

MODEL LIST

(Engine Configuration)

(see NOTE 16)

S (GE #5)D
COMPONENTS
P/Ns)
PR R E
Fuel Metering Unit

(GE

FADECHH{:
FADEC Hardware

FADECHt (i F-HIHB
5 875

FADEC Software
(earliest part number

shown)

HBIAN G R S LA
Configuration Box
Engine Configuration

FADECH & {H 4
FADEC Rating Plug

BRI
Fuel Pump

RKRG
IGNITION SYSTEM

PIA R KU S GE 1
Two igniter exciters GE
P/N

P RUKZEGEMR S
Two igniter plugs GE
P/N

GEnx-1B54/P2G01
GEnx-1B54/P2G02

2459M17
2122M20

2447M85

2124M23P15

2400M60P0O7

2125M31P62

2122M22

2121M94

1754M84

GEnx-1B58/P2G01
GEnx-1B58/P2G02

2125M31P08

GEnx-1B64/P2G01
GEnx-1B64/P2G02

2125M31P68

GEnx-1B67/P2G01
GEnx-1B67/P2G02

2125M31P20

GEnx-1B70/P2G01
GEnx-1B70/P2G02

2125M31P74
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K #X/Revision: 5

1. B5/MODELS

GEnx-1B54/P2

GEnNx-1B58/P2

GEnNx-1B64/P2

GENnx-1B67/P2

GEnx-1B70/P2

FERS GEP)
PRINCIPAL
DIMENSIONS (in)

KR XU HLIE A%
FUCEREJFE2)
Length (fan case forward
flange to LPT frame aft
flange)

WL (KA
Width (maximum
envelope)

R OV BLIE AT 22
#hME) [Height (fan case
forward flange outer
diameter)

#2E (F&8)
WEIGHT (dry)
BIERPAM, FA
RENHUR A FTE R BN
138 7 RS Hh A e Y e
g

Includes basic engine,
basic engine accessories,
and optional equipment
as listed in the
manufacturer’s engine

specifications.

BELOMNE E), X
REHL

CENTER OF GRAVITY
LOCATIONS (in);
Engine only

wlifr Clie)

Station (axial)

K4

Waterline

Buttline

194.9in

139.11in

137.21in

13,552 Ib

216.6in

99.9in

100.7 in
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K #X/Revision: 5

1. #5/MODELS

GEnx-1B70/72/P2

GEnx-1B70/75/P2

GEnNx-1B74/75/P2

GEnx-1B75/P2

GEnx-1B78/P2

Biefd (WiE5)
RATINGS (See NOTE 5)
BRONIESE, P,
Maximum continuous, at
sea level,

FRSHED ), B

static thrust, Ib

P R, B oy
fan speed, rpm

K (5 2B, ILE 12),
HETTH,

Takeoff (5 min. see
NOTE 12), at sea level,
FRSHED ), B

static thrust, Ib

P R, B oy
fan speed, rpm

B BUE B BT R
Flat rating ambient
temperture
i &/ Takeoff
BRORIESE

Maximum continuous

66,500

2,319

72,300

2,401

93.4°F/34.1°C
T7°F/25°C

101.8°F/38.8°C

68,600

2,375

76,700

2,496

89°F/31.7°C

68,800

2,378

77,600

2,510

86°F/30°C

68,600

2,375

80,400

2,586

86°F/30°C
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K #X/Revision: 5

I. #5/MODELS

GEnx-1B70/72/P2

GEnx-1B70/75/P2

GEnNx-1B74/75/P2

GEnx-1B75/P2

GEnx-1B78/P2

RS R (CREIEED
(HE16)

MODEL LIST

(Engine Configuration)

(see NOTE 16)

A (GE 5
COMPONENTS
P/Ns)
PR R
Fuel Metering Unit

(GE

FADECH 4
FADEC Hardware

FADEC# {1
FADEC Software

F RSN G R AL
Configuration Box
Engine Configuration

FADECHUE (A4
FADEC Rating Plug

TS
Fuel Pump

RKRGE
IGNITION SYSTEM

PIA R KU S GEF
%
Two igniter exciters GE

P/N

P s K ZEGEH 5
Two igniter plugs GE
P/N

GEnx-1B70/72/P2G01
GEnx-1B70/72/P2G02

2459M17

2122M20

2447M85

2124M23P15

2400M60P07

2125M31P32

2122M22

2121M94

1754M84

GEnx-1B70/75/P2G01
GEnx-1B70/75/P2G02

2125M31P80

GEnx-1B74/75/P2G01
GEnx-1B74/75/P2G02

2125M31P44

GEnx-1B75/P2G01
GEnx-1B75/P2G02

2125M31P50

GEnx-1B78/P2G01
GEnx-1B78/P2G02

2125M31P86
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K #X/Revision: 5

1. #5/MODELS

GEnx-1B70/72/P2

GEnx-1B70/75/P2

GEnNx-1B74/75/P2

GEnx-1B75/P2

GEnx-1B78/P2

FERS &FED
PRINCIPAL
DIMENSIONS (in)

KR XU ML A%
FURE R RIESD
Length (fan case forward
flange to LPT frame aft
flange)

RE (B KA
Width (maximum
envelope)

L XU ML A% =2
4MZE) IHeight (fan case
forward flange outer
diameter)

BE (F5)
WEIGHT (dry)

IR BPUA, FA
RENHLIRHE AL R ZHL
136 P T T 1 L e
g

Includes basic engine,
basic engine accessories,
and optional equipment
as listed in the
manufacturer’s engine

specifications.

BEOE (3, X
R

CENTER OF GRAVITY
LOCATIONS (in);
Engine only

wlif Clien)

Station (axial)

K2k

Waterline

I

Buttline

194.9in

139.11in

137.2in

13,552 Ib

216.6in

99.9in

100.7 in
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I. #5/MODELS

GENnx-1B76/P2

GEnNnx-1B76A/P2

GEnx-2B67

GEnx-2B67B

GEnx-2B67/P

WiEE (WiE 5
RATINGS (See NOTE 5)
KNS, T,
Maximum continuous, at
sea level,

EA D), B

static thrust, Ib

WU R, BB
fan speed, rpm

K (5, Wi 12),
e e

Takeoff (5 min. see NOTE
12), at sea level,
HAES), B

static thrust, Ib

WU REH, B
fan speed, rpm

- 5 WUE PR i FE AH /Flat
rating ambient temperature
#2 K/Takeoff

RO IES:

Maximum continuous

68,600

2,375

78,500

2,521

86°F/30°C
T7°F/25°C

91°F/32.8°C

58,500

2,604

67,400

2,806

86°F/30°C
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1. B5/MODELS

GENnx-1B76/P2

GEnNnx-1B76A/P2

GEnx-2B67

GEnx-2B67B

GEnx-2B67/P

RSiER CREMIEED
(RLYELS)

MODEL LIST

(Engine Configuration)

(see NOTE 16)

S (GE #5)D
COMPONENTS (GE
P/Ns)

PR R E

Fuel Metering Unit

FADECH
FADEC Hardware

FADEC#k 1
FADEC Software

W BIAN G R SR
Configuration Box Engine
Configuration

FADECHIE {H 84
FADEC Rating Plug

PR R
Fuel Pump

RKRG
IGNITION SYSTEM

PIA R KU S GE 1
Two igniter exciters GE
P/N

P RUKZEGEMF S
Two igniter plugs GE P/N

GEnx-1B76/P2G01
GEnx-1B76/P2G02

2459M17

2122M20

2447M85

2124M23P22

2400M60P07

2125M31P56

2122M22

2121M94

1754M84

GEnx-1B76A/P2G01
GEnx-1B76A/P2G02

2125M31P92

GEnx-2B67G01
GEnx-2B67G02

2122M20

2124M70

2124M22P02

2400M60P04

2125M31P20

2139M52

GEnx-2B67BG01
GEnx-2B67BG02

2124M22P06

2400M60P08

GEnx-2B67/PG01
GEnx-2B67/PG02

2459M17
2122M20

2124M22P10

2400M60P09
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I. #5/MODELS

GENnx-1B76/P2

GEnNnx-1B76A/P2

GEnx-2B67

GEnx-2B67B

GEnx-2B67/P

FERS GEP)
PRINCIPAL
DIMENSIONS (in)

KL XU AL T 22 21
([{9EREE Y ERP )

Length (fan case forward
flange to LPT frame aft
flange)

WL (KA

Width (maximum
envelope)

e B AL IR i 22 4
%) [Height (fan case
forward flange outer
diameter)

#2E (F&8)

WEIGHT (dry)
BFEREHUAAR, AR
SHLBAEFILE K BhHL
TR RTE P8 S R e
B

Includes basic engine,
basic engine accessories,
and optional equipment as
listed in the
manufacturer’s engine

specifications.

HLME (&), KR
il

CENTER OF GRAVITY
LOCATIONS (in); Engine
only

wlifr Clie)

Station (axial)

K4

Waterline

Buttline

194.9 in

139.1in

137.2in

185.0 in

126.0 in

127.3in

13,552 Ibs

12,397 Ib

216.6in

99.9in

100.7 in

218.7in

98.4in

99.9 in

21-42




TS\ AT UF S 5/ The Validation Data Sheet IR ¥%/Revision: 5

. #5/MODELS

Fra /Al

BRih/FUEL
Y&m/olIL

L)
CERTIFICATION BASIS

TERE 7 SRR

See NOTE 7 for approved fuels.

2 MM S RS WEHEIT Y GEnx-1B k%5875 SB79-0001 1 GEnx-2B Ik 4538 %
SB79-0001. %553 H & T HLHERI R & GE MVE D50TFL Bl & 11 kA (1 i «

See NOTE 7 for approved fuels.

Refer to GEnx-1B Service Bulletin 79-0001 and GEnx-2B Service Bulletin 79-0001 and its latest
revision for detailed information pertaining to Type 2 oils. These Service Bulletins cover the approved

oils conforming to General Electric Specification D5S0TF1 or the latest revisions that are authorized.

GEnx-1B54, -1B58, -1B64,-1B67, ® 196542 H 1 HAZK 14 CFR % 33 %, £ 13 21 BIERIFEHE 23 BIER

-1B70

f¥] 33.76.
14 CFR Part 33, effective February 1, 1965, as amended by 33-1 through 33-21
and amendment 33-23 section 33.76.
® 2012412 H 31 H/AERM 14 CFR 25 34 1, ¥ 5121E%, (2013 4210 H 23
HAXH) 14 CFR 55 34 5, 45 A 21E58E M T GEnx-1B70 [ 2 3LAt) 1
SRR HEBORHE S5 GR 0 B 8 JEAl 2L 45 LT 16.
14 CFR part 34, amendment 5, effective December 31, 2012. (14 CFR part 34,
amendment 5A, effective October 23, 2013 for the GEnx-1B70) See NOTE 16 for
detailed summary of the certification basis for fuel venting and exhaust emissions.
®  GEnx-1B JAUs I Jv % I 214 (33-006-SC)
GEnx-1B Fan Blade Special Condition (33-006-SC)
®  ZAer 4 M5l Equivalent Level of Safety (ELOS) Findings:
B ELOS No. 8040-ELOS-08-NE02, 14 CFR §33.87(a) & (b)25k %2 4:
ELOS No. 8040-ELOS-08-NEO2 to 14 CFR §33.87(a) & (b)
- G T R — g 5 2305M26P03 FiI/ER A JE B AT 1R
A 2255M88P09, 2255M88P10, Fl1 2256M66P10 ff & shl
Applicable to engines with high pressure turbine stage 1 blade part number
2305M26P03 and/or combustor fuel nozzle part numbers 2255M88P009,
2255M88P10, and 2256 M66P10
B ELOS No. 8040-ELOS-08-NEO03, 14 CFR §33.27(c)%: 3 % 4=
ELOS No. 8040-ELOS-08-NEO03 to 14 CFR 833.27(c)
B ELOS No. 8040-ELOS-08-NE04, 14 CFR §33.90 %3k 4>
ELOS No. 8040-ELOS-08-NEO4 to 14 CFR §33.90
- & TR b= A5 2257TM40G03/G04 (11K ZHL
Applicable to engines with combustor chamber part numbers
2257M40G03/G04
B ELOS No. 8040-ELOS-08-NEO5, 14 CFR §33.77 &k % 4>
ELOS No. 8040-ELOS-08-NEO5 to 14 CFR §33.77
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GEnx-1B54/P1, -1B58/P1, -1B64/P1,
-1B67/P1, -1B70/P1, -1B70/72/P1,
-1B70/75/P1, -1B74/75/P1, -1B75/P1

GEnx-1B54/P2, -1B58/P2, -1B64/P2,
-1B67/P2, -1B70/P2, -1B70/72/P2,
-1B70/75/P2, -1B74/75/P2,
-1B75/P2, -1B76/P2, -1B76A/P2,
-1B78/P2

B ELOS No. 8040-ELOS-10-NEO03, 14 CFR §33.68(a)%5: 3 22 4=
ELOS No. 8040-ELOS-10-NEO3 to 14 CFR §33.68(a)

B ELOS No. AT03359EN-E-P-1, 14 CFR 33.83(d)%5 3 % 4
ELOS No. AT03359EN-E-P-1 to 14 CFR 33.83(d)

B ELOS No. TC2191EN-E-P1, 14 CFR 33.27(c)(2)(v) & &k % 4=
ELOS No. TC2191EN-E-P1 to 14 CFR 33.27(c)(2)(v)

1965 4F 2 H 1 HAER 14 CFR 25 33 3, £ 1 3 21 B IE R IFHE 23 (B IE R
17 33.76,
14 CFR Part 33, effective February 1, 1965, as amended by 33-1 through 33-21
and amendment 33-23 section 33.76.
2012 4 12 A 31 HA XM 14 CFR %5 34 i, %5 5121EE (2013 4 10 A 23
HAERLH) 14 CFR %5 34 ¥, %5 5A 2 IESE M T GEnx-1B70/P1, -1B70/72/P1,
-1B70/75/P1, -1B74/75/P1, -1B75/P1), THAHIKIHRIhHEBORIHE T GLrr) o 2 HL i
SEEE 16
14 CFR part 34, amendment 5, effective December 31, 2012. (14 CFR part 34,
amendment 5A, effective October 23, 2013 for the GEnx-1B70/P1, -1B70/72/P1,
-1B70/75/P1, -1B74/75/P1, -1B75/P1) See NOTE 16 for detailed summary of the
certification basis for fuel venting and exhaust emissions.
GEnx-1B Kz it Jv % FH 2% #4:(33-006-SC)
GEnx-1B Fan Blade Special Condition (33-006-SC)
2324 F %€ Equivalent Level of Safety (ELOS) Findings:
B ELOS No. 8040-ELOS-08-NE05, 14 CFR 833.77 253 % 4>
ELOS No. 8040-ELOS-08-NEO5 to 14 CFR §33.77
m  ELOS No. 8040-ELOS-12-NEO1Rev. 1, 14 CFR 8§33.27(c) &3k % 4=
ELOS No. 8040-ELOS-12-NEO1 Rev. 1 to 14 CFR §33.27(c)
B ELOS No. 8040-ELOS-12-NE02, 14 CFR §33.68(a)%5 3 22 4=
ELOS No. 8040-ELOS-12-NEO02 to 14 CFR §33.68(a)
B ELOS No. 8040-ELOS-12-NE03, 14 CFR §33.87(a)fi(b), 5 §33.93(a) %
RV
ELOS No. 8040-ELOS-12-NEO03 to 14 CFR §33.87(a) and (b), and §33.93(a)
B ELOS No. ATO3359EN-E-P-1, 14 CFR 33.83(d) &% 4
ELOS No. ATO3359EN-E-P-1 to 14 CFR 33.83(d)
B ELOS No. TC2191EN-E-P1, 14 CFR 33.27(c)(2)(v) Z5%i4:4:
ELOS No. TC2191EN-E-P1 to 14 CFR 33.27(c)(2)(v)
1965 4F 2 H 1 HAER 14 CFR 25 33 3, £ 1 3 21 B IE R IFHE 23 (B IE R
17 33.76,
14 CFR Part 33, effective February 1, 1965, as amended by 33-1 through 33-21
and amendment 33-23 section 33.76.
2012 4 12 A 31 HA XK 14 CFR %5 34 i, %5 5121EE (2013 4 10 A 23
HAERM 14 CFR 55 343, 28 SAZIEREH T GEnx-1B70/P2, -1B70/72/P2,
-1B70/75/P2, -1B74/75/P2, -1B75/P2, -1B76/P2, -1B76AP2, -1B78/P2), V4
PR HETBORTHE TS G 1) 7 8 BE il e 25 i 16,
14 CFR part 34, amendment 5, effective December 31, 2012.(14 CFR part 34,
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GEnx-2B67, -2B67B

GEnx-2B67/P

amendment 5A, effective October 23, 2013 for the GEnx-1B70/P2, -1B70/72/P2,
-1B70/75/P2, -1B74/75/P2, -1B75/P2, -1B76/P2, -1B76AP2, -1B78/P2). See
NOTE 16 for detailed summary of the certification basis for fuel venting and
exhaust emissions.
GEnx-1B X it J1 % FH 2% #4:(33-006-SC)
GEnx-1B Fan Blade Special Condition (33-006-SC)
k42 H%E . | Equivalent Level of Safety (ELOS) Findings:
B ELOS No. AT3129EN-E-P-1, 14 CFR §33.27(c)& 30 % 4=
ELOS No. AT3129EN-E-P-1 to 14 CFR §33.27(c)
B ELOS No. 8040-ELOS-08-NE05, 14 CFR §33.77 Z52 % 4
ELOS No. 8040-ELOS-08-NEO5 to 14 CFR §33.77
B ELOS No. TC2191EN-E-P1, 14 CFR 33.27(c)(2)(v) &% 4
ELOS No. TC2191EN-E-P1 to 14 CFR 33.27(c)(2)(v)

1965 42 H 1 HAERUM 14 CFR 3 33 ¥, 2 1 3 21 B IERIFELHE 23 B 1E%R
] 33.76./14 CFR Part 33, effective February 1, 1965, as amended by 33-1 through
33-21 and amendment 33-23 section 33.76.
2012 4F 12 A 31 HAXM 14 CFR 2 34 ¥, 5 BIESR, VEANMR AR
HES5 YL o 2 FERl S 45 WIE 16, / 14 CFR part 34, amendment 5, effective
December 31, 2012. See NOTE 16 for detailed summary of the certification basis
for fuel venting and exhaust emissions.
GEnx-2B RJm M- 7% F 4514:(33-007-SC) / GEnx-2B Fan Blade Special Condition
(33-007-SC)
242 H)%E | Equivalent Level of Safety (ELOS) Findings:
B ELOS No. 8040-ELOS-09-NEO1, 14 CFR §33.27(c) &5 % 4=
ELOS No. 8040-ELOS-09-NEO1 to 14 CFR §33.27(c)
B ELOS No. 8040-ELOS-09-NE02, 14 CFR §33.77(c) ()& &k 224>
ELOS No. 8040-ELOS-09-NEO2 to 14 CFR 8§33.77(c) and (e)
B ELOS No. AT2432EN-E8040-ELOS-10-NE02, 14 CFR §33.78 2530 % 4>
ELOS No. AT2432EN-E8040-ELOS-10-NE02 to 14 CFR §33.78
B ELOS No. ATO3382EN-E-P-1to 14 CFR 33.83(d) 5% 4:
ELOS No. AT03382EN-E-P-1 to 14 CFR 33.83(d)
B ELOS No. TC2191EN-E-P1, 14 CFR 33.27(c)(2)(v) Z&%k44x
ELOS No. TC2191EN-E-P1 to 14 CFR 33.27(c)(2)(v)

1965 4F 2 H 1 HAEAU 14 CFR 25 33 3, £ 1 3 21 B IE R IFaLHE 23 (B IE R
17 33.76,

14 CFR Part 33, effective February 1, 1965, as amended by 33-1 through 33-21
and amendment 33-23 section 33.76.

2012 4F 12 A 31 HA XM 14 CFR 25 34 ¥, 5 BIESR, VAN
HEASTT Je 0 6 8 ARl 45 IV 16,

14 CFR part 34, amendment 5, effective December 31, 2012. See NOTE 16 for
detailed summary of the certification basis for fuel venting and exhaust emissions.
GEnx-2B JX M F & Fl 26 (33-007-SC)
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GEnx-2B Fan Blade Special Condition (33-007-SC)

® a4 H5E/Equivalent Level of Safety (ELOS) Findings:
[ ] ELOS No. AT3138EN-E-P-1, 14 CFR 8§33.27(c) &3 % 4>
ELOS No. AT3138EN-E-P-1 to 14 CFR §33.27(c)

B ELOS No. AT3138EN-E-P-2, 14 CFR §33.87(a)(b), /2 833.93 & %4

ELOS No. AT3138EN-E-P-2 to 14 CFR §33.87(a) and (b), and §33.93
B ELOS No. AT3138EN-E-P-3, 14 CFR §33.77(c)Ml(e) &5 3k 24>
ELOS No. AT3138EN-E-P-3 to 14 CFR §33.77(c) and (e)
B ELOS No. AT3138EN-E-P-5, 14 CFR §33.78 253 % 4>

ELOS No. AT3138EN-E-P-5 to 14 CFR §33.78

B ELOS No. AT03382EN-E-P-1, 14 CFR 33.83(d) 2% 4
ELOS No. AT03382EN-E-P-1 to 14 CFR 33.83(d)

m  ELOS No. TC2191EN-E-P1, 14 CFR 33.27(c)(2)(v) 25344
ELOS No. TC2191EN-E-P1 to 14 CFR 33.27(c)(2)(v)

HIS-AHF E0078NE/ TYPE CERTIFICATE E00078NE

iter)

MODEL

GEnx-1B54

GEnx-1B58

GEnx-1B64

GEnx-1B67

GEnx-1B70

GEnx-1B54/P1

GEnx-1B58/P1

GEnx-1B64/P1

GEnx-1B67/P1

GEnx-1B70/P1

GEnx-1B70/72/P1

GEnx-1B70/75/P1

GEnx-1B74/57/P1

EEHEYAPPLICATION

DATE

2004412 H13H
December 13, 2004
2005445 H24H
May 24, 2005
2004412 H13H
December13, 2004
200544524 H
May 24, 2005
20044F5H24H
December13, 2004
20104F9H21H
September 21, 2010
20104F9H21H
September 21, 2010
20104F9H21H
September 21, 2010
20104F9H21H
September 21, 2010
20104F9H21H
September 21, 2010
20104F9H21H
September 21, 2010
20104F9H21H
September 21, 2010
20104F9H21H
September 21, 2010

25-42

MR BT
ISSUED/AMENDED
200843 H31H
March 31, 2008
200843 H31H
March 31, 2008
200843 H31H
March 31, 2008
200843 H31H
March 31, 2008
200843 H31H
March 31, 2008
201246 H14H
June 14, 2012
201246 H14H
June 14, 2012
201246 5 14H
June 14, 2012
201246 H14H
June 14, 2012
201246 H14H
June 14, 2012
201246 H14H
June 14, 2012
201246 H14H
June 14, 2012
201246 H14H
June 14, 2012
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CAAC AT el
CAAC VALIDATION BASIS

C® S0
PRODUCTION BASIS

GEnx-1B75/P1

GEnx-1B54/P2

GEnx-1B58/P2

GEnx-1B64/P2

GEnx-1B67/P2

GEnx-1B70/P2

GEnx-1B70/72/P2

GEnx-1B70/75/P2

GEnx-1B74/57/P2

GEnx-1B75/P2

GEnx-1B78/P2

GEnx-2B67

GEnx-2B67B

GEnx-2B67/P

GEnx-1B76/P2

GEnx-1B76A/P2

A=A No. 108.
Production Certificate No. 108

20104F9 H21H

September 21, 2010

20104:10H6H
October 6, 2010
20104:10H6H
October 6, 2010
20104:10H6H
October 6, 2010
20104:10H6H
October 6, 2010
20104£10H6H
October 6, 2010
20104£10H6H
October 6, 2010
20104£10H6H
October 6, 2010
20104£10H6H
October 6, 2010
20104£10H6H
October 6, 2010
20104£10H6H
October 6, 2010
200642 H 28 H
February 28, 2006
20104F10H 15H
October 15, 2010
20104F10H15H
October 15, 2010
201643 H24H
March 24, 2016
201643 H24H
March 24, 2016

52 FAA I o 8 HE AR v\ AT o 8 B4t
Accept FAA certification basis as validation basis.

2642

201246 H14H
June 14, 2012
2013444 12H
April 12, 2013
2013447 12H
April 12, 2013
2013444 12H
April 12, 2013
201344 H12H
April 12,2013
201344 H12H
April 12, 2013
2013444 12H
April 12, 2013
2013544 H12H
April 12, 2013
2013444 12H
April 12, 2013
201344 H12H
April 12,2013
20135444 12H
April 12,2013
201047 H22H
July 22, 2010
201149H12H
September 12, 2011
20134F11H22H
November 22, 2013
201646 H20H
June 20, 2016
201646 H20H
June 20, 2016
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HEREINOTES
vE /NOTE 1 e KVFH RS 7 7 /IMAXIMUM PERMISSIBLE ENGINE ROTOR SPEEDS

GEnx-IB54, -1B58, -1B64, -1B67, -IB70

i JE#%F/Low pressure rotor (N1): 2,726 RPM
151 %% -1~ IHigh pressure rotor (N2) 13,425 RPM
7#INOTES:

A) 100%[¥) N1 #%
B) 100%ft] N2 %%

#1100 percent N1 is: 2,560 RPM

pr
T %/100 percent N2 is: 11,377 RPM

GEnx-IB54/P1, -1B58/P1, -1B64/P1, -1B67/P1, -IB70/P1, -IB70/72/P1, -IB70/75/P1, -IB74/75/P1,

-IB75/P1
i JE#%F/Low pressure rotor (N1): 2,778 RPM
151 %% -F-/High pressure rotor (N2) : 13,539 RPM
7#INOTES:

A) 100%[¥) N1 #%
B) 100%ft] N2 %%

J® /100 percent N1 is: 2,560 RPM

#52:/100 percent N2 is: 11,377 RPM

GEnx-1B54/P2, -1B58/P2, -1B64/P2, -1B67/P2, -IB70/P2, -IB70/72/P2, -IB70/75/P2, -IB74/75/P2,
-IB75/P2, -1B76/P2, -1B76A/P2, -IB78/P2

& JE#%F/Low pressure rotor (N1): 2,778 RPM
151 %% -1~ IHigh pressure rotor (N2) : 13,368RPM
7#INOTES:

A) 100%[¥) N1 #%
B) 100%ft] N2 %%

#1100 percent N1 is: 2,560 RPM

i
T 5%/100 percent N2 is: 11,377 RPM

GEnx-2B67, -2B67B

i JE#%F/Low pressure rotor (N1): 3,026 RPM
151 %% -1-IHigh pressure rotor (N2): 13,425 RPM
7#INOTES:

A) 100%[¥) N1 #%
B) 100%ft] N2 %%

#1100 percent N1 is: 2,835 RPM

i®
T#/2£/100 percent N2 is: 11,377 RPM

GEnx-2B67/P

i JE 5% F/Low pressure rotor (N1) 3,026 RPM
151 %% -1~ IHigh pressure rotor (N) 13,368 RPM
7#INOTES:

A) 100%I] N1 #4358 /2/100 percent N1 is: 2,835 RPM
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B) 100%ft) N2 #%3# /&/100 percent N2 is: 11,377 RPM

7% 2/NOTE 2 e K YEH IR E/MAXIMUM PERMISSIBLE TEMPERATURES

GEnx-1B54, -1B58, -1B64, -1B67, -1B70
HRIRBEHEIRE (T495) (WES)

Indicated turbine exhaust gas temperature (T49) (See NOTE 5)

K5 e (ILiE 12) 1,895°F (1,035°C)
Takeoff 5 minutes (see NOTE 12)

30 b f KIS 1,904°F (1,040°C)
30 seconds Maximum Transient

B KIESE 1,841°F (1,005°C)

Maximum Continuous

sl (Fhsiaan 1,382°F (750°C)
Ground starts (manual or auto)

Trhis) (FIEEBD 1,607°F (875°C)
Inflight starts (manual or auto)

s R B 1,787°F (975°C)
Inflight starts (high power fuel cut)

T VTR BR #i1]/0i1 temperature limits
T4/Continuous 320°F (160°C)
5% /Transient (15 minutes) 350°F (177°C)

GEnx-1B54/P1, -1B58/P1, -1B64/P1, -1B67/P1, -IB70/P1, -IB70/72/P1, -IB70/75/P1, -1B74/75/P1,
-IB75/P1

TR R HE R (T49)  (WLVE 5D
Indicated turbine exhaust gas temperature (T49) (See NOTE 5)

K5 el (ILiE 12) 1,940°F (1,060°C)
Takeoff 5 minutes (see NOTE 12)

30 b f KBS 1,949°F (1,065°C)
30 seconds Maximum Transient

B KIESE 1,886°F (1,030°C)

Maximum Continuous

sl (Fhsiaahn 1,382°F (750°C)
Ground starts (manual or auto)
This) (FIEED 1,607°F (875°C)
Inflight starts (manual or auto)
ey S QRIS LD 1,787°F (975°C)
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Inflight starts (high power fuel cut)

TR VI FEE R #1]/0il temperature limits
H42/Continuous 320°F (160°C)
5% i} /Transient (15 minutes) 350°F (177°C)

GEnx-1B54/P2, -1B58/P2, -1B64/P2, -1B67/P2, -IB70/P2, -IB70/72/P2, -IB70/75/P2, -IB74/75/P2,
-IB75/P2, -1B76/P2, -1B76A/P2, -1B78/P2

R HERIRE (T49)  (WED

Indicated turbine exhaust gas temperature (T49) (See NOTE 5)

5 B (ILE 12 1,949°F (1,065°C)
Takeoff 5 minutes (see NOTE 12)
30 Fh i K 1,958°F (1,070°C)
30 seconds Maximum Transient
KIS 1,886°F (1,030°C)

Maximum Continuous

HmEs) (FIEE) 1,382°F (750°C)
Ground starts (manual or auto)
sl (FIEED 1,607°F (875°C)
Inflight starts (manual or auto)
sl (EIhE M 1,787°F (975°C)

Inflight starts (high power fuel cut)

TR VI, P R #1]/0il temperature limits
H42/Continuous 320°F (160°C)
5% B} /Transient (15 minutes) 350°F (177°C)

GEnx-2B67, -2B67B, -2B67/P
FRRIR e HERIRE (T49)  (WED
Indicated turbine exhaust gas temperature (T49) (See NOTE 5)

K5 B (ILE 12 1,940°F (1,060°C)
Takeoff 5 minutes (see NOTE 12)
30 Fh i KT 1,949°F (1,065°C)
30 seconds Maximum Transient
KIS 1,886°F (1,030°C)

Maximum Continuous

HimEs) (FIEE) 1,382°F (750°C)
Ground starts (manual or auto)
s (FIEED 1,607°F (875°C)
Inflight starts (manual or auto)
s (EThEMD 1,787°F (975°C)

Inflight starts (high power fuel cut)
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£ 3/NOTE 3 AR R e s ) B AI/FUEL AND OIL PRESSURE LIMITS
R BRI FERE 1 A AR R I BR l/FUEL PRESSURE LIMITS AT THE ENGINE PUMP INLET
MBARBRINE 1 (MG T B S2 2895 % /7 +5.0psi MIFREE+5.0psi g k#) E#H K 70 psig.
The limit is from minimum fuel pressures of not less than the greater of true vapor pressure plus 5.0 psi
or ambient plus 5.0 psi to a maximum of 70 psig.
X T T B787 WAL LA GEnx-1B KB, SR fIHAI i g R I 8 i 28 550K 60 73 B BRI #A
& /7 3.5 psia Al KM (v 0.45, BL R ek 600 Z34f /IMBRIAT 77 3.5 psia AT K EE (vl
0.28.
For the GEnx-1B, on the Boeing B787 aircraft, the minimum fuel pressure limit is extended down to
minimum fuel pressure of 3.5 psia and maximum vapor-to-liquid ratio (v/1) of 0.45 for up to 60 minutes
followed by up to 600 minutes with minimum fuel pressure of 3.5 psia and a maximum vapor-to-liquid
ratio (v/I) of 0.28.
Tl E /PR #1/0IL PRESSURE LIMITS
AN I T 9 R 77 WL GEnx-1B 4 A R 15 GEK 112857 1l GEnx-2B 1 F Ui 15 GEK 114113 [f)
Kl 8-1.
See Figure 8-1 of GEnx-1B Operating Instructions GEK 112857 and GEnx-2B Operating Instructions
GEK 114113 for definition of minimum and maximum oil pressures.
# 4INOTE 4 GEnx P IR ENFFE
GEnx ACCESSORY DRIVE CHARACTERISTICS
GEnx-1B54, -1B58, -1B64, -1B67, -1B70
P 1] WRAZOE | REhE (F | RoKER KRB LRIbabi HESAE
Accessory Defined QERA) T I3ED W (A bial Fo g 7 7 (- (€YDl
By Rotation Gear Ratioto | Drive Shaft Maximum )T =K LA Overload
(See Core Rotor (RPM) Weight (G2 Shear VFSG) (HP)
Comment A) LB (KG) Maximum Torque Continuous
Overhung IN-LB (N-m) Pad Rating
Moment HP (Inflight
IN-LB (N-m) —total for
both
VFSG’s)
692 WiEREC
ICNR-GE 234.4 (106.3) 19,596-20,220 | (H&EKHN See
vrsed -BE059 cow st 12,891.30 R WET 1718 (194.4) (2,214-2,285) |  #Hl/Dual Comment C
Engine)
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790
(—akRz)
Kl/Single
Engine)
692
(M & K35
Hl/Dual WERC
19,596-20,220
ICNR-GE ccw 1.1331 12,891.30 234.4 (106.3) | 1,718 (194.4) Engine) See
VFSG 2 (2,214-2,285)
-BE060 BE/WET 790 Comment C
(—HBRs)
Hl/Single
Engine)
AR
ICNR-GE 30.3 (13.74) 140 (15.81) 2,625-3,715 85
Hydraulic CcCcw 0.4438 5,049.10 62
-BE057 R HE/WET W E/WET (297-420) [5 sec]
Pump
. 0.5 Square
e T 56 3)
Drive/ Dwg- CcCcw 0.6773 7,705.60 N. A N. A N. A N. A N. A
Core Turn
2305M71
B IComment:

A B 5 XONTH 71 9% 3] EE/Rotation is defined facing the pad.

B. 100%[11 & Bht/LA% %58 S 11,377%4645 73 #1/100 percent engine core speed is 11,377rpm.

C. WUBKE) FEAE AT 12 Ak B i i 091,020 77, HpER — M ANEIES285 ) CRRREIFL) -
1,021 HP total both drive pads at flight idle, with no more than 528 HP on any one drive pad for up to 1 second [single engine].
IR AR AT 18 4Rk 25 B i #8665 7y, KRR — AL 4715 01 (RURBINL .
866 HP total both drive pads at flight idle, with no more than 471 HP on any one drive pad for up to 5 minutes [dual engine].

GEnx-IB54/P1, -1B58/P1, -1B64/P1, -1B67/P1, -IB70/P1, -IB70/72/P1, -1B70/75/P1, -1B74/75/P1, -IB75/P1

UEES E S 1) WHIOHE | IREhE (B S UNE o V) BIY) 56 HELE UR=
Accessory Defined GEREA F 35 5 (A picl e~t-f% (=) (57
By Rotation Gear Ratioto | Drive Shaft Maximum P~ -BE (G 9) (gt Overload
(See Core Rotor (RPM) Weight (4K Shear WA (HP)
Comment A) LB (KG) Maximum Torque VFSG)
Overhung IN-LB (N-m) Continuous
Moment Pad Rating
IN-LB (N-m) HP (Inflight
—total for
both
VFSG’s)
676
. WEREC
(P& RN
ICNR-GE 234.4 (106.3) 19,596-20,220 See
VFSG 1 CCw 1.1331 12,891.30 1,718 (194.4) #L/Dual
-BE059 W E/WET (2,214-2,285) Comment C
Engine)
720
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(—BR
Kl/Single
Engine)
676
Gyl
Hl/Dual
19,596-20,220 WLERC
ICNR-GE CCw 1.1331 12,891.30 234.4 (106.3) | 1,718 (194.4) Engine)
VFSG 2 (2,214-2,285) See
-BE060 W E/WET 720
Comment C
(—BR
Kl/Single
Engine)
WIEF/
ICNR-GE 30.3 (13.74) 140 (15.81) 2,625-3,715 85
Hydraulic CCw 0.4438 5,049.10 62
-BE057 W E/WET WE/WET (297-420) [5 sec]
Pump
) 0.5 Square
O HF 5
Drive/ Dwg- CcCw 0.6773 7,705.60 N. A. N. A. N. A. N. A. N. A.
Core Turn
2305M71
VERE/Comment:

® [ 5 XU TH [F) R 5l /Rotation is defined facing the pad.

® 100%[11 & ShHIAZ Lo %38 11,3775 45 43 #1/100 percent engine core speed is 11,377rpm.

® UUIRFNFETE KATIS IR B LR B i 801,021 5 ), HAAERE— AN AEIE5285 /) (BRI .
® 1021 HP total both drive pads at flight idle, with no more than 528 HP on any one drive pad for up to 1 second [single engine].
XUBRA AL KAT 18 48 260 BN i 300866 5 /), HAMER — AL 4715 ) (RUKRBIHL .
866 HP total both drive pads at flight idle, with no more than 471 HP on any one drive pad for up to 5 minutes [dual engine].

GEnx-1B54/P2, -1B58/P2, -1B64/P2, -1B67/P2, -IB70/P2, -1B70/72/P2, -IB70/75/P2, -1B74/75/P2, -IB75/P2, -1B76/P2, -1B76A/P2,

-1B78/P2
USRES E X e WHMZ O | SRS (% K E RKEE Y5 HLE d#
Accessory Defined GEREA) T oDl (AT EiE) et -1 [N (57
By Rotation Gear Ratioto | Drive Shaft Maximum oo (G ) (-t Overload
(See Core Rotor (RPM) Weight (2K Shear WA (HP)
Comment A) LB (KG) Maximum Torque VFSG)
Overhung IN-LB (N-m) Continuous
Moment Pad Rating
IN-LB (N-m) HP (Inflight
—total for
both
VFSG’s)
676 RERC
ICNR-GE 234.4 (106.3) 19,596-20,220 | (B&KHN See
VFSG 1 CCw 1.1331 12,891.30 1,718 (194.4)
-BE059 WEE/WET (2,214-2,285) #L/Dual Comment C
Engine)
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720
(—BR
Kl/Single
Engine)
676
(M & K35
#l/Dual
19,596-20,220 Engine) JIEREC
ICNR-GE CcCcw 1.1331 12,891.30 234.4 (106.3) | 1,718 (194.4)
VFSG 2 (2,214-2,285) 720 See
-BE060 W HE/WET
(—HRH Comment C
Hl/Single
Engine)
RIS
ICNR-GE 30.3(13.74) 140 (15.81) 2,625-3,715 85
Hydraulic Cccw 0.4438 5,049.10 59
-BE057 WP E/WET W E/WET (297-420) [5 sec]
Pump
_ 0.5 Square
T3
Drive/ Dwg- ccw 0.6773 7,705.60 N. A N. A N. A N. A N. A
Core Turn
2305M71
1B/ Comment:

A B 5 XONTH 71 9% 3] EE/Rotation is defined facing the pad.

B. 100%[11 & Bht/LAZ %58 S 11,377%4645 73 #1/100 percent engine core speed is 11,377rpm.
IR BEAE AT IS ARk B IR RPN 1 H081,020 5 77, HER M ANEIEE28 5 ) CRREIFL) -
1,021 HP total both drive pads at flight idle, with no more than 528 HP on any one drive pad for up to 1 second [single engine].
WURH FEAE KAT I8 22 25 B i i 2 oh866 D 7y, HAMER — ML 47157) (RURFIHL
866 HP total both drive pads at flight idle, with no more than 471 HP on any one drive pad for up to 5 minutes [dual engine].

GEnx-2B67, -2B67B, -2B67/P

UELS TE X 1) VR | R CFesy FrASEE AR | B EibiE
Accessory Defined R A Tl D) W (AT el Shear Torque
By Rotation Gear Ratio to Drive Shaft Static o Torque
(See Core Rotor (RPM) Weight Maximum
Comment A) LB (KG) Overhung
Moment
IN-LB
(FEF-15) 1 (in-1b)
2245 &4
W T4T-8MR 4654%38989 BRIREN R
CONTINUOUS
LIRS REN) GERC) ., 126.8/ 9000 + 400
BARIREN K ‘ 3575 i (GERED) /
747-8 Boeing CCW 0.6696 4654 to 8989 IDG 126.8 900 T/
HHL/ IDG TRANSIENT
engine (See PN % B in-lb
(See Comment D)
specification Comment C) 5.6/ QAD 5.6
5250 [T (GEREED /
MOMENTARY
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WETAT-8IN K

(See Comment E)

@~F-B%) / (in-Ib)
1103 -4/
CONTINUOUS

R BIHLRE! 4550 + 300 1790 -1 CEREF) /
40.1 261
HYDRAULI 747-8 Boeing ccw 0.3157 2194 to 4238 Tl TRANSIENT
FH/DRY BE/WET
C PUMP engine in-Ib (See Comment F)
specification 4250 -k CHERG) |
FAILURE
(See Comment G)
(FER-5) [ (ft-1b)
58.4 % N2
R L %X [ Cold Day
(5863 RPM) 1685 .y B
FHL AIR N BB )13 Bk
M50TF4062 Cccw 1.1331 BRI 49.38 300 YR
TURBINE APU Start 617
/ MAX CUT Ift-1b
STARTER sl ]S
ouT
XBL Start 820
Bl 155
0.5 Square
g/ CcCw 0.6773 7,705.6 N. A. N. A. N. A. N. A.
Drive
Core Turn

VERE Comment:
A B85 YO A1 B3] FE/Rotation is defined facing the pad.
B. 100%11 & BhHLAZ 5% 58 N 11,3775445 43 #1/100 percent engine core speed is 11,377rpm.
C. BERIXBN K ML TAE RS . 4,600%5 0. M N5 (R ¥F4,450%4 15 43 B BUAIK T 150+ SO I 1 £2

IDG online speed: 4,600 rpm. Load is removed when input remains 4,450 RPM or less for 150 + 50 ms.
D. 41,000 % sh#L L 1E /Nt 1%/ Once every 1,000 engine operating hours.
E. 5,000 % sh L L/E/Ni 17K/ Once every 5,000 engine operating hours.

F. AL SRR S A BE B AN AT S VR Sl OV AR SR GRETRERAD

Peak running torque at engine start and at maximum flow for simultaneous flap and gear operation (takeoff condition).
G. iy N 8T 340 A A= I 72 A2 (R 4146/ Torque experienced during an input shaft shear event.

¥E 5/NOTE 5

KENWLEEH/ENGINE RATINGS

RENHVHIUE (E AR EE T F AN T RRHE & 28k RE

Engine ratings are based on calibrated test stand performance under the following conditions:

o oA wN

MR RS, ARiESS 71(14.696 psia), 59 °F
Sea level static, standard pressure (14.696 psia), 59 °F

TE7% P55 51 S AT 2 HU/No customer bleed or customer horsepower extraction

FRAREEA,, 100%7 &% & /1deal inlet, 100% ram recovery
A 72 8 TOHL AT B9 B /Production aircraft flight cowling
Az 7 4 J % 45 IProduction instrumentation
PRI HAVE 18,400 BTU/Ib/Fuel lower heating value of 18,400 BTU/Ib
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E6/NOTE 6

B KYEH 51 S 2 BUMAXIMUM PERMISSABLE BLEED AIR EXTRACTION

GEnx-1B54, -IB58, -1B64, -1B67, and -1B70

GEH TR 261 K 5K R 4010 & shiL/applicable to engines not equipped with booster anti-ice

system)

T -W25[1) H 4 Lt/Stage 7 - Percent W25
175 Th 2 ¥% B /Any Power Setting 3.3%

GEnx-1B54, -IB58, -1B64, -1B67, -1B70, -IB54/P1, -1B58/P1, -1B64/P1, -1B67/P1, -IB70/P1,

-IB70/72/P1, -IB70/75/P1, -IB74/75/P1, and -IB75/P1, -IB54/P2, -1B58/P2, -1B64/P2, -1B67/P2,

-1B70/P2, -1B70/72/P2, -1B70/75/P2, -IB74/75/P2, -1B75/P2, -1B76/P2, -1B76A/P2 and -1B78/P2
i FH T 255 48 1 95 UK &R 8 18 & sh Al /applicable to engines equipped with a booster anti-ice system)

WU AB IEFE ) P2 Lt (NLKO T9%-W251) i 43t
Percent Corrected Fan Speed (N1K) Stage 7 - Percent W25
0to31.3 5.0%
31.3t066.4 4.7%
> 66.4 3.3%
7R /Comments:

A 100% % BIALIR i % 4 H2,560%% 5 43-£1/100% engine fan speed is 2,560 RPM
B. fTRINFEET, KWL SEY KRS KR A 93.3% W25

3.3% W25 is the maximum flow delivered to the engine inlet anti-ice system at any power setting.

GEnx-2B67, -2B67B

Aok | RSN A5 RW25H 4 [Epid:1 R4 5 IW25 5 43 L
%N1K CDP Bleed Percent W25 %N1K S4 Bleed Percent W25

T2 > 67°F T2 <67°F 0 7.28%
0 13 13 15.9 7.28%
81.1 13 13 21.2 7.28%
81.1 8 10 50.0 7.28%
88.2 8 10 50.0 7.85%
88.2 8 8.5 75.8 7.85%
91.7 8 8.5 75.8 7.65%
91.7 8 8 81.1 7.65%
120.0 8 8 84.7 7.85%
91.7 7.85%
E: 100% R e 18 92,8357 4% /) B/ 108.6 6.00%
NOTE: 100% engine fan speed is 2,835 RPM 108.6 5.00%
120.0 5.00%
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GEnx-2B67/P

EArte | AN A RW25 T 4t EorEL | RAHL4 51 W25 H 4 b
%N1K CDP Bleed Percent W25 %N1K S4 Bleed Percent W25
T2 > 67°F T2 < 67°F 0 7.28%
0 13 13 15.9 7.28%
81.1 13 13 21.2 7.28%
81.1 8 10 50.0 7.28%
88.2 8 10 50.0 7.85%
88.2 8 8.5 64.6 7.85%
91.7 8 8.5 64.6 7.60%
91.7 8 8 77.8 7.60%
120.0 8 8 77.8 7.39%
95.9 7.39%
A 1009 R 4% 18 2,835 55 5 47 il 108.6 6.00%
NOTE: 100% engine fan speed is 2,835 RPM 108.6 5.00%
120.0 5.00%
H7/INOTE 7 PRIH/FUEL

KT BRI IR VR 4015 B2 WGENx-1B  fIR4538 1 73-0001F1GEnX-2B I 4% 7 73-0001. 1%/}
Sl S S A GERL S M VEDS0TF2 I ATHE #. 1&EH IR E 0N -

Refer to GEnx-1B Service Bulletin 73-0001 and GEnx-2B Service Bulletin 73-0001for detailed
information pertaining to fuels and additives. These Service Bulletins cover the eligible fuels listed per
GE Aviation Specification D50TF2. Eligible fuel classifications are:

AZE-fii Bl IClass A — Aviation Kerosene

C2R- e s it /Class C — Low Freeze Kerosene

DZ-w A S /Class D — High Flash Kerosene

EZK-{KIN S /Class E — Low Flash Kerosene

VE: BZE- ((Jet B, JP4) ZEF /NOTE: Class B — (Jet B, JP4) is prohibited

¥E 8/NOTE 8 F i BRHI/LIFE LIMITS

GEnx-1B54, -1B58, -1B64, -1B67, -1B70, -1B54/P1,-1B58/P1, -1B64/P1, -1B67/P1, -1B70/P1,
-1B70/72/P1, -1B70/75/P1, -1B74/75/P1F1-1B75/P1, -IB54/P2, -1B58/P2, -1B64/P2, -1B67/P2,
-IB70/P2, -IB70/72/P2, -IB70/75/P2, -IB74/75/P2, -IB75/P2, -1B76/P2, -1B76A/P2F1-IB78/P2 54 1)
1 i 75 i BRI /2 GEnx & B WL T T GEK 1128515855 A Afi

Life limits for critical rotating components for the GEnx-1B54, -1B58, -1B64, -1B67, -1B70 -1B54/P1,
-1B58/P1, -1B64/P1, -1B67/P1, -1B70/P1, -1B70/72/P1, -1B70/75/P1, -1B74/75/P1 -1B75/P1, -1B54/P2,
-1B58/P2, -1B64/P2, -1B67/P2, -IB70/P2, -IB70/72/P2, -IB70/75/P2, -IB74/75/P2, -IB75/P2, -1B76/P2,
-1B76A/P2_and-IB78/P2 are published in Chapter 5 of the GEnx Engine Manual, GEK 112851.

The GEnx-2B67, -2B67B, and -2B67/P1EH 7% fir R /EGEnX K S HL T GEK 1141195555 A ffi
The GEnx-2B67, -2B67B, and -2B67/P cyclic life limits are published in Chapter 5 of the GEnx Engine
Manual GEK 114119.
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& 9/NOTE 9

¥ 10/NOTE 10

¥ 11/NOTE 11

GEnx-1BFIGENX-2BIE¥ 75 i IR il 2 TR AL 56 F, GRiEsh. G T&TF. &fHi. s

Ffio ERGEFEPEA (BUMER)D KU R LR B RIBCEI A MG v 8. N TR —Fp 8 n] 1

HN—AER

The GEnx-1B and GEnx-2B cyclic life limits are based on a commercial mission cycle, which consists

of a start, takeoff, climb, cruise, descent, and landing. Use (or non-use) of a fan reverser for braking

during landing does not affect cycle counts. Each of the following constitutes one cycle:

(1) —RBFEE KRR K 4T/a flight consisting of a takeoff and landing,

(2) —kHth-52 KRB - 5 TR (BR D 14T ik Il/a touch-and-go landing or
simulated touch-and-go landing (no weight on wheels) for pilot training.

1% B ZHUTHRUST SETTING PARAMETER

BT IR E, DR A AR SIHE % H s f#OR  T U E (ND) o Jill, ek
R OIRAE RSN

Power setting, power checks, and control of engine thrust output in all operations are based on Fan
Speed (N1). Speed sensors are included in the engine assembly for this purpose.

25K % AENCING CONDITIONS

TELEVKECAF T HUEDE R ZE R . PR ANV ERETE LA SO R E
Requirements and limitations for ground operation in icing conditions are specified in:

GEnx-1B54, -1B58, -1B64, -1B67, -1B70 -1B54/P1, -1B58/P1, -1B64/P1, -1B67/P1, -1B70/P1,
-1B70/72/P1, -1B70/75/P1, -1B74/75/P1 ,-1B75/P1,-IB54/P2, -1B58/P2, -1B64/P2, -1B67/P2, -IB70/P2,
-IB70/72/P2, -IB70/75/P2, -IB74/75/P2, -IB75/P2, -1B76/P2, -1B76 A/P2I1-IB78/P27E 1 F i3t B T fift
GEK 1128571,

Operating Instructions Manual GEK 112857 for the GEnx-1B54, -1B58, -1B64, -1B67, -1B70
-1B54/P1, -1B58/P1, -1B64/P1, -1B67/P1, -1B70/P1, -1B70/72/P1, -1B70/75/P1, -1B74/75/P1,
-1B75/P1, -IB54/P2, -1B58/P2, -1B64/P2, -1B67/P2, -IB70/P2, -IB70/72/P2, -IB70/75/P2, -IB74/75/P2,
-IB75/P2, -1B76/P2, -1B76A/P2 and-IB78/P2

GEnx-2B67, -2B67B, and -2B67/P7E{{ [ 1% 9 F M GEK 114113+,
Operating Instructions GEK 114113 for the GEnx-2B67, -2B67B, and -2B67/P.

N33 [ 1547 /INEGATIVE G OPERATION

IAE “41-G” BATI, RVFERANEME /UL F iR %2 TIELSFr, LT 0 HlE
During "negative-G" operation only, it is permissible to operate below minimum oil pressure for a
maximum of 15 seconds, as specified in:

GEnx-1B54, -1B58, -1B64, -1B67, -1B70 -1B54/P1, -1B58/P1, -1B64/P1, -1B67/P1, -1B70/P1,

-1B70/72/P1, -1B70/75/P1, -1B74/75/P1, 1B75/P1, -1B54/P2, -1B58/P2, -1B64/P2, -1B67/P2, -IB70/P2,
-IB70/72/P2, -IB70/75/P2, -IB74/75/P2, -IB75/P2, -1B76/P2, -1B76A/P2F1-1B78/P2 5 {1 i Ik /1 7& X
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¥ 12/NOTE 12

¥ 13/NOTE 13

¥ 14/NOTE 14

¥ 15/NOTE 15

WL.GEnxfif FH 1t ] M GEK 112857, #5877,

GEnx Operating Instructions, GEnx-1B54, -1B58, -1B64, -1B67, -1B70 -1B54/P1, -1B58/P1, -1B64/P1,
-1B67/P1, -1B70/P1, -1B70/72/P1, -1B70/75/P1, -1B74/75/P1, -1B75/P1, -IB54/P2, -1B58/P2,
-1B64/P2, -1B67/P2, -IB70/P2, -IB70/72/P2, -IB70/75/P2, -IB74/75/P2, -IB75/P2, -1B76/P2, -1B76A/P2
and-1B78/P2 minimum oil pressure definition.

GEnx-2B67, -2B67B, and -2B67/P & ik i [ /1 € X MGEnx (i ¥t B F/IFGEK 114113, 55875,
GEnx Operating Instructions, GEK 114113, Section 8, for the GEnx-2B67, -2B67B, and -2B67/P

minimum oil pressure definition.

L KINHA] R il /TAKEOFF TIME LIMIT

— & RIS IR AMESRL R 1IE 555 #hle ® A ] LEK 2105 8.
The normal 5 minute takeoff rating may be extended to 10 minutes for engine out contingency.

I ] PR 1) YR 3& #E /T IME LIMITED DISPATCH CRITERIA

KT BN 1) 22 Gurt 7] R i) YR 38 o AN e B R 7E DA SO RIE =

Criteria pertaining to the engine control systems’ dispatch and maintenance requirements are specified
in:

*F+GEnx-1B54, -1B58, -1B64, -1B67, -1B70 -1B54/P1, -1B58/P1, -1B64/P1, -1B67/P1, -1B70/P1,
-1B70/72/P1, -1B70/75/P1, -1B74/75/P1, -1B75/P1, -1B54/P2, -1B58/P2, -1B64/P2, -1B67/P2,
-IB70/P2, -IB70/72/P2, -IB70/75/P2, -IB74/75/P2, -IB75/P2, -1B76/P2, -1B76 A/P2F1-IB78/P2 % Zi#1 %!
T GEAAURBUT 2] R GEh (8] RHIRIE B 4550 GEK 112858 FIGEnX A sl HL T GEK 112851
TEAUR BT, ST &P R AN R KIS AT (R B

For the GEnx-1B54, -1B58, -1B64, -1B67, -1B70 -1B54/P1, -1B58/P1, -1B64/P1, -1B67/P1, -1B70/P1,
-1B70/72/P1, -1B70/75/P1, -1B74/75/P1, -1B75/P1, -1B54/P2, -1B58/P2, -1B64/P2, -1B67/P2,
-IB70/P2, -IB70/72/P2, -1B70/75/P2, -IB74/75/P2, -IB75/P2, -1B76/P2, -1B76A/P2and-IB78/P2 engine
models: General Electric FADEC Control System Time Limited Dispatch Summary Document,

GEK 112858, and the Airworthiness Limitations Section of the GEnx Engine Manual, GEK 112851,
which define the various configurations and maximum operating intervals.

XtF-GEnx-2B67, -2B67B, and -2B67/P K B HL AL 5 : GE A PR A =44 il 5 Gt [7) PR ) iR 1 i 485 S AF
GEK 114112 f1GEnx & SIHLF-MGEK 114110E MR Ml 215, & S T SRl BN K847 [l F -

For the GEnx-2B67, -2B67B, and -2B67/P engine models: General Electric FADEC Control System
Time Limited Dispatch Summary Document, GEK 114112, and the Airworthiness Limitations Section
of the GEnx Engine Manual, GEK 114119, which define the various configurations and maximum
operating intervals.

M :/Deleted.

KU - F &2 /FAN BLADE REPAIR

IR P AR X 3 A A ST TE S AR HE B R HEHE T S FAAR DL 2 b M. ABEE
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212 W1 75 & GEnx-1B % 1] % 1:33-006-SC B GENx-2B % ] 4 1:33-007-SC.

Approval of repairs of the fan blade composite material in the root section of the fan blade up to the
inner annulus flow path line must be coordinated with the FAA Engine Certification Office.
Substantiation of the repairs must show that compliance to GEnx-1B Special Condition No. 33-006-SC
or GEnx-2B Special Condition No. 33-007-SC is maintained.

HAH B Fn R hHEE / EXHAUST EMISSIONS AND FUEL VENTING

GEnx-1B54, -1B58, -1B64, -1B67, -1B54/P1, -1B58/P1, -1B64/P1, -1B67/P1, -1B54/P2, -1B58/P2,
-1B64/P2, -1B67/P2,L & GEnx-2B67, -2B67B, and -2B67/P B4 & 1 2012 4 12 A 31 HEX#) 14
CFR % 347, %5 5{21E%M 2012 4 7 [ 18 HARK 40 CFR 25 87 #rh iy HE bk -

The following emissions standards promulgated in 14 CFR Part 34, Amendment 5, effective December
31, 2012, and 40 CFR Part 87, effective July 18, 2012, have been complied with for: GEnx-1B54,
-1B58, -1B64, -1B67, -1B54/P1, -1B58/P1, -1B64/P1, -1B67/P1, -1B54/P2, -1B58/P2, -1B64/P2,
-1B67/P2 as well as GEnx-2B67, -2B67B, and -2B67/P.

SR HEMEBR v /Fuel Venting Emission Standards: 14 CFR 34.10(a) and 34. 11 ; in addition, 40 CFR
87.10(a) and 87.11.

RANFEH (SND HESUhR#E/Smoke Number (SN) Emission Standards: 14 CFR 34.21 ( €)(2); in addition,
40 CFR 87 .23(c)(1).

—& 4k (CO) HEUkRHE/Carbon Monoxide (CO) Emission Standards: 14 CFR 34.21(d)(1)(ii); in
addition, 40 CFR 87.23(c)(l).

WAL A (HC) HEithruE/Hydrocarbons (HC) Emission Standards: 14 CFR 34.21(d)(1)(i); in
addition, 40 CFR 87.23(c)(l).

BEAEY (NOx) HEUhr#E/OXides of Nitrogen (NOX) Emission Standards: 14 CFR 34.23(b)(I); in
addition, 40 CFR 87.23(c)(3).

GEnx-1B70, -1B70/P1, -B70/72/P1, -1B70/75/P1, -1B74/75/P1, -1B75/P1, -1B54/P2, -1B70/P2,
-1B70/72/P2, -1B70/75/P2, -1B74/75/P2, -1B75/P2, -1B76/P2, —1B76A/P2 F1 -1B78/P2C.7F& T
2013410 A 23H A 3014 CFRES 343, SHSAMEIEFRM20124E7 A 18 H A X4 HI40 CFRES 87H#EH
kRt .

The following emissions standards promulgated in 14 CFR part 34, amendment 5A, effective October
23,2013, and 40 CFR part 87, effective July 18, 2012, have been complied with for: GEnx-1B70,
-1B70/P1, -B70/72/P1, -1B70/75/P1, -1B74/75/P1, -1B75/P1, -1B54/P2, -1B70/P2, -1B70/72/P2,
-1B70/75/P2, -1B74/75/P2, -1B75/P2, —1B76/P2, —1B76A/P2 and -1B78/P2.

SR HEMEBR v /Fuel Venting Emission Standards: 14 CFR 34.10(a) and 34.11; in addition, 40 CFR
87.10(a) and 87.11.

TG H (SN HEUhR #E/Smoke Number (SN) Emission Standards: 14 CFR 34.21(e)(2); in addition, 40
CFR 87.23(c)(l).
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—&ALR% (CO) HEBhRHE/Carbon Monoxide (CO) Emission Standards: 14 CFR 34.21(d)(1)(ii); in
addition, 40 CFR 87.23(c)(l).

WAL A (HC) HEfkritk/Hydrocarbons (HC) Emission Standards: 14 CFR 34.21(d)(1)(i); in
addition, 40 CFR 87.23(c)(l).

BEALEY (NOx) HEUhr#E/OXides of Nitrogen (NOX) Emission Standards: 14 CFR 34.23(b)(I); in
addition, 40 CFR 87.23(c)(3).

B 7 3 [E I 2 SR 1 B T AR T S-S UE AR S 8 (0 A B SR AR S PR 4, RGBS
75U CAIE A FF & B Br R 2B R 1658 — 658 —RREE 3B si =8, 2.2 271 RMIBH. 2.3.2%1—
AABRAIBREM AN 2.3.26.3 BEMEY) (WRNCAEPS) HIHERHE, JF A& i
R PR R

In addition to the FAA's finding of compliance based on the certification requirements defined in this
TCDS, the engine manufacturer has declared that the ICAO emissions standards identified in Annex 16,
Volume Il , Third Edition, Part Ill, Chapter 2, Section 2.2.2 for SN, Section 2.3 .2 for CO and HC,
Section 2.3.2.e.3 for NOx (also known as CAEP/8), and Part Il Chapter 2 for fuel venting have also been
demonstrated.

TR HMALS GEnx-1B54, -1B58, -1B64, -1B67 Fl-1B70 (7F GO Fl GO2 #F! # & #4553 1)
B787-8 kML %% R BHIAL S GEnx-2B67 (/£ GEnx-2B67G01 f1 GEnx-2B67G02 #4 %1 51| £ i 5
SO 1) B747-8 KBS A L2384 B =R R G RIMIEE R A 3R A T HRK
BILICZE S5 TRV 1) SR R TSR ] WL 8 B IR AT 767K

The GEnx-1B54, -1B58, -1B64, -1B67, and -1B70 engine models (defined by the GO1 and G02 model
lists) for the B787-8 aircraft, and The GEnx-2B67 (defined by the GEnx-2B67G01 and GEnx-2B67G02
model lists) for the B747-8 aircraft will not support the installation of the flow split valve fuel
accumulator system. Fuel accumulator system installation is required in order to eliminate post-engine
shutdown intermittent fuel releases and observed vapors.

R RG S5 VKIINDUCTION SYSTEM ICING

X§F14 CFR Part 33+133.681t T RA LG UK AT A TESAE, 2% [ 1B 2238 T i % B787-8 84 KLY
GEnx-1B54, -1B58, -1B64, -1B67, -1B70 ,-1B54/P1, -1B58/P1, -1B64/P1, -1B67/P1, -1B70/P1,
-1B70/72/P1, -1B70/75/P1, -1B74/75/P1,-1B75/P1, -IB54/P2, -1B58/P2, -1B64/P2, -1B67/P2, -IB70/P2,
-IB70/72/P2, -IB70/75/P2, -IB74/75/P2, -IB75/P2, -1B76/P2, -1B76A/P2FI1-IB78/P2%1 5 5 ZhHl.LA K
RT3 747-8 KL GENX-2B67, -2B67B, F1-2B67/PH5 K BIHL. XL 5 kK bl 2es T HoAth
AR ) KLY 5 75 B DTl ) 1 X 33.68 1K) 7 S 1k

Demonstration of compliance to 14 CFR Part 33 Section 33.68, Induction System Icing, is installation
specific to the Boeing B787 -8 model aircraft for the GEnx-1B54, -1B58, -1B64, -1B67, -1B70,
-1B54/P1, -1B58/P1, -1B64/P1, -1B67/P1, -1B70/P1, -1B70/72/P1, -1B70/75/P1, -1B74/75/P1,
-1B75/P1, -1B54/P2, -1B58/P2, -1B64/P2, -1B67/P2, -IB70/P2, -IB70/72/P2, -IB70/75/P2, -IB74/75/P2,
-IB75/P2, -1B76/P2, -1B76A/P2 and-IB78/P2 engine models, and B747-8 for the GEnx-2B67, -2B67B,

and -2B67/P engine model. Installation of these engine models on different airplane models or type will
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¥ 19/NOTE 19

¥ 20/NOTE 20

¥ 21/NOTE 21

require a separate evaluation and finding of compliance to Section 33.68.

M :/Deleted.

kLB 5 /AIRCRAFT MODELS

KT 222 T B N FEE, GEnx-1B54, -1B58, -1B64, -1B67 -1B54/P1, -1B58/P1, -1B64/P1, -1B67/P1,
-IB54/P2, -1B58/P2, -1B64/P2, -1B67/P2% 5 i AN IR T~ 22 44 72 ) % B787-84L Kl |-

The GEnx-1B54, -1B58, -1B64, -1B67, -1B54/P1, -1B58/P1, -1B64/P1, -1B67/P1, -IB54/P2, -1B58/P2,
-1B64/P2, -1B67/P2 engine models are limited to installation on the Boeing B787-8 model aircraft only
with respect to the installed power response characteristics.

KT w3 RN, GEnx-1B70, -1B70/P1, -1B70/72/P1, -1B70/75/P1, -1B74/75/P1 il
-1B75/P1, 245 K ML R4 T B787-8FIB787-9%! Kl I-.

The GEnx-1B70, -1B70/P1, -1B70/72/P1, -1B70/75/P1, -1B74/75/P1 and -1B75/P1 engine models are
limited to installation on the Boeing B787-8 and B787-9 model aircraft only with respect to the installed

power response characteristics.

KT 23R N, GEnx-1B70/P2, -1B70/72/P2, -1B70/75/P2, -1B74/75/P2, -1B75/P2,
-1B76/P2, -1B76A/P2 and -1B78/P22Y 5 K ML 7] %5 T-B787-8. B787-9FIB787-108! K # L.
The GEnx-1B70/P2, -1B70/72/P2, -1B70/75/P2, -1B74/75/P2, -1B75/P2, -1B76/P2, -1B76A/P2 and
-1B78/P2 engine models can be installed on the Boeing B787-8, B787-9 and B787-10 model aircraft
only with respect to the installed power response characteristics.

GEnx-2B67, -2B67B, and -2B67/PL 5 A B UL PR T 22 R AE U ¥ B7AT-8 8L KL Lo ALATAS T2 i
B NS00 AR ARk i o B 5 06 20 BT VA1

The GEnx-2B67, -2B67B, and -2B67/P engine models are limited to installation on the Boeing B747-8
model aircraft only with respect to the installed power response characteristics. Any bill-of-material
changes that could significantly and adversely affect power response will have to be reassessed.

M /Deleted.

MR IEFEIZAT (ETOPS) /EXTENDED TWIN ENGINE OPERATIONS (ETOPS)

GEnx-1B54, -1B58, -1B64, -1B67, FI-1B70%! 5/ &)1#l (G03. GO4FIGO5H! 5 ), -1B54/P1, -1B58/P1,
-1B64/P1, -1B67/P1, -1B70/P1, -1B70/72/P1, -1B70/75/P1, -1B74/75/P1, -1B75/P1, -IB54/P2,
-1B58/P2, -1B64/P2, -1B67/P2, -IB70/P2, -IB70/72/P2, -IB70/75/P2, -IB74/75/P2, -IB75/P2, -1B76/P2,
-1B76A/P2 and-1B78/P2% N5 LI} GEnx-2B67, -2B67BH1-2B67/P KX ML 5 445 & 14 CFR Part
3311133.4, F3RAHA33.3(c), 33.71(c)(4), F1 33.201, [KMA E ks 2% T-ETOPSHI FLYIETOPSHEHE
(KL o BOAIE PR ST 8] Ay d5 KR SE T 2233043 BN 1155 b 4545 A1 2 K D2 (] . ETOPSHE A%
MK BHEATEOTPS ¥ AT W ZE ) KL BB AT HEHE

The GEnx-1B54, -1B58, -1B64, -1B67, and -1B70 engine models (defined by the G03, G04, and G05
model lists), the GEnx-1B54/P1, -1B58/P1, -1B64/P1, -1B67/P1, -1B70/P1, -1B70/72/P1, -1B70/75/P1,
-1B74/75/P1, -1B75/P1, -IB54/P2, -1B58/P2, -1B64/P2, -1B67/P2, -IB70/P2, -IB70/72/P2, -IB70/75/P2,
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-IB74/75/P2, -IB75/P2, -1B76/P2, -1B76A/P2_and-IB78/P2 engine models, and the GEnx-2B67,
-2B67B, and -2B67/P engine models comply with the requirements of 14 CFR Part 33, sections 33.4,
Appendix A, A33.3(c), 33.71(c)(4), and 33.201, and are therefore eligible for installation on ETOPS and
Early ETOPS approved airplanes. The demonstrated diversion time is 330 minutes at maximum
continuous power plus 15 minutes at hold and go-around power. ETOPS eligibility does not constitute
airplane or operational level approvals necessary to conduct ETOPS flights.

X225 F-B787 ¥l L HIGEnx-1B54, -1B58, -1B64, -1B67, -1B70, -1B54/P1, -1B58/P1, -1B64/P1,
-1B67/P1, -1B70/P1, -1B70/72/P1, -1B70/75/P1, -1B74/75/P1, and -1B75/P1, -1B54/P2, -1B58/P2,
-1B64/P2, -1B67/P2, -1B70/P2, -1B70/72/P2, -1B70/75/P2, -1B74/75/P2, -1B75/P2, -1B76/P2,
-1B76A/P2_and -1B78/P2 7 5 K AliML, AT HFEEHE L3070 i B — W i F AR A SR, L AHE T
—{REOTPS KATHI B R BIHUMRIMIE . W Ttz 4T e SO R ZLIR M ZE3E VPR R /1K T LT
TEREBURRE : EIRM 2R R J7+5.0 psiEi#i B+ 5.0 psi.

For the GEnx-1B54, -1B58, -1B64, -1B67, -1B70, -1B54/P1, -1B58/P1, -1B64/P1, -1B67/P1, -1B70/P1,
-1B70/72/P1, -1B70/75/P1, -1B74/75/P1, and -1B75/P1, -1B54/P2, -1B58/P2, -1B64/P2, -1B67/P2,
-1B70/P2, -1B70/72/P2, -1B70/75/P2, -1B74/75/P2, -1B75/P2, -1B76/P2, -1B76 A/P2 and -1B78/P2
engine models installed on B787 aircraft, the engine fuel pump must be replaced prior to the next
ETOPS flight after any single suction feed operation event of duration greater than 30 minutes. Suction
feed operation is defined by engine pump inlet fuel pressure less than the greater of true vapor pressure
plus 5.0 psi or ambient plus 5.0 psi.

M 5:/Deleted.
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