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F1E @D

Section1 GENERAL

1. CAACA W $# S E-5 544 E B3 B /CAAC Validation Data Sheet and Type Certificate Data Sheet

Hh ] R A s R R A AT 5 R ORI H
CAAC Validation Data Sheet Number, Revision and

issuance date

RS SRR .5 RN H
Type Certificate Data Sheet Number, Revision and issuance

date

T} VTCO210E, hRik6, 20214E9H17H; FAA TCDS No. E00070EN, Revision 13, July 14,2021
Current | No.VT0210E, Revision 6, Sep. 17,2021
JisE VTCO0210E, fik0, 200844 H22H: FAA TCDS No. E00070EN, Revision 4, July 20, 2006

History | No.VTCO0210E, Revision 0, Apr. 22,2008

VTCO0210E, fi#kl, 20114E7H19H;
No. VTC0210E, Revision 1, July 19,2011

FAA TCDS No. E00070EN, Revision 5, June 16,2008

VTCO0210E, fR¥k2, 20114E11 H14H;
No. VTC0210E, Revision 2, Nov. 14,2011

FAA TCDS No. E00070EN, Revision 6, July 22,2010

VTCO0210E, k3, 2015411 H23H;
No. VTC0210E, Revision 2, Nov. 23,2015

FAA TCDS No. EO0070EN, Revision 10, March 11,2015

VTCO0210E, Jiik4, 20165E10H9H;
No. VTC0210E, Revision 4, Oct. 9,2016

FAA TCDS No. EO0070EN, Revision 10, March 11,2015

VTCO0210E, FRik5, 202044 H23H:
No. VT0210E, Revision 5, Apr. 23,2020

FAA TCDS No.E00070EN, Revision 11, August30,2019

. BERF HOE R RS A AERE 45 B 275/ Note: Above TCDS information of Certification Authority is only for

reference.

CAAC AV E R BT M UL 8 / CAAC VTCDS Change Record

CAAC A A HiHis S R/ FARS E—RRUR BT 1 5L/
CAAC VTCDS Revision CAAC VTCDS Change Record

HiE
/Remark

CF34-10A16-D models.

1SR T “3S5mprsr” R bR (GB6537T)
Rev 6 National Standard of “No.3 Jet Fuel” (GB6537) has been updated
2. 38 HCF34-10A16-C FICF34-10A16-D #1*5/Addition of CF34-10A16-Cand

2. Z&jjl/Category:

3. I\ 7] 24 /5 /Validation Authority:
B 5 % Al /Certifying Authority:

4. B 5 & KAE A N/Type Certificate Holder:

KM/ Engine

rp 1 B i %S JRI/ICAAC
2 E IR JR/FAA

General Electric Company, GE Aviation
1 Neumann Way
Cincinnati, OH 45215-6310
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5. R FEFE K AT/ETOPS: AEH/NA

6. CAACE B B3R /CAAC Special Requirements: e N RGIEANE [ K ARE “3 55U
k7 (GB 6537)
National Standard of the People’ s Republic of
China “No.3 Jet Fuel” (GB 6537) .
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F2Ea HIEHR

Section2 DATA SHEET

1. B/ Models

CF34-10E2A1 | CF34-10E5

I CF34-10E5A1 | CF34-10E6

I CF34-10E6A1 I CF34-10E7

| cr34-10E7-B

M Type

(FADEC).

W, HRa, EIRIE LR, 3 ACE BN, 9 S BRI, FRRREEE, R EEIRES,
4 FARIEIRES, AR, EH ORI R B O, i) E SR T UL ifEd (FADEC) . /Dual
rotor, axial flow, high bypass ratio turbofan with single stage fan,3-stage low pressure compressor,9-stage high
pressure compressor, annular combustion chamber, single stage high pressure turbine,4-stage low pressure
turbine, a thrustreverser, aft core cowl, exhaust nozzle, starter, and a full authority digital engine control

BUEME (IE D i
FEES, B
Ratings (see NOTE
1) Sea level static
thrust, Ib

B (5 48D

(WE 10 A1 13D /
Maximum takeoff
(5min.) (See NOTE
10 and 13)

EFR T (538D

(W3 10 F1 13D /
Normal takeoff
(5min.) (See NOTE
10 and 13)

KRS

Max continuous

P 5 B P IR
/Flat rate ambient
Temperature

#2 K/Takeoff

B K FF8E/ Max
Continuous

16960

16960

15110

86°F/30C

77°FR25C

18820

17390

17040

18820

18820

17040

18820

17390

17040

95°F/35C

18820

18820

17040

20360

18820

17040

86°F/30C

¥z R4 A/Control System Component

KA T AL
Fuel Metering Unit

2043M10

FADEC fifift:/
FADEC Hardware

2043M11

FADEC %At/
FADEC Software

2043M65

¥ 743 3k /Configurati

on Plug

Tifif4-/Hardware

2162M48

KENHUAE HE S/
Engine Rating

2041M41P26

2041M41P31

2041M41P30

2041M41P29

2041M41P28

2041M41P32

2041M41P27

KB AL /Engine
Configuration

2041M42
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I. @%U/Models CF34-10E2A1 CF34-10E5 CF34-10E5A1 CF34-10E6 CF34-10E6A1 CF34-10E7 CF34-10E7-B
NI A/ 2041M43 - - - - - -

N1 Trim Setting

F1K &G /Ignition System

2 KA 9238M66 -- -- - - .- .
2 Ignition Exciters
2 sk AL/ 1374M12 -- - .- - - .

2 Ignition Plugs

SR ZE /Fuel Pump 2043M12 -- - -- - - .

#Xih/FUEL & GE WIS H#AHHITE No.DSOTF2 Hl CF34-10E %3 F M GEK112083 MMM 5u A& T a
CF34-10E # 5.

Fuel and additive conforming to GE Jet Fuel Specification No. D50TF2 and GEK 112083, CF34-10E
Installation Manual, is applicable for all CF34-10E models.

1 IH/OIL 4 GE i No.D50TF1 #1 CF34-10E %355/} GEK112083 I3 i& H T Fr CF34-10E A5,
Oil conforming to GE Specification No. DS0TF1 and GEK 112083, CF34-10E Installation Manual, is
applicable for all CF34-10E models.

EERGT GBI 14 5 33 e RS2 T GEK 112083) /
Principal Dimensions and Measurements (14 CFR Part 33 Propulsion System: see Installation Manual GEK 112083)

KR, s/ 177.93 -- -- -- - - -
Length, inches

RREAZ, 3]/ 73.38x86.59 -- -- -- - - -
Maximum diameter,

inches

Hig i (FE) / 4584.2 -- -- .- - - -
Weight, pounds

(Dry)

.07 E, JE5)/Center of Gravity Location, inches

RN /Engine 208.2 -- -- - - - -
Station

) £2/Butt Line 99.2 - -- - - . .
7K /Water Line 100.4 -- -- -- -- -- --
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1. 25/ Models

CF34-10A16

I CF34-10A16-B

| cras-t0a16C

| CF34-10A16-D

M Type

T, B, Wi R AR, 3 BRI, 9 HmE AL, IR E,

R

Eiwfe, 4 GARE RS, AR, EEP0BR R, BRiH . IR e e RS L]
(FADEC) . /Dual rotor, axial flow, high bypass ratio turbofan with single stage fan,3-stage low
pressure compressor,9-stage high pressure compressor, annular combustion chamber, single stage high

pressure turbine,4-stage low pressure turbine, a thrustreverser, aft core cowl, exhaustnozzle, starter,
and a full authority digital engine control (FADEC).

BB (LE 1D P
#Hey, W/

Ratings (see NOTE 1) Sea
level static thrust, Ib

KR (5 ) (e
10 A1 13> /

Maximum takeoff (5min.)
(See NOTE 10 and 13)

IEERT (5408 (R
10 A1 13> /

Normal takeoff (5min.) (See
NOTE 10 and 13)

HRORFREL/
Max continuous

- 5 WUE PR L FE /Flat
rate ambient Temperature

#2 K/Takeoff

f KFE8/Max Continuous

17640

17300

16110

86°F/30C

77°F/25C

& R G5 44/Control System Component

BRI A 2044M33 -- - -
Fuel Metering Unit

FADEC fiift/ 2043M11 -- - -
FADEC Hardware

FADEC ¥4/ 2413M46 -- - -
FADEC Software

#4743k /Configuration Plug

i {}-/Hardware 2162M48 -- .- -
RENWLBEHES1/ Engine 2041M41P34 2041M41P34 2041M41P39 2041M41P40
Rating

KNP AL /Engine 2041M42 -- - -
Configuration

N1 Be-FisE/ 2041M43 -- - -

N1 Trim Setting

=K RS/ 1gnition System

2 iR/ 9238M66 -- - -

2 Ignition Exciters

2 RUKAER/ 1374M12 -- - -

2 Ignition Plugs

PR ZE /Fuel Pump 2044M34 -- - -

JRIH/FUEL

4 GE B il 8 No . DSOTF2 #1 CF34-10E 223 T GEK 112093 KR 5 ¥ In7i& H T Bt

AR,

Fuel and additive conforming to GE Jet Fuel Specification No. D50TF2 and GEK 112093, CF34-10A
Installation Manual, is applicable for all models.

6-16
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1. 25/ Models

CF34-10A16 I CF34-10A16-B I CF34-10A16-C | CF34-10A16-D

i 7H/OIL

756 GE # Y5 No.DSOTF1 Al CF34-10A %%} GEK112093 i ili&H T B CF34-10A 15,
Oil conforming to GE Specification No. DSOTF1 and GEK 112093, CF34-10A Installation Manual, is
applicable for all CF34-10A models.

EERT GBI 14 5 33 e RS2 T GEK 112093) /
Principal Dimensions and Measurements (14 CFR Part 33 Propulsion System: see Installation Manual GEK 112093)

KR, #Ef/
Length, inches

158.6 .- -- .-

RREAE, HE)/

Maximum diameter, inches

79.313x71.534 - - - - --

HEB (FH) /
Weight, pounds (Dry)

4644 .- -- --

.07 E, JE5)/Center of Gravity Location, inches

KNI /Engine Station 205.90 -- .- -
2 #)42/Butt Line 101.10 - - -
JKF-2%/Water Line 97.23 - . .

HE LA (T 10ER ) /
CERTIFICATION BASIS:
(All 10E models)

(1) BHGI145333, A H1965F2 1 H, BIES33-1%33-20. /
14 Code of Federal Regulation (CFR), Part 33, effective February 1, 1965, as amended by
amendments 33-1 through 33-20.
(2) BRFRGI145 343, LR HAN2013410H23H, BIEFR34-5A. B4, BIRAHI40 587,
A H 201247 H18H . /
14 CFR Part 34, effective October 23,2013, amendment 34-5A. In addition, 40 CFR Part 87,
effective July 18,2012.
(3) %53 %4 8040-ELOS-04-NE-01, §33.83(c)(1) #REIR. /
Equivalentlevel of safety 8040-ELOS-04-NE-01 §33.83(c)(1) Vibration Test
5 A 41/ Type Certificate

B4/ Model i H ##H/Date of Application KAGME] 1ssued/Amended

CF34-10ES5 200142 A9 H/February 9,2001 2004412 H22 H/December 22, 2004
CF34-10E5A1 200142 H9 H/February 9,2001 20044F£12 A 22 H/December 22, 2004
CF34-10E6 20014E2 19 H/February 9,2001 2004412 /122 H/December 22, 2004

CF34-10E6A1
CF34-10E2A1

200142 H9 H/February 9,2001
200641 A2 H/January 2,2006
CF34-10E7 200641 A2 H/January 2, 2006
CF34-10E7-B 200746 H4 H/June 4,2007 200846 H 16 H/June 16,2008

20044212 H22 H/December 22, 2004
20064E7 H20 H/July 20,2006
200647320 H/July 20,2006

JERA (FTE10A16815)
/
CERTIFICATION BASIS:
(All 10A16)

(1) BRIREI14%338, AMEM196542H1H, BIEX33-1%33-20, /
14 Code of Federal Regulation (CFR), Part 33, effective February 1, 1965, as amended by
amendments 33-1 through 33-20.
(2) BRHAZBI1453450, EAHW20134F10H23 H, BIESR34-5A. Mok, BEIBHKEHI40 587,
AR H 2012467 H18H . /
14 CFR Part 34, effective October 23,2013, amendment 34-5A. In addition, 40 CFR Part 87,
effective July 18,2012.
(3) %3 %4 8040-ELOS-04-NE-01, §33.83(c)(1) #RENR%K. /
Equivalent level of safety 8040-ELOS-04-NE-01 §33.83(c)(1) Vibration Test

A5 A/ Type Certificate
1 5)/Model i 0/ RAGEAT IHEx/Deleted
Date of Application Issued/Amended

7-16
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CF34-10A16 200641 H25H/ 201047 H22 H/
January 25,2006 July 22,2010
CF34-10A16-B 201844 H30H/ 201948 H28 H/
April 30,2018 August28,2019
CF34-10A16-C 202047 H2H/ 202144 H16 H/
July 2,2020 April 16,2021
CF34-10A16-D 202047 H2H/ 202144 H16H/
July 2,2020 April 16,2021

AU TR HE e R A 0 RN 2 R 1 1(3). /

See note 11 (3) for detailed summary of the certification basis for fuel ventingand exhaust emissions.

A PA YA IE/PRODUCTION
CERTIFICATE

CF34-10E/10A 472V Al IESPC108/
CF34-10E/10A Production Certificate No. PC108

CAACIA N & 52 ZEfill/ CAAC VALIDATION BASIS
B X FAAR T HEREAE NN AT & 2 J:fili/Accept FAA certification basis as validation basis.

F B /Notes

W 1/NOTE 1

RENNEE / ENGINE RATINGS
REWLE TR R F T RUMER W4 & tERE,

PERETH 5% 3 T A AR SRR (KR 1252 IS 8B IR 7% .

IR 5B+ DU B 13845 #F: /Engine ratings are based on calibrated test stand performance, and performance

calculations are based on accepted parameter correction methods documented in the production data folder. These

calculations assume the following conditions:

1. FRAEME VT FR A 251 , S9°F I 29.92 Je~ 7k #% o/Static sea level standard conditions of 59°F and 29.92 inches Hg.

. EEHREKRS 1962

TR,

/US standard atmosphere 1962 (zero humidity).

. TG RHLPH kB AL, /No aircraftaccessory loads or air extraction.

. FRUE(SHVE 18550BTUM .

/Standard lower heating value of 18550 BTU/LB.

2
3
4, e R NS IE R A =R ATHES R 4. /Production engine inlet and production flight exhaust system.
5
6

. EBUK; o RE AR TS IE RS s 100%EPKE . /No anti-icing; no inlet distortion; no inletscreen

losses;and 100% ram recovery.

VE 2/NOTE 2  IRFERR#] /TEMPERATURE LIMITS
(1) AAEFRREEW TR ABo, KR EE & T84 0, CF34-10E2A1 BURBIHLAI EGT 4 30°C fW#%, Rt iE/R 1801°F
(983°C)EGT i, il EGT N 1747°F (953°C). Fif [ CF34-10E/10A BUE SN EGT fLiFWRnt #BiE . A2 /15 & Al

KK EGT BRI EN: mAF 5.5°C #F4:2 ¥, HmKF| 4.4°C #5425 7,

K 3.6°C F;4E 15 #0, K 2.4°C F4:

30 b, /Indicated maximum permissible temperatures are listed below. In addition, the CF34-10E2A1 model incorporates an EGT
shunt of 30°C at fan speeds above idle. Thus, for an indicated EGT of 1801°F (983°C), the measured EGT is 1747°F (953°C). All

CF34-10E/10A series engines are certified with a takeoff EGT transient allowance. This allowance applies to normal and
maximum takeoff EGT, up to 5.5 °C for 2 seconds, 4.4 °C for 5 seconds, 3.6 °C for 15 seconds and 2.4 °C for 30 seconds.
R HESURE (EGT*) /Indicated Exhaust Gas Temperature (EGT*), °F (°C)

CF34-10E2A1 CF34-10E5 CF34-10E5A1 CF34-10E6 CF34-10E6A 1 CF34-10E7 CF34-10E7-B
R K/ 1801(983) - - -- -- - - .
Maximum takeoff
(5 min)
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B 1801(983) 1733(945) 1801(983) 1737(947) 1801(983) 1729(943) --
Normal takeoff (5

min)

SN 1760(960) - - - -
Maximum

continuous

H I AC B/ 1364(740) - - -- --
At start-up,

ground

alaal Shoil) 1607(875) - - - -
At start-up,

inflight

CF34-10A16 CF34-10A16-B CF34-10A16-C CF34-10A16-D
SN A, 1801(983) . . .
Maximum takeoff (5 min)
IER#E R/ 1744(951) . -
Normal takeoff (5 min)
RORFFEE 1760(960) . . .
Maximum continuous
Mo A3/ 1364(740) . -
At start-up, ground
A/ 1607(875) . . .
At start-up, inflight

PR 9 MRS &, P B 2 AR IR IRSE I L. /The exhaust gas temperature is measured by 9 probes,
which are equally spaced and mounted in the second-stage low-pressure turbine vanes.
(2) MREBIRN, 2% GE KAWLTF M GEK 112081 I GE figi4idy FMF GEK 112081-1(FH CF34-10E £¢J)), GEK 112091
(CF34-10A frE 245D MG EZEK. /Refer to GE Engine Manual GEK 112081 and GE Line Maintenance Manual GEK
112081-1(CF34-10E allmodels), GEK 112091 (CF34-10A all models) for inspection requirements when limits are exceeded.

(3) VR VHTR B PR ) G i v R BE AR I A P &) /Oil temperature limit (oil supply temperature measured in the oil tank), °F (°C)

A5 /models FiiA 10E ZLJ)/All 10Emodels  FTH 10A ALJll/All 10A models
#4247 /Continuous operation 311(155) --

(4) PR3k 5 BE (3 B84 10 4b)/ Fuel inlet temperature (at pylon interface), °F (°C)

= /models Ff 10E #450/A1l 10E models  FTH 10A B 5/All 10A models
FF421217/Continuous operation 155 (68.3) 135(57.2)

7 3/NOTE 3. #AWi A8 £ /s B/ FUEL AND OIL PRESSURE LIMITS

(1) #Ruh/Fuel:  XTFrf 10E B0, FERBHURMEOLL: 2 KA ER AR, 6 TR D9 0 BRI, 28 /> BRI SR IN7%
PRI SPSID; TARVE A SPSIG £ 50PSIG. fERZNHLANGLH 4k 248 Ea bl ARSI, & k71
150PSIG, TAEJEEN 150PSIG % 1209PSIG. H BRI M GE %%¢F /it GEK 112083 /For all 10E models, at
engine pump inlet: minimum pressure of 5 PSID above the true vapor pressure of the fuel with a vapor/liquid ratio of
zero with aircraft boost operative. Operating range 5 PSIG to 50 PSIG. At engine motive flow discharge: minimum
pressure of 150 PSIG at idle or above. Operating range is 150 PSIG to 1209 PSIG. See GE Installation Manual GEK
112083 for additional limits.
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AT 10A ML, ZERABUAEHE FIAb: 4 CHLB AT RN, 4 U EE O MO, %5/ oSSt 2RO
71 5PSID; TAEJEHE /& SPSIG £ 50PSIG. H BRI GE % 25T GEK 112093 . / For 10Amodels, atengine
pump inlet: minimum pressure of 5 PSID above the true vapor pressure of the fuel with a vapor/liquid ratio of zero with

aircraft boost operative. Operatingrange 5 PSIGto 50 PSIG. See GE Installation Manual GEK 112093 for additional limits.

(2) HEM/Oil: R/ NIEIHE IR 25PSID. i i iR AR T —20°C, K shHlAES) G &l 2 -5 N iR /NEE /108 5PSID.

2 73 E, RAARETA S ML) v T2 22 DUEIR S, s /NS 7304 25PSID. He BRI L GE 22 3%
FM GEK 112083 (A 10E B51D, GEK 112093 (i 10A 2454, /Minimum oil pressure limit is 25 psid. For
oil temperatures less than —20C, the minimum oil pressure is 5 psid for the first two minutes following an engine
start. After two minutes at idle or if the engine power is increased above idle, the minimum oil pressure is 25 psid.

See GE Installation Manual GEK 112083 (10E all models), GEK 112093 (10A all models) for additional limits.

VE 4/NOTE 4. MHFIRE) 1% FR# /ACCESSORY DRIVE PROVISIONS LIMITS

B 10E AL5I/All 10E models:
B/ AGBHHALE | #odl/ | BB | WeEETTR/ | RS-, R FHE M 1)k BIY) %R
Accessory / Speed 7€)/ Direction of | BFA/FrEL/ L%/ BHE()/ TIEEWE-9E | (B5-9i<1)/
Location on (RPM) HP Rotation Torque (Ib-in) Max Acc. 1)/ Shear
AGB Axis (Rated) | facing AGB Static / Wt. (Ib) Overhung Torque
Continuous / Moment (Ib-in)
Overload (Ib-in)
bR E Axis-J Aft 8575 7 CCW 300(1)/48/NA 10.3 33 750-850
Lube &
Scavenge Oil
Pump
BARIRFIR | Axis-G Fwd 7928 74.8 (2) CW 675(1)/ 595/ 81.2(6) 720 3144-3648
HA/IDG 1129 (5 min) (4) Maximum
1605 (5 sec) (4)
FERHE | Axis-DFwd 12281 NA CcwW 2112,4200(3)/ 27.7 113 6300-7500
L/ NA/NA
Air Turbine
Starter
R 2R/ Axis-F Fwd 5567 35 Ccw 573(1)(5)/392/ 13.9 38.4 2004
Hydraulic 670 dry maximum
Pump
ZIMAK AL | Axis-JFwd 8575 4 cw NA/NA/NA 3.0 2.6 NA
/Alternator
ESTERY Axis-E Aft 7928 55 CW 150/240/NA 28.6 142 1400-1540
Fuel Pump

CW— 477 M (Clockwise) CCW—i#H{ 4175 W/ ( Counter Clockwise)
PR3 B 2 2 T AZ Lo HLIH /A ccessory Speeds are based on Core Speed: 17160 rpm

ey
(2)

3)

C))
(%)
(6)

-40°F brifEifE- 1 1/SLS

BT B R R S BUR AR AR TN, TRLA DY HP (5770 A AR JEH A R AR E 1. 7E 7898RPM (RLH &) I
7 74.8 471, 4618RPM (HLHJE) WA 73.5 7y, 5 /pehad #lie 2 82.7 By, 5 Wbl #live - 137.37 B 5.
HP is constant over the operating range with slight variations due to changes in efficiency. HP extraction is 74.8 HP at 7898 rpm
(pad speed) and 73.5 HP at 4618 rpm (pad speed). The 5S-minute overload rating is 82.7 HP and the 5 second overload rating is
137.37

£ 59°F, FRAERET I T8 2112 B5-98~F, £E-40°F, FRAERET 1 T8 4200 B5-98+1/2112 in-Ibs at 59°F SLS, 4200 in-Ibs at -40
T SLS

iF# N 4618RPM  (HL#E) /Overload at 4618 rpm (pad speed)

626RPM B (BLHEE) v 573 7%-5451/573 in-1bs at 626 rpm (pad speed)

I A V 2% 4% /Includes oil and V band coupling

10-16
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BT CF34-10A B 5I/All CF34-10A models:

B/ AGB i &/ e/ | B | BRI R/ HH(BE -], 1IN Wil a2k | BUYIUAE
Accessory Location on Speed €)/ Direction of | #E&/MFrsy/dEy | EEES)/ SEE®E- | (B-9isT)/
AGB Axis (RPM) HP Rotation Torque (Ib-in) Max Hist)/ Shear
(Rated) | facing AGB Static / Weight. Overhung Torque
Continuous / (Ib) Moment (Ib-in)
Overload (Ib-in)
bR E Axis-F, AFT 7982 6.2 cCcW 33/47(1)/56 16.2 59.94 750-850
Lube &
Scavenge Oil
Pump
ARSI K | Axis-F, FWD 7982 76.7 CcwW 675(2)/610(3)/ 80 610 3150-3650
HL/IDG 2184 (4)
TERFHE | Axis-C,FWD 12269 N/A CwW NA /3360 /NA 29.46 125.91 6300-7500
L/
Air Turbine
Starter
R 2R/ Axis-D, AFT 5593 38.0 CW 550/108/670 14.70 43.07 2000 Max
Hydraulic
Pump
WA ML | Axis-G, FWD 8604 0.38 CCW NA/3.5/5.8 3.04 2.16 N/A
/Alternator
PRIMZR/ Axis-E, FWD 7888 26.3 CW 90/210/353 21 73.94 1400-1540
Fuel Pump

CW— 477 M (Clockwise) CCW—i# {4175 M/ (Counter Clockwise)

PR3 B 2 2 T AZ Lo HLIH /A ccessory Speeds are based on Core Speed: 17160 rpm
(1) 1E6 GIJNGMT, Lh 7982 HAg /ol /T HE/ Calculated at rated speed of 7982 rpm at 6 HP input.
(2) TE-40°T F A TEs), Ha KRG AR s R 8F) 450 a4, 75 500 07 Bl gy ik BIHIFRE(E . Fdoh TR

$ENZ/Cold start @ -40F and max ramp rate of 450 rpm/sec. Torque peaks at 500 rpm. Zero Torque at zero speed.

(3) £ 76.5 E Sy 7898 HEAG oy ik il 4L TAF s 34T i #E/Calculated at continuous operating point 76.5 HP and 7898 rpm
(4) 1 160 )0 4618 Mo d %M T, &% TAE 5 ##1/5 sec max at 160 HP and 4618 rpm.

¥E 5/NOTE 5.

H=/Model
CF34-10E2A1
CF34-10E5

CF34-10E5A1

CF34-10E6

CF34-10E6A1

CF34-10E7

#S45& / MODEL DESCRIPTION

$i/Characteristics

Embraer &4 5/ Embraer Basic Model
Embraer ZEAMS, FHH & WN&EAE . E¥E R K & AELH e )/ Embraer Basic
Model with additional thrust on Maximum Takeoff, Nominal Takeoff and Maximum

Continuous rating
Embraer AR S, HH & WHRAE €. IEW AR K & RELH € J))/ Embraer Basic
Model with additional thrust on Maximum Takeoff, Nominal Takeoff and Maximum

Continuous rating

Embraer ZAM S, HHFEAHEAE €. EHE K.

I BEIE E/ Embraer Basic Model
Takeoff, Nominal Takeoff and Maximum Continuous

HEHOF A

temperature capability at Takeoff

Embraer ZAM S, FHEM&EAE . EFEREZ K,
BHHEERF G8E 35 E/ Embraer Basic Model
Takeoff, Nominal Takeoff and Maximum Continuous

temperature capability at Takeoff
Embraer ARG, HH & WHRAE €. IEW AR K &L € J)/ Embraer Basic
Model with additional thrust on Maximum Takeoff, Nominal Takeoff and Maximum

Continuous rating

11-16
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CF34-10E7-B Embraer 545815 4<% 5/ Embraer Business Jet Basic Model

CF34-10A16 COMAC #:ARI=S/ COMAC Basic Model

CF34-10A16-B  COMAC K45 Hl# 4245/ COMAC Business Jet Basic Model

CF34-10A16-C  COMAC #AM S, HL 5%HH K MATHE #E )1/ COMAC Basic Model with additional
5% thruston Max Cruise rating

CF34-10A16-D  COMAC AT, H £ 5% R BHAE HES), 7E 20,000 30,000 HREHEAHFL
3% i RIZELEAT 2 #E 71/ COMAC Basic Model with additional 5% thrust on Max Cruise
rating and additional 3% thrust on Max Continuous rating at altitudes between 20,000 ft and
30,000 ft.

7 6/NOTE 6. i /& K HLZE R ST () RHL A B A R R A AAE N K SN S B it i — #8543/ TYPICAL AIRCRAFT
ACCESSORIES, COMPONENTS, OR SYSTEM ASSEMBLIES, WITH AIRCRAFT LEVEL REQUIREMENTS
PROVIDED AS PART OF ENGINE TYPE DESIGN:
X CF34-10E/10A RAUAAINL, 14CFR33 AL S B A E CRIEIE A MR R G0 — il ) AR E R
Gi. PRSI RENH.
For the CF34-10E/10A model series, the 14CFR Part 33 engine type design definition includes thrust reverser system,

which is part of the nacelle system, and is identified as follows:

RN EBE $/Engine Parts List S eSS B 4 B/ Thrust Reverser Parts List
CF34-10E2A1GXX 601E0001-5XX
CF34-10E5GXX 601E0001-5XX
CF34-10E5A1GXX 601E0001-5XX
CF34-10E6GXX 601E0001-5XX
CF34-10E6A1GXX 601E0001-5XX
CF34-10E7GXX 601E0001-5XX
CF34-10E7-BGXX 601E0001-5XX
CF34-10A16GXX 604C0010-5XX
CF34-10A16-BGXX 604C0010-5XX
CF34-10A16-CGXX 604C0010-5XX
CF34-10A16-DGXX 604C0010-5XX

GE KFHLFM GEK112081 f1 GE k44 FM GEK 112081-1 (CF34-10E Fra &%) A1 GEK 112091 (CF34-10 i &5
PEULIA T GXX 3 —5XX AR BT B HAFE i3 R, Bl GOl G02. —501. —502 %, /The GE Engine Manual, GEK
112081 and GE Line Maintenance Manual GEK 112081-1(CF34-10E all models) and GEK 112091 (CF34-10A all models), defines
the installation requirements for the engine GXX or —5XX indicates all parts list designations, for example GO1, G02,-501,-502, etc.

W 7/NOTE 7.  ZHTREH, BAJE TR TRIH I, BHRRSEHM: / AIRCRAFT ACCESSORIES,
COMPONENTS, OR SYSTEM ASSEMBLIES INSTALLED ON THE ENGINE THAT ARE NOT PART OF
ENGINE TYPE DESIGN:
ANEH / Not Applicable

7E 8/NOTE 8.  #FikfIBsIK. BrikZE R/ SPECIAL ANTI-ICING OR DE-ICING REQUIREMENTS
ANIEF / Not Applicable

7 9/NOTE 9. RIAWL MRS E R/ ENGINE MOUNT SYSTEM PROVISIONS
ANEH / Not Applicable

7E 10/NOTE 10. &AM D) 48 J1 8 s s R 4 R 4/ POWER BOOST, INJECTION OR AUGMENTATION
SYSTEMS AND LIMITS AS APPLICABLE
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7 11/NOTE 11.

AR AR RN — R A TARR B OU N K B 3hHE fRaFThae.  fEE WIUIE], =4 E3hiE S OREFDIRE B
Bk, A TR KSRl 2R — M5 S8 TR KSR R 5. RIEIREINES, TSRl
HBNMH IEHE K (NTO) AR IR I 14 i 2GR KHES) (MTO). A Kl K4 /7 m] OE i 4T
SAAEAT AT I 8] (9 T AR 35 A oK S B

This engine is equipped with an automatic power reserve function for takeoff operation with one engine
inoperative. During takeoff, when the automatic power reserve function is activated, the engine control of the
inoperative engine sends an input signal to the engine control of the operating engine. Upon receiving this signal,
the engine thrust of the operating engine automatically increases from normal takeoff (NTO) or lower thrust to the
corresponding, pre-determined maximum takeoff (MTO) thrust. Full MTO thrust is available to the pilot at any

time by throttle selection.

15 B B HE P DhREROE B 0L R, RIAE— & RBiWLThREIR 1k, & ShfLE% ) S 58t ml PR UEAE IE HE K 1
FRHEDINE LT e U R R/ B, JF HLAS B R 3 WL AR B 4

The engine control system also incorporates schedules that assure a fully degraded engine, during operation at the
NTO of lower thrust, will achieve the specified MTO thrust without exceeding the engine operating limits when

the automatic power reserve function is activated.

ik 2% R/ SPECTAL INSTALLATION REQUIREMENT

(1) F K AT Fovr it (e AR 7E RS HLTIF GEK - 112083 (CF34-10E B 245D 1 GEK 112093 (CF34-10A
PR shAER o XU B0 i 4% PR BR ) AFE 7 AE GE H7 IR#R(F4EFS GEK 112084 (CF34-10E it
BI%) A GEK 112094 (CF34-10A FraBI5) dA Ui .

(1) The maximum permissible inlet distortion for these engines is specified in GE Installation Manual GEK
112083 (CF34-10E all models) and GEK 112093 (CF34-10A all models). Ground operational limits and
procedures for operation in crosswind are specified in GE Specific Operating Instructions GEK 112084 (CF34-10E
all models) and GEK 112094 (CF34-10Aall models).

(DK T RSB RGBT A4 ZORAER SIHLT M GEK 112081(CF34-10E 45 B4 %DM GEK 112091

(CF34-10A FrA B F@ AL sh A VERui ], T SCT 2 R0 B e K AR ) I o

(2) Criteria pertaining to the dispatch and maintenance requirements for the engine control systems are specified
in the airworthiness section of the Engine Manual, GEK 112081 (CF34-10E all models) and GEK 112091

(CF34-10Aall models), which define the various configurations and maximum operating intervals.

(3) LR REIHAES (CF34-10A16, CF34-10A16-B, CF34-10A16-C, CF34-10A16-D, CF34-10E2Al,
CF34-10E5, CF34-10E5A1, CF34-10E6, CF34-10E6A1, CF34-10E7, CF34-10E7-B) .43 & 7 B 14
HEE 34 AR SABITR (2013 45 10 A 23 HARD FBIRIE R 40 #58 87 #sr (2012 47 A 18 HA
RO AT L HESARHE -

o R HEMEERSGhRHE: 14 CFR 28 34.10(a) A1 34.11 453K A K 40 CFR 87.10(a) and 87.11 253K

o RAAFEE (SN) HEBGhRHE: 14 CFR 3 34.21(e)(2)%%#, LAK 40 CFR %5 87.23(c)(1)%%#K

o —EALBR (CO) HEhRHE: 14 CFR 5 34.21(d)(1)(i)4%#K, LN 40 CFR % 87.23(c)(1)%%3K

o BEAEY) (HC) HEBGRHE: 14 CFR 5 34.21(d)(1)(@) 53K, LA 40 CFR 5 87.23(c)(1)%k K.
HEAAY (NOX) HEAUFRUE: 14 CFR %5 34.23(b)(1)45#K, LI 40 CFR % 87.23(c)(3) %%k

BT Tk TCDS A e a2 R FAA fFE e 2 4b, KWL iER O & st 30E W e 7
ICAO WL TN HEbRrE: Pk 16, 52 %, DU, 2017 47 H

13-16
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¥ 12/NOTE 12.

7E 13/NOTE 13.

V£ 14/NOTE 14.

o HILERSy, BT, ST

o UL, HE, 2328459, KT —HME (CO) il RENEY (HC

o BIULES, HE, 2.3.2.e1(i) M, KTEEMNEY (NOX) (CAEP/8) P K
o EBIILER4Y, VU=, 4.2.2 #4), &F nvPM (CAEP/10)

(3) The following emissions standards promulgated in 14 CFR Part 34, Amendment 5A, effective October 23,
2013, and 40 CFR Part 87, effective July 18, 2012, have been complied with for: CF34-10A16, CF34-10A16-B,
CF34-10A16-C, CF34-10A16-D, CF34-10E2A1, CF34-10E5, CF34-10E5A1, CF34-10E6, CF34-10E6Al,
CF34-10E7, CF34-10E7-B.

* Fuel Venting emission standards: 14 CFR 34.10(a) and 34.11; in addition, 40 CFR 87.10(a) and 87.11
* Smoke Number (SN) emission standards: 14 CFR 34.21(e)(2); in addition, 40 CFR 87.23(c)(1)

» Carbon Monoxide (CO) emission standards: 14 CFR 34.21(d)(1)(ii); in addition, 40 CFR 87.23(c)(1)
* Hydrocarbons (HC) emission standards: 14 CFR 34.21(d)(1)(i); in addition, 40 CFR 87.23(c)(1)

» Oxides of Nitrogen (NOx) emission standards: 14 CFR 34.23(b)(1); in addition, 40 CFR 87.23(c)(3)

In addition to the FAA's finding of compliance based on the certification requirements defined in this TCDS, the
engine manufacturer has declared that the ICAO emissions standards identified in Annex 16, Volume II, Fourth
Edition, July 2017, have also been demonstrated for the following:

« Part II, Chapter 2 for Fuel Venting

« Part I11, Chapter 2, Section 2.3.2 for Carbon monoxide and Hydrocarbons,

« Part III, Chapter 2, Section 2.3.2. e.1(ii) for Oxides of Nitrogen (also known as CAEP/8), and

* Part I11, Chapter 4, Section 4.2.2 for non-volatile Particulate Matter (also known as CAEP/10)

] 3 7 1100 IR 9% 38 5 B HeAth 35 B/ MANUFACURER’S SERVICE BULLETINS OR OTHER INSTRUCTIONS
HEFF B AEAEHE 25 18] B A A 4E CF34-10E R4S A 45 71-0000 F1 CF34-10AGE JIRZS A %5 71-0000 1.
Recommended maintenance inspection intervals are published in CF34-10E Service Bulletin 71-0000 and

CF34-10AGE Service Bulletin 71-0000.

RFPR 21727 5BR ]  / SPECIAL OPERATING PROCEDURES OR LIMITATIONS

(1) IEFE DD T B ARG 5 70, BIEE WY IR R R . X2 A
HURI B ACAS AR, 5 73 Bt EE R i it 18] 7T EASEAC 2] 10 34

(1) The time limit at the normal takeoff rating is five minutes and shall include any time accumulated above the
normal takeoff rating for that takeoff. The 5-minute takeoff time limit may be extended to 10 minutes for one
engine inoperative operation in multi-engine aircraft.

(2) RN warm-up FLFFZARHEHAEIR B GEK 112084 (CF34-10E A AL%1) #1 GEK 112094 (CF34-10A
AT #EAT .

(2) Refer to Operating Instructions GEK 112084 (CF34-10E all models) and GEK 112094 (CF34-10A all models)
for engine warm-up procedure.

(3) KRENWLSHERRAE TG B EF6 7 GEK 112084 (CF34-10E i 245D 1 GEK 112094 (CF34-10A T
B BT

(3) Refer to Operating Instructions GEK 112084 (CF34-10E all models) and GEK 112094 (CF34-10A all models)

for thrustreverser operation.

FERR IS B R IE PR/ SPECIAL REPAIR OR OVERHAUL LIMITATIONS
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ANEH / Not Applicable
VE15/NOTE 15. iM% 3. 45 M K& F it / APPLICABLE INSTALLATION, MAINTENANCE AND OVERHAUL
MANUALS
X T CF34-10E/10A RFVR AL, LU T O 4% #HAEEE 52/The following manuals are approved or accepted for
the CF34-10E/10Amodel series:

CF34-10E (T #5il/all models) CF34-10A (BT #5l/all models)

¥{ETEF  Operating Instructions GEK 112084 GEK 112094
23 FM Installation Manual GEK 112083 GEK 112093
KEWLFM Engine Manual GEK 112081 GEK 112091
&4 TN Line Maintenance Manual GEK112081-1 NA

7E 16/NOTE 16.  AMEHli& & EHLAEE D ZSR  / IMPORT REQUIREMENTS FOR FOREIGN MANUFACTURED ENGINES

A& / Not Applicable
I 17/NOTE 17. 5 #nfRil{{ZE / LIFE LIMITED PARTS INFORMATION
SR B A i R A A0 i o e 1 SR AE R B AL E GEK112081 (CF34-10E B 250 ) A1 GEK 112091
(CF34-10A16) [ L BRI #8205 PR LR -
Life limits established for critical components and mandatory inspection requirements are specified i the

Airworthiness Limitation Section of GE Engine Manual GEK 112081 (CF34-10E all models) and GEK 112091

(CF34-10Aall models).

¥ 18/NOTE 18.

ZEHM5{5E /MILITARY MODEL INFORMATION

ANEH / Not Applicable

7 19/NOTE 19.

TR K ARYH-E / MAXIMUM PERMISSIBLE MAIN ROTOR SPEEDS

CF34-10E (4 4 5] ) /CF34-10E(all
models)

CF34-10A (AT A5 / CF34-10A16(all
models)

fRJEHT (N1) RPM
Low pressure rotor (N1), rpm
R €/ Maximum takeoff
1E 2 €/Normal takeoff
i KIF4E/Maximum continuous
B (N2) RPM
High pressurerotor (N2), rpm
I Kjte ¥/Maximum takeoff
1E 2 ¥ /Normal takeoff
B NFFSE/Maximum continuous

6325
6325
6325

18018
18018
18018

6325
6325
6325

18018
18018
18018

MREBRE, 2% GE KEhHLFM GEK 112081 1 GE SiZk4:d F M GEK 112081-1 (AiF 10E #5)), GEK 112091 (Frf

10A 450D, MEEFMBEEER, /

Refer to GE Engine Manual GEK 112081 and GE Line Maintenance Manual GEK 112081-1 (all 10E models), GEK112091 (10A all
models), and other manual or inspection requirements when limits are exceeded.

100%N1 #3584 5954.4RPM, 100%N2 #3#°4 17160RPM (FTf 10E/10A 15D, /

100 percent N1 rotor speed is 5954.4 rpm, 100 percent N2 rotor speed is 17,160 rpm (all 10E/ 10A models).

¥ 20/NOTE 20.

&/ Not Applicable
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7 21/NOTE21. SV K51/ MAXIMUM PERMISSIBLE BLEED AIR EXTRACTION
G — FOR % 7 S R IR s AR TARSRAE T B8 4 LA ERES, 5 sl 9 UKL I 5]
AURELITA (BZELUFIES, ARVFAEANAESI . & ool AE R RN B E S 5 %, @Y RNERE
%9 . GE %RFM GEK112083 (CF34-10E i 24D Al GEK112093 (CF34-10A Fr B0 HA A
W
Air Bleed Extraction - maximum customer air bleed extraction is as follows: Customer bleed air is available from
either stage 5 or 9 (compressor discharge) of the compressor at all operating conditions at or above idle (No
compressor bleed is permitted below idle). Customer bleed is scheduled to switch from stage 9 bleed at low power
operation to stage 5 bleed at high power operation as described in GE Installation Manual GEK 112083
(CF34-10E allmodels) and GEK 112093 (CF34-10Aall models).

CF34-10E/10A (T % %l/all models )
47 B /Location RRUEH SR (HBANESHRER E 9 D
Maximum Demonstrated Bleed Air (% of Total Compressor Airflow)

JESHL 5 Z%/Compressor Stage 5 8.0
JEAHL9 2 JESHLLED / 12.0
Compressor Stage 9 (Compressor Discharge)

& K ¥ 515 /Maximum Allowable Bleed 12.0

V£ 22/NOTE 22. % 7HfseBMMET i astt GEMFFKRER) / ROTOR DISK INTEGRITY AND ROTOR BLADE
CONTAINMENT (where special requirements apply)
A&/ Not Applicable

T

--END--
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