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—. ARJ21-700/Chapter | ARJ21-700

1. FERHABIAHLAE H #/Model and Approval Date

5 HiE H#
Model Application Date

e 3 2l
Approval Date category

IARJ21-700 200341 A 20 H /Jan. 20, 2003 [20144E12 A 29 H/Dec. 29, 2014 iz #i5 i 25 #%/Transport Category

IAircraft

2. HP=43E/ Production Basis

PR RTIES S . PCO031A. WiERE 5 AIyERE 6.
Production Certificate No. PCO031A. See NOTE 5 and NOTE 6.

3. HEEM/ Certification Basis

& F Z2/Airworthiness standard

(i)

(i)

(iii)

(iv)

Gk K HLEMFRE) (CCAR-25-R3, 2001 4F 5 H 14 HE =)&),

H 85,981 R4t
<Airworthiness Standards: Transport Category Airplane> (CCAR-25-R3,
Revision 3 on May 14, 2001), except §5.981;

Wl R T IsH2E N A R BT 7 38 39 23R 38 ) (R4 [2012]30 5,

s CHLEHIRHE) (CCAR-25-R4, 2011 4 11 A 7 HEEIURAEITD ,
AR 58 25.981 2k (a) (d), b (d)ak BRI AL AT AR E R BR AL
Under the <Retrospective Requirements for Transport Category Airplane
Ignition Sources Prevention> (CAO No0.2012-30) on Mar. 5, 2012>
<Airworthiness Standards: Transport Category Airplane> (CCAR-25-R4,
Revision 4 on Nov. 7, 2011), applicable section: § 25.981(a), (d) except the
fuel tank flammability requirement in paragraph (d);

BRI WL SRE NN 2 o HE)  (CCAR-26, 2011 4 11 1 7
HAcAiD » @z 55261 %, 552655, % 26.11 %,  26.37 %,
2 26.43 %%, 5 26.45 %
<Continued Airworthiness and Safety Improvements for Transport Category
Airplanes> (CCAR-26, Issued on Nov. 7, 2011), applicable sections: § 26.1,
§26.5 §26.11, §26.37, §26.43, §26.45;

CUFMRF A 7K FiERs (825.801) FIPiIK (825.1419) fER.
The requirements of ditching (&85.801) and ice protection (85.1419) have
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been complied with.

% 4 1F/ Special Conditions

(i) SC-25-003 KMLZHHAEAT] (KATHIM: 2014 4 11 7 26 H)
SC-25-003 Flight-Deck Door (Issued on Nov. 26, 2014)

(i) SC-25-004 HRGXT&Et IRz (kA HIH: 2014 4 11 7 26 H)
SC-25-004 Interaction of Systems and Structures (Issued on Nov. 26, 2014)

(i) SC-25-005 K EhHLIsRIEL  (RATH: 2014 45 11 F 26 H)

SC-25-005 Load Caused by Engine Sudden Stoppage (Issued on Nov. 26,
2014)

(iv) SC-25-006 #isZimimitds (KA H B 2014 45 11 H 26 H)

SC-25-006 Landing Gear Shock Absorption Test Requirements (Issued on
Nov. 26, 2014)

(v) SC-25-007 fa#/F&m el (kA HB: 2014 4F 11 H 26 H)

SC-25-007 Thermal/Acoustic Insulation Materials (Issued on Nov. 26, 2014)

(vi) SC-25-008 i #EI\ G VT E RGN T iERVHE ATRHIERF & ORAR
Hij: 2014 4£ 11 7 26 H)

SC-25-008 Flight Characteristics Compliance via Handling Qualities Rating
System Method (Issued on Nov. 26, 2014)

(vii) SC-25-009 FH T~ 1T €T AN K I B IR KAt /) B sl R 48 (ATTCS)
(RATHE: 2014 4E 11 A 26 H)

SC-25-009 ATTCS During Approach Climb and Go-around (Issued on Nov.
26, 2014)

(viii)SC-25-010 Eifie BfEE 4T (HIRF) (KA H#: 2014 4F 11 H 26 H)
SC-25-010 High Intensity Radiant Field (HIRF) (Issued on Nov. 26, 2014)

(ix) SC-25-011 Jo iR HIEI (FigtT (kA H: 2014 4F 11 H 26 H)
SC-25-011 Operation without Normal Power Supply (Issued on Nov. 26,
2014)

(X) SC-25-012 HL T ¥AT#MI R —fem ame i Gas (R HM: 2014
£ 11 A 26 H)

SC-25-012 Fly By Wire: Control Surface Awareness and Mode Annunciation
(Issued on Nov. 26, 2014)

(xi) SC-25-013 HL 7 KATIEHI ARG — 0o E 5Bk (RATHI: 2014 4 11
H 26 H)

SC-25-013 Fly By Wire: Command Signal Integrity (Issued on Nov. 26, 2014)

(xii) SC-25-014 Z 3 i i ¥ icsk#4s (CVR) Hhnic s £ s &% D e A 57 F i

(RIPS) (kAT HHA: 2014 4 11 H 26 H)
SC-25-014 CVR with Data Link Recording Function and RIPS (Issued on
Nov. 26, 2014)
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(xiii)SC-25-047 ARJ21-700 A4 WAL JAa A o6 T B CR AR MR EZER (GBS .

RATHW: 2022 4 10 A 5 H)
SC-25-047 Requirements for heat release rate and smoke generation
characteristics of ARJ21-700 aircraft seat ( post-TC. Issued on Oct. 5, 2022)

S0 427K ELOS

(i)

(i)

(iii)

(iv)

v)

(vi)

o] BLZC 2L A0OT7: AL AN it 52 B iy K 5 2% % 4z /1ssue. Paper A007:
ELOS for Engine Cover and Nacelle Skin Fire Prevention

85.1193(e)(3);

[ AL FOO4: M8 1g Jdd AT o a2 it iR 55 RURF & 1/ Issue Paper
F004: Using 1-G Stall Speed as the Equivalent Safety Findings for TC Basis
&5.103(a) ~ @(1) - (@)(2), &5.103(b), &5.103(c), &5.103(d),

£5.107(b)(1), 5.107(b)(2), 5.107(c)(3), &5.107(g), 5.111(a),
§5119(h), &5.121(c), &5.121(d), &5.121(d)@3), &5.121(d)(4),

§5.125(a)(2), 85.143(g), &5.145(a) . (a)(1), &5.145(b)(1) ~ (4),
&5.145(b)(1), &5.145(b)(6), &5.145(c), &5.147(a) ~ (a)(2) . (c)(d),
&5.149(c), &5.161(b) - (c)(1) ~ (©)(2) ~ (c)3B) -~ (d), &5.161(e)(3),
&5.175(2)(2)~ (b)(1). (b)(2)~ (b)(3). (c)(4), &¥5.175(b)(2)(ii), &5.175(c),
&5.175(d), &5.175(d)(5), &5.177(c), &5.181(a) . (b), &5.201(a)(2),
§5.207(h), &5.207(c), &5.207(d), &5.207(e), £5.207(f), &5.233(a),
5.237(a) « (b)(1) « (b)(2), &5.735(f)(2), &5.735(g), &5.773(b)(1)(i),
§5.1001(c)(1) .« (0)@B), 25.1323(c)(1), 5.1323(c)(2), 5.1325(),
£5.1587(b)(2):

] 40 % FO08: % CCAR25.143(a). (b)FH 25.145(c) 2 &k % 4= /Issue
Paper FO08: ELOS for 85.143(a). (b) and &5.145(c)

&5.143(a) (b), £5.145(c);

AL E FO10: KT RFERRRR AR bR MHLENIEE Va BISERAF A1
/lssue Paper F010: ELOS for the Maneuvering Speed Va Placard or

Indication

5.1545, 85.1583;

] @B POOS: 4 BhEN 1125 B ARG % 8% 42 Issue Paper P005: ELOS of
APU Installation

CCAR-25E, F, G #iif;

I 20 PO06: AT I S HE S5 &k %2 42 /Issue Paper PO06:ELOS of Thrust
Reverser

§5.933(a)(1)(ii), &5.1309(h)(1);

(vii) 1AL 2 PO0Q: 5 K T R BRI 1) Wi 4 it 45 2% 22 42 /Issue Paper P009: ELOS

of Ignition Quick Shut-off
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5.1145(b);

R {X/Revision: 7

(xi)

85.807(Q);

85.815;

(ix)

()

£5.1457(c);

()45 3% 2 42 4% 2 Issue Paper SE020: Hydraulic System (Using FAR 25.1435
Amdt.25-104)

§5.1435;

Temp-humidity Limits (ELOS)

(xiii) n] @20 22 SE026: MG I E R (ELOS) /Issue Paper SE026: Cabin
85.831(0);

(xiv) A R 202 SE027: Kk T-HE B IAEE1H A7 &1 77 it W/Issue Paper SE027:
Vertical Acceleration Meter Installation&5.1459(a)(2);

lighting system

(xv) @R EE-30: MiATH] ARG B PGB LRk 2/ Issue Paper
EE-30: Intensity deviation in vertical plane and overlapping area of position

£5.1389(b)(2), §5.1389(b)(3), &5.1393, &5.1395;

(xvi) A R M-30: =1 ey J5E AT I 1 AR 77 =1 P45/ 1ssue Paper M-30:
Cabin pressure altitude warning for high altitude operation

§5.841(a), £5.841(b)(6);
(xvii) [ ARZLEE A-14: EERSE | 2R H 1 PR K ¥ R 3fe s R AR 42 1ssue Paper A-14:

The maximum number of passenger seats permitted for oversized Type | exit

(xviii) i) L0 B A-17: B 9 HE A R] 1) 5 1
aisle between seats of last two rows

(viii) o] @ 42 B PO13: & Bl ALK I U8 V5 e 1 2 2 45 Jiti /lssue  Paper P013:
Indication of Impending Fuel Filter Bypass

§5.1305(c)(6), 85.997(d);

] @40 2 SE010: kT 25.1309 15545 22 4= J %2 Issue Paper SE010: ELOS
for §25.1309
£5.1309;

@20 B SE011: ) /1% E S Hdk75/See Issue Paper SE011: Parameter
Indication of Powerplant

85.1549, 85.1321(c);

A SE0L7: FKTiEF IR (CVR) F A7 aiiMi/issue Paper
SEQ17: Cockpit Voice Recorder

(xii) [ @Z0 2 SE020: K FAR25.1435 (5 25-104 15£1E %) 1f& CCAR25.1435

(&Y

£/ lIssue Paper A-17: Width of

5.1517.
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#i4/ Exemption (i) E-001 RAHIATIEEHES (UHTO E0 3% 85.901(c) (A xkH - 2014
11 H 26 H) GRBARE: KD
E-001, Partial Exemption for Uncontrollable High Thrust, Issued on Nov. 26,
2014, 85.901(c) (Period of exemption: long-term)

(i) E-002 SKFHAMARSSHI N BB #E % 85.981(a)(3) (R HH]: 2014
F11H 26 H) Gzl KED
E-002 , Exemption for Lightning Protection of Fuel Tank Structure, Issued on
Nov. 26, 2014, 85.981(a)(3) (Period of exemption: long-term)

(iii) E-003-R2 X F-HAMAR I ATE Z RGN #1%  86.37 (ERH . 2021 £ 2
18 H) GRS XY K G BRI 25 08 DL 5 1E S0
E-003-R2, Temporary Exemption for Fuel Tank Flammability Requirement,
Issued on Feb. 18, 2021, § 26.37, Issued on Feb.18, 2021. (Period of
exemption and exemption limitations refer to the exemption E-003-R2 )

(iv) E-004 5T JEfR & )@ FERR I F % 85.841(a)(2)(i) (CEALH M: 2014
F12 A5H) Gaeazd: KD
E-004, Exemption for Cabin Pressure Altitude Limit, Issued on Dec. 5, 2014,
85.841(a)(2)(i) (Period of exemption: long-term)

(v) E-015 ARJ21-700 7! K HL%F CCAR-25-R3 25.1447(c)(1) H1ER 4
£5.1447(c)(L1) (CE&LHMA: 2022 410 A 5 H) GiFJF. #%E 200: K
E-015, Exemption for CCAR-25-R3 25.1447 (c)(1) for ARJ21-700 aircraft,
Issued on Oct. 5, 2022, 85.1447(c)(1) ( post-TC. Period of exemption:
long-term)

B # K /Environmental | () (AU E S FIENTEHE HOE A LE) (CCAR-36-R1, 2007 4 4 F 15
Standards including Noise HE—AEiT)
<Noise Standards: Aircraft Type and Airworthiness Certification>
(CCAR-36-R1, Revision 1 on April 15, 2007)
(i)  CGRE AL LA AR A HE 2D (CCAR-34, 2002 4 3
J 20 A kA
<Fuel Venting and Exhaust Emission Requirements for Turbine Engine
Powered Airplanes> (Issued on March 20, 2002)

oAt CCAR-26 (i WHLHIFRFSEEMNT S 22 tiudt) - 1M Ak O A HE7E W 52 LAl
H1, X T CCAR-26 MAEFMELT, 4% TC FrA N LA IE F 263k A A1k
CCAR-26 <Continued Airworthiness and Safety Improvements for Transport
Category Airplanes> : applicable provisions of Part 26 have been included in the
certification basis. For any future Part 26 amendments, the holder of this TC must
demonstrate compliance with the applicable sections.

R4 [2012]30 53¢ (R Trizhmk KAL AU s il R s fn) fIZRE
BB H 2 R

The requirements of Civil Aviation Order — Retrospective Requirements for Transport
Category Airplane Ignition Sources Prevention (CAO No 2012-30) have been
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‘ included in the certification basis.

4. FARRM:FE F R/ Technical Characteristics and Operational Limitations

5%t 52 XU Type Design definition:

K EhHL/Engines:

PEMSCMF 9719B002 (ARJ21-700 WHLBLHHRI LR ), BG fRal)E SR bk IR .
971JB002 <ARJ21-700 Aircraft Design Configuration Report>, Revision BG or subsequent
approved revision.

I A B R AR KU K BIHL: L5 CF34-10A16, CF34-10A16-C, CF34-10A16-D
CRENIAL S S K UES 5. EO0070EN, RS iAFiES S : VTCO210E, A5 I\T] uEAHE Hhk
K7 BUE SEAE MR .
2 General Electric Turbofan Engines; Models: CF34-10A16, CF34-10A16-C, CF34-10A16-D
(Engine Type Certificate No.:EO0070EN., VTC No.: VTC0210E, the Validation Data Sheet
Revision 7 or subsequent approved revision).

R ENHLTAEFR f/Engine Limits:

X ISP X
TARRES FRF ] R 1 ITT BR . 774
o o Maximum speed
Status Time limit ITT limit Thrust*
N1% N2%
2 A 5 4y 1 .
) 951°C 106.2 105 173001b
Takeoff and go-around 5 minutest
YN Y 5 Jrh L .
. . 983°C" 106.2 105 176401b
Maximum takeoff 5 minutes!
o KIES: pus
) . ] 960°C 106.2 105 161101b
Maximum continuous Continuous?
Hi 22 S HL AN HLIR 240°C AEH | AEH ANi&EH
Ground Start Ref. to starter limits N/A N/A N/A
SIS
) i . S AL IR ) . ANEH | AEH AN
In flight start with o 875C
Start . Ref. to starter limits N/A N/A N/A
starter assistance
RZEHEE) ANi&EH p— AEH | AEH ANi&EH
Windmill start N/A N/A N/A N/A

AL WA AR TRORES:, IRERE] 5 708h. SRR TAER, HaEES (APR) I
[ PR A1) S A 21 10 708

Notel The time limit is five minutes when the throttle lever is at the position more than Maximum
continuous rating. The 5-minute limit may be extended to 10 minutes for Auto Power
Reserve (APR) during one engine inoperative.

H 2 BRKRRE, TARRIKEINAE R ORESHE PR T BEAEAC I (8] 3R S m A 7

Note2 During one engine inoperative, the operative engine at the maximum continuous rating can
provide higher thrust for long time.

VE 3 R/E RN APR HESIXS R ITT FRIIZET 5 0 Blif R B TAERF, APR Y PREER
210 538t
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Note3 The ITT limits for TO/GA and APR ratings are based on 5 minutes. During one engine
inoperative, the time limits extend to 10 minutes for APR.
A4 ORENHEIET AR HETERE,  TFEBOR R
(1) EFEES, &R R aIRE ISA+15C, R RESH T 6
IR ¥ 1ISA+10°C;
(2) o RHLSAEEE]
(3) FLHEAHK.
Noted4 Engine thrusts are based on calibrated test stand performance. These calculations assume
the following conditions:
(1) Static thrust , sea level takeoff and maximum takeoff flat-rated to ISA + 15°C,
Maximum continuous flat-rated to ISA + 10°C.
(2) No aircraft accessory loads or air extraction.
(3) No inlet losses.

HiBhah 7125 BIAPU:
A1 5]/Model: APS2600[A]-
il 1% P /Manufacturer: 32 [ 7 122 7] /Hamilton Sundstrand.

i Bhsh )% B IR I/ APU Limits:
APU ;&3 FEA = T 30,0001t
The starting altitude of APU should not be higher than 30,000ft.
1B TAE R 3 i 95%-105%.
Normal operating spool speed range is 95%-105%.
HES I /Exhaust Gas Temperature:
APU T fEhds ﬂfﬁ?ﬂ%rﬁ(EGT)BE%ME e
Limit of the exhaust gas

APU Status Instructions
Temperature (EGT)

{AEMITEIN, MRS R MR GIN B3R, £2 0
i, APU A2 HENFE

APU 23 1032°C Only on the ground, when the EGT reaches the
APU starting temperature limit, the APU would shut down
automatically; In flight, the APU would not shut down
automatically.

AAE M AR S AR 2 BE L B R B, 3 BE A
EE, TN, APU A HENEE

Only during ground steady operating, the APU would

718°C
shut down automatically in 3 seconds once the EGT

reach the temperature limit; in flight ,the APU would not
APU iz#% shut down automatically.

APU operating A AEHB T AR S AR 23R Bk B e BRHIE, 0.5 )
HEEE; E£25 1, APU RN EIEE

Only during ground steady operating, the APU would

788°C
shut down automatically in 0.5 second once the EGT

reach the temperature limit; in flight, the APU would not

shut down automatically.
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PRt /Fuel:

FEE 0T R AR T 52 -

i /2 El br GB6537 ZER (IR .

Fuels in compliance with the GB6537.

HARFF& GE By UYL NO.D50TF2 FBAT . X4 — LR RF IR RA I 42 B HRAE 45 B GEK
112094 AT

Other fuels in compliance with GE Specification NO.D50TF2. For each approved special fuel, the
operating instructions defined in the GEK 112094 should be followed.

YRR AS I 75 B LR FE BT & GE AR #IYE NO.D50TF2 K .

Fuels additives and concentration must conform to GE Specification NO.D50TF2.

R 25 B/ Fuel capacities:

>IN SRS
Maximum fuel capacities
TH AR/ Tank ZF/NVolume (L) i /Weight (kg)
7 6/ Left tank 6468 5193
Fi i FA/Right tank 6468 5193
& itTotal 12936 10386

Horpkah & R LA 0.803 kg/L 1.

The fuel density is counted as 0.803kg/L.

A AN A] F R B ST 0

Weight and balance arm of the usable and unusable fuel

Bl ST A=A B A Ak
Category Fuel location Volume (L) Weight (kg) Arm (mm)
AT F Fe i Aa/Left tank 6421 5155 16005

Usable fuel A7 i /Right tank 6421 5155 16005
Hit/Total 12842 10310 16005

AT FH R 7 A /Left tank 47 38 15735
Unusable fuel T #H/Right tank 47 38 15735

HorP R 2 R L 0.803 kg/L 1.
The fuel density is counted as 0.803kg/L.

T I RN i 25 F2/0il and Oil Capacities:

4 GE ¥y NO.DSOTFL [l o 45— HEAE ARk i I A% I R 7 GEK 112094 #1447 .
Oils in compliance with GE Specification NO.D50TF1. For each approved special oil, the
operating instructions defined in the GEK 112094.should be followed.

GE CF34-10A16, CF34-10A16-C, CF34-10A16-D K BhHLIEhFITE =& 13.3 US &/,
Horpal HEw 12.7 US .

Total oil tank capacity of GE CF34-10A16, CF34-10A16-C, CF34-10A16-D engine is 13.3 US
quarts, usable oil is 12.7 US quarts.

23 4 R 1]/ Airspeed Limits:

e K AS I E Vmo/Mmo =330 AR IEZSi# (KCAS) /0.82 L%k
Vmo/Mwmo = 330KCAS / 0.82M
T He 2 R, L& ) CAAC HEHRER) CHL “AT T .
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For other airspeed limits, see the appropriate CAAC-approved Airplane Flight Manual.

.0 VE I/ CG Range:
W& F I CAAC HEAER) WAL AT F0E
See the appropriate CAAC-approved Airplane Flight Manual.

I K B:/Maximum Weights:

_ HREWMERE KREHEER
AT | Rl | mREM o X o .
" - - CEIvE SN CIVE TN
HE HiE HiE
. . . 8935kg) 9745kg)
LAY Maximum Maximum Maximum i .
. . Maximum Zero Fuel | Maximum Zero Fuel
Model Taxiing Take-off Landing . . . .
. . . Weight (Maximum Weight (Maximum
Weight Weight Weight
Payload 8935kg ) Payload 9745kg )
(kg) (kg) (kg)
(kg) (kg)
AT A Y
WEREL 40580 40500 37665 34163 34700
(STD)
R AAERY
(B R E
38400kgik T )
ER (Option: 43580 43500 38400 34163 34700
Maximum
Landing Weight
38400kg Option)
R AAESY
(R RERGEE
40455kgi% 1)
ER (Option: 43580 43500 40455 34163 34700
Maximum
Landing Weight
40455kg Option)

W& 2L #E/Datum:
BLE 0 hifir, A FHLkATRET 177.80mm 4k
The fuselage station zero is located 177.80mm forward of the nose section.

5E /KT [ Leveling Means:

BRI R TR B, AT E T AR SR A A DX, L B AR KHLA S ST R T

I MTZER L.

A plump bob leveling device is provided on the left side of the nose gear wheel well. The plumb is

placed on a small luggage rack in front of the emergency door on the right side of the aircraft.

T35 5% K 1 Mean Aerodynamic Chord (MAC):
IR F5% (MAC) %K 3456.23mm;
The MAC length is 3456.23mm;
SRS L AT 2 A I AL HE R PR RS 15629.83mm.

Distance between the leading edge of the MAC and the datum is 15629.83mm.
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/N RATHLAL: /Minimum Crew:
2 N/Two(2): 1F %5 3 F1 B2 B pilot and copilot

B K% P /Maximum Passengers:
95 i (2X%FHIO,  GEIAL, 18D Wi/ (WERS) .
95 seats ( two pairs of exits , (oversized Type |, Type I) exit arrangement ) (see NOTE 8).

& KATZE1524)1 Max. Baggage/Cargo:
W& F 1 CAAC HEHE R H &P T
See appropriate CAAC-approved Weight and Balance Manual.

RN Bl 11 B KU 5 BE/Maximum Taking Off or Landing Pressure Altitude:
14,500ft/4,420.0m

¢ KizA7 7 E 1 Maximum Operating Altitude:
39,000ft/11,900m

¥Y\ iz 5/ Control Surface Movements:

HRINIH B RAT R
Maximum control surface travel:
JE AL R 3
Ailerons of left and right wings
204 20949TE up
[~ 204 & 204 °TE down
FEANLE AN, SRR
Inboard/Outboard flaps of left and right wings
040.4. 1540.6. 2540.6. 41.540.6 /&
024042 15 X).6R 2540.62° 41.5940.6°
JEAHLE A, b E RIS S 3
Inboard/Median/Outboard slats of left and right wings
040.4, 20.850.6 [
020.42° 20.85920.6°
AT
Left and right elevators
] b 274 FF, 27949TE up
1]~ 204 [, 2024 9TE down
KP4 5E TH
Horizontal stabilizers
VR E %A I 13.520.5 [&F,13.590.59TE up
PRI T 2.140.5 fi£,2.1920.59TE down
J7 1
Rudders
) 7 254 i, 254 eft
[ 47 254 &, 25 ¥ Yight
Fe AL T 2 D) BERAUAR
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Ground spoilers/Multi-function spoilers
4542 [ 4520

WE 2% | Required Equipment:

& BE AR e L E Rl PR I AR D2 WA W I AN 2 B DA 2 Y 5 5%
HE HE K
The basic required equipment as prescribed in the applicable airworthiness regulations (see the
Certification Basis) must be installed in the aircraft to meet the requirements of type certification.
W& BUEquipment List:

(ARJ21-700 YHLHUEM RN &TEMY  (Si'5: 971HZ2006, RRIR: W HUS LR AHERR
70
<ARJ21-700 Aircraft TC configuration equipment list> (NO.971HZ2006, revision W or
subsequent approved revision)

il i 7 471 & F A1) 5 /Eligible Serial Numbers

ARJ21-700 105-108. 113-225. 10126-10153

“Ai/NEHE ARG (RVSM) #1852 17/Operation in (RVSM) airspace:
ARJ21-700 "¥AHL LA IRAELE A /N TR ELIEIFE” (RVSMD ZFSIUE T, % RVSM FERFSHE i Al
BAT T HEHE, Yaiic I CAAC EifliEE AC-91-7“4f/NEE [AIFH (RVSM) I 1817 2
SRR I S AC-21-13 “7E RVSM X3St 300 2K (1000 94/ H IR bRk 17 i =
i LA AT o
The Model ARJ21-700 has been approved to operate in “Reduced Vertical Separation Minimum”
(RVSM) airspace. Continued airworthiness and operational approval aspects of RVSM must be
constructed according to CAAC Advisory Circular (AC) 91-7 titled “Authorization of Aircraft and
Operators for Flight in Reduced Vertical Separation Minimum Airspace” and AC-21-13, titled
“Airworthiness Approval of Aircraft operating in Vertical Separation Minimum Airspace above
300 Meters (1000 Feet)”.

% 75 /Noise
DLid& F ) CAAC HEAER AL ®AT T
See the appropriate CAAC-approved Airplane Flight Manual.

5. FLAERBRZE R Approved Technical Documents

i 2T 45 LU R S0E: /The Operational Manuals consist of the following Publications:

a) ARJ21-700 KMl K47 T/F: /ARJI21-700 Airplane Flight Manual: 'S TP700001, #E% i 242 #EHE AR
Publication Number TP700001, Original Issue or subsequent approved revision.

b) ARJ21-700 KAl K47 FMt: /ARJI21-700 Airplane Flight Manual: %i*5- TP700100, R7 B & SE £tk 1 A UK 5
Publication Number TP700100, R7 or subsequent approved revision.

¢) ARJ21-700 KHLE & T4 FHt: /ARJ21-700 Airplane Weight and Balance Manual: %i'5 TP700009, R17 &g
Ja A HLHERI R Number TP700009, R17 or subsequent approved revision.

FRELE T SO AL 4E LU 2. /The Instructions for Continued Airworthiness consist of the following Publications:
a)  ARJ21-700 & i PR %R 4. /ARJI21-700 Airworthiness Limitation Section: %5 TP700045, R10 55 42404t
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HERIAYK;  Number TP700045, R10 or subsequent approved revision.

b) ARJ21-700 KHLEEHIEEETH: /ARJ21-700 Airplane Structural Repair Manual: %#'5 TP700008, R17 5% /5 4:
ZHLHERI ARV ; Number TP700008, R17 or subsequent approved revision.

6. yFERE/Notes

HERINOTE 1: FERIAEE T B, RS LA SR BEIAT B P 1 s, B PR T &AWL
LR ke A BT A
A current Weight and Balance Report must be provided for each aircraft at the time of initial
airworthiness certification, and the report shall include the list of equipment installed on the empty
airplane.

HERINOTE 2: 22 CAAC HILAER) WL RAT T a5 )z 8 0 el E R Al R AR hlb A 22 648 (L
All placards required by either the CAAC approved AFM, the applicable operating rules, or the
Certification Basis must be installed in the aircraft.

HERINOTE 3: AT S /) (UHT) RBCIRES, AT RES oM WAL % 4xisfT. Bk, RAT AR
CCAR-121 L5 FA 8 FH IR i 7 S SR AR iy AN T 428 vt e ) A
The occurrence of any uncontrollable high thrust failure condition may endanger the safe operation
of airplane. As a result the pilot are required to report the occurrence of uncontrollable high thrust
event under the requirement specified in CCAR-121 on the service difficulty report.

- FINOTE 4: AT T TP700001 & T # RS S A BGIEM YA )L, KAT T TP700100 & AT 75 ik 2
TR IOIE fE 2L VT BE U B ) KL
AFM TP700001 is applicable to aircraft with initial certificated type design configuration; AFM
TP700100 is applicable to aircraft with subsequent type design changed configurations after initial
type certification.

JEFE/NOTE 5: TAFE A AU RS B 5 BRI AL ™
105, 106,
The following Aircraft Serial Numbers were produced under the Type Certification only:
105, 106.

- FINOTE 6: AFEYFANE (45 : PCO031A) ©LF 2017 4£ 6 A 28 HAllk, Hs& ARI21-700 %,
Production Certificate (No. PC0031A) including the ARJ21-700 aircraft was issued on Jun. 28, 2017.

VERE/NOTE 7: CCAR-26 5 26.1, 26.5, 26.11, 26.37, 26.43, 26.45 25 3R [ & [2012]30 5 3C(CAO No 2012-30)
MFFETE TR
Compliance findings have been addressed for the requirements of CCAR-26 &6.1, 26.5, 26.11,
26.37, 26.43, 26.45 and Civil Aviation Order (CAO) No 2012-30.

JEFE/NOTE 8: HIEEHLT IR SS T IV RS | 2 H ORI B A P R B (45 K5 PR B 3R T 51 95 JHE .
TX G HH TR A AH G (R ATART B SGHT S2 31 P if 06 AL Y 11 )T R Wit J5 3l 10 AN B3
AL BORMAIR, BN, S RIRFHOEMIH ER K 90 JH. BARZRIE WG24I ML
#A-14.
The forward entrance and service door as an oversized Type | exit with over-performing slides
enable the maximum passengers to be increased to 95. Any changes pertaining to these exits and
slides are subjected to the requirement “slides installed must be automatically erected within 10
seconds from the time the opening means of the exit is actuated”. Otherwise, the maximum
passengers are limited to 90 originally certified. Details refer to ELOS Issue Paper A-14.
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—. ARJ21-700CCF (E X} H/Significant Design Change)

1. FERARIAHLAE H #/Model and Approval Date

ARJ21-700CCF (COMAC Converted Freighter, H[E R K2 tHL) 2 7EARI21-700 WAL (ATZREIEEHL) FEa;
BB T 2 CAACHEE R E K AMI-700017% 2 63 B R BETH BE 2y WL, # IR SR HL AL iz 4T, 2 ARJ21-700
LR — Mo R, AT . fEARTCDS A @M HE @ TER, XL WL & T-ARJ21-700 KA.
BT O Eh R BRI T-CCAR2LI0LAIMISE , i H10 3% 5 e Fry o o 2L

The ARJ21-700CCF (COMAC Converted Freighter) is an ARJ21-700 airplane that has been modified from a
repurchased airliner in accordance with CAAC approved COMAC AMI-70001 passenger converted into freighter
significant design change to operate in a freighter configuration. ARJ21-700CCF is a new configuration of ARJ21-700,
but not a new model.These aircraft remain ARJ21-700 aircraft for documentation purposes on this TCDS and with
regard to the applicability of airworthiness directives.Because of the magnitude of this design change, the certification

basis for the changed aspects was required to be established and documented in accordance with CCAR21.101.

H i H 31/Application Date: 202146 18 H/Jun. 18, 2021

kv H 1/Approval Date: 202346426 H /Jun. 26, 2023

2. AP/ Production Basis

(KRB LA BTG T 2 W ERRE—F0
(Contents not mentioned below are identical to those of the Charter I section 2)
Bk R K P52 CAAC HiLHERT AMI-70001 427,
The modification is conducted under CAAC approved AMI-70001.

3. HEEA/ Certification Basis

(RFTBAR LN EL G H 3 AR —ED

(Contents not mentioned below are identical to those of the Charter | section 3)

3.1 &MU E/Airworthiness standard
R¥E CCAR21.101, fEAE KB H M, AMI-70001 i&H H 75 #b 78 50 0E TAERIE TS5k 142 46, BRI T™E 1
s
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As a significant design change, 142 provisions are applicable and need substantiations for AMI-70001 in accordance

with CCAR21.101, as shown in Table 1 below.
% 1 AMI-70001 )% 7K 5/ Table 1 List of provisions for AMI-70001

MFRRA %7 (CCAR-25-R4 Fil R3 FiR AR ZL R & 75— 0
| A&k S AR . ;)
o ) /Regulation Note(Whether the CCAR-25-R4 and R3
/No. |/Provision [Title . . .
Version requirements are consistent)

1 [25.1 ie A Y FEl/Applicability CCAR-25-R4 75/No

2 2523  [ESAMRH/Load distribution limits CCAR-25-R4 J&lYes

3 [25.25 o 5 R fill/Weight limits CCAR-25-R4 &/Yes

4 2527 0> [R fiil/Center of gravity limits CCAR-25-R4 =lYes
2% 5 MUK S 1) 2 .Co/Empty weight and

5 [25.29 _ _ CCAR-25-R4 /Yes
corresponding center of gravity

6 [25.301  |#kfij/Loads CCAR-25-R4 fE/Yes

7 25303 |4 & Fu/Factor of safety CCAR-25-R4 =/Yes

8 [25.305  [5Emf¥FIAFT/Strength and deformation CCAR-25-R4 &/Yes

9 [25.307  |AiMRFA IR /Proof of structure CCAR-25-R4 #&/Yes

10 [25.321 | KAT#fF &L U)/General CCAR-25-R4 R/Yes
X FRALBN 1 L/Symmetric maneuvering

11 [25.331 - CCAR-25-R4 JEIYes
conditions

12 [25.341 [ AIZE R E7/Gust and turbulence loads CCAR-25-R4 s=lYes
VTR AT i 25 55 /Design fuel and oil

13 [25.343 CCAR-25-R4 szlYes
loads

14 [25.345  [HEF-2EE /High lift devices CCAR-25-R4 R/Yes

15 [25.349  |[IE#EH5HL/Rolling conditions CCAR-25-R4 &/Yes

16 [25.351  |{{mAiALB01E I/ Yaw maneuver conditions CCAR-25-R4 s2lYes

17 |25.365 [ % fig 4 far/Pressurized compartment loads CCAR-25-R4 s=lYes
R BN RG] ) FEXS TR K A

18 [25.367 _ o CCAR-25-R4 JEIYes
/Unsymmetrical loads due to engine failure

19 [25.373 [ EE4% %% B/Speed control devices CCAR-25-R4 F/Yes
N R : & 0)/Control surface loads:

20 [25.391 CCAR-25-R4 szlYes
General

21 [25.427  [HEXFFR#EK T /Unsymmetrical loads CCAR-25-R4 s2lYes

22 [25.471  [Mim#Ar = 0/Ground Loads General CCAR-25-R4 F/Yes
o il 24T 175 190 IR € /Landing load conditions

23 [25.473 . CCAR-25-R4 szlYes
and assumptions

24 [25.479  [KF-E M I /Level landing conditions CCAR-25-R4 s2lYes

25 [25.481  |RIT# 1S i/ Tail-down landing conditions | CCAR-25-R4 R/Yes
B K IR 45 Tt A7 1 /One-gear landing

26 [25.483 . CCAR-25-R4 s2/Yes
conditions

27 [25.485 (M #fir 15 L/Side load conditions CCAR-25-R4 f&lYes

28 [25.487  |[nlBk#E Rl i/Rebound landing condition CCAR-25-R4 R/Yes

29 [25.489  [HhTH 4L Hi/Ground handling conditions CCAR-25-R4 R/Yes
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I - %mﬁﬁfiﬁx #E (CCAR-25-R4 il R3 AR 275 —H0
INo. liProvision Title /Regulation Note(Whether the CCAR-25-R4 and R3
Version requirements are consistent)
20 5401 WEAT . L KMIE RS P/ Taxi, takeoff and CCAR.25.Ra Fi/ves
landing roll
31 [25.493  [EATHI 415 /Braked roll conditions CCAR-25-R4 75 /No
32 [25.495  [F&¥5/Turning CCAR-25-R4 &lYes
33 [25.499  [ATEM{R L5120 /Nose-wheel yaw and steering| CCAR-25-R4 szlYes
34 (25.503 [F]%£/Pivoting CCAR-25-R4 s=lYes
35 [25.507 |ffil47 4 %*/Reversed braking CCAR-25-R4 #5/No
26 15561 N Fl L s U/Emergency Landing CCAR.25.R NG
Conditions General
G A A5 0 25 PR AN 55 1Y
37 [25.571  |/Damage-tolerance and fatigue evaluation of CCAR-25-R4 75/No
structure
38 [25.581  |[AJHLBEF/Lightning Protection CCAR-25-R4 &/Yes
39 [25.601 [z Jll/General CCAR-25-R4 f&lYes
40 [25.603  [#fkH/Materials CCAR-25-R4 #2/Yes
41 25.605 | J5 #%/Fabrication methods CCAR-25-R4 f/Yes
42 [25.607  |¥[HfF/Fasteners CCAR-25-R4 f&/Yes
43 [25.609  |4iK9 R4 /Protection of structure CCAR-25-R4 f&lYes
44 25611  |ATIAMETE it/ Accessibility provisions CCAR-25-R4 73 /No
45 b5 613 AR R R BEAI A R T /Material CCAR.25.R4 TNo
strength properties and material design values
46 [25.619  [Krik & %U/Special factors CCAR-25-R4 R/Yes
47 [25.623 |37k & %/Bearing factors CCAR-25-R4 R/Yes
48 [25.621 (&1} Z#$/Casting factors CCAR-25-R4 R/Yes
49 25625  [B:3k &R HUFitting factors CCAR-25-R4 R/Yes
50 bs 620 /—ﬁiﬂ#'fﬁ%ﬁ‘fﬁzgi}i/Aeroelastic stability CCAR.25.Ra Fives
requirements
51 [25.703  [fZ &4 K45/ Takeoff warning system CCAR-25-R4 #&/Yes
52 [25.771  [Z4yfia/Pilot compartment CCAR-25-R4 s2lYes
53 [25.777  |Z IR\ 23 14-/Cockpit controls CCAR-25-R4 R/Yes
%5/No
T T SRR T T4 CCAR-25-R4, JRA AR5
54 [25.783  |HLE [ /Fuselage doors CCAR-25-R4 | #Rf%iE CCAR-25-R3/ New main deck cargo
door per CCAR-25-R4, original doors still per
CCAR-25-R3
55 [25.787  |fitif#fi/Stowage compartments CCAR-25-R4 75/No
Z AR LA B B 55 A A 1 [
56 [25.789  |/Retention of items of mass in passenger and CCAR-25-R4 s=/Yes

crew compartments and galleys
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I - B fRA %7 (CCAR-25-R4 1 R3 i A ZE sk 2 75—
o ) /Regulation Note(Whether the CCAR-25-R4 and R3
/No. |/Provision [Title . . .
Version requirements are consistent)

it %538 15 A~ Al by g /Passenger information

57 [25.791 . CCAR-25-R4 f&IYes
signs and placards

58 [25.793  [HubxFKTm/Floor surfaces CCAR-25-R4 s&/Yes

59 [25.801 /K i@ f#/Ditching CCAR-25-R4 #/No

60 [25.803  |N S /Emergency evacuation CCAR-25-R4 ZlYes

61 [25.807 | 2 H F/Emergency exits. CCAR-25-R4 %5/No

62 |25.809  |M = HAm B /Emergency exit arrangement CCAR-25-R4 75/No
N SRS Bl Bh it -5 RS I 28 /Emergency

63 [25.810 . CCAR-25-R4 %5 /No
egress assist means and escape routes

64 [25.811  |M&H H#Rric/Emergency exit marking CCAR-25-R4 R/ Yes

65 [25.812 | &R HA/Emergency lighting CCAR-25-R4 73 /No

66 [25.813  |N& i HiEM/Emergency exit access CCAR-25-R4 75/No

67 [25.815  [idiH £/ Width of aisle CCAR-25-R4 A/ Yes
e K I HE R £/ Maximum number of seats

68 [25.817 CCAR-25-R4 szlYes
abreast

69 [25.820  |lmjffri]/Lavatory doors CCAR-25-R4 5/No

70 [25.831 [ X/Ventilation CCAR-25-R4 5/No

71 [25.841 |} % JREfits/Pressurized cabins CCAR-25-R4 75/No

72 [25.843 (WK FEAG KRS/ Tests for pressurized cabins | CCAR-25-R4 75/No

73 [25.851  |K:k2%/Fire extinguishers CCAR-25-R4 ZlYes

74 [25.853  |MEfiE A B/ Compartment interiors CCAR-25-R4 % /No

75 [25.854  |WifTBi Jk/Lavatory fire protection CCAR-25-R4 &/Yes
TR 11T 2=Ag/Cargo and baggage

76 [25.855 CCAR-25-R4 %5/No
compartments
% A/ % #7181 Thermal/ Acoustic insulation

77 [25.856 ) CCAR-25-R4 % INo
materials

78 [25.857  |Feft&54k/Cargo compartment classification CCAR-25-R4 75/No
PR EAT 2 A0 55 B K BRI & Si/Cargo or

79 (25.858 baggage compartment smoke or fire detection | CCAR-25-R4 s2lYes
systems
A BRIV A B B K /Flammable fluid fire

80 [25.863 . CCAR-25-R4 szlYes
protection

81 |25.869  |& il k/Fire protection: systems CCAR-25-R4 75/No
FH P& FE A 5 HL R 47 /Electrical bonding and

82 [25.899 _ _ _ o CCAR-25-R4 75/No
protection against static electricity

83 [25.903 |k ZhHL/Engines CCAR-25-R4 /Yes

84 |25.963  [BRuFE: Ai0U)/Fuel tanks: general CCAR-25-R4 F&/Yes

85 [25.965  (HAih# iA5%/Fuel Tank Tests CCAR-25-R4 2lYes

86 [25.981  [BRIMFE fUREL I /Fuel tank ignition prevention | CCAR-25-R4 %5 /No
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I - MER A |%&7E (CCAR-25-R4 Hil R3 it A B3Rk & 75 —H0)
o ) /Regulation Note(Whether the CCAR-25-R4 and R3
/No. |/Provision [Title . . .
Version requirements are consistent)
ARJ21-700 “KALJ5 B E Feditti o
CCAR-25-R4 25.981(a)(d)/ Original
Certification Basis of ARJ21-700 airplane
includes 25.981(a)(d) CCAR-25-R4
87 |25.1301 |ThfEAN 2245 /Function and installation CCAR-25-R4 %/No
W RGN IEquipment, systems, and
88 [25.1309 | . CCAR-25-R4 5/No
installations
FE YR 2% 12 A1 Fid/Power source capacity and
89 [25.1310 | CCAR-25-R4 75/No
distribution
90 [25.1316 |R % INHLB$7/System Lightning Protection CCAR-25-R4 szlYes
T R AR S (HIRF) B3 High-intensity
91 [25.1317 . . . CCAR-25-R4 5/No
Radiated Fields (HIRF) Protection
AT AT A3 KT /Warning, caution,
92 [25.1322 . . CCAR-25-R4 szlYes
and advisory lights
HA ARG M & /Electrical Systems and
93 [25.1351 . CCAR-25-R4 szlYes
Equipment General
FS 4% [ 22 3 [Electrical equipment and
94 [25.1353 | _ CCAR-25-R4 #/No
installations
95 [25.1357 |HLIEEfR3%% B /Circuit protective devices CCAR-25-R4 73 /No
96 [25.1360 |THi[y 1753 /Precautions against injury CCAR-25-R4 75/No
N ZUIRAS it e /Electrical supplies for
97 [25.1362 - CCAR-25-R4 75/No
emergency conditions
A B Dk AAR R 2% /Electrical
98 [25.1365 . CCAR-25-R4 75/No
appliances, motors, and transformers
99 [25.1381 |{%F&JT/Instrument lights CCAR-25-R4 szlYes
100 [25.1411 |24 ¥+ K U/Safety Equipment General CCAR-25-R4 73/No
101 [25.1415 |/K_Ei8 & # % /Ditching equipment CCAR-25-R4 R/Yes
102 [25.1423 (WL % & Gi/Public address system CCAR-25-R4 %/No
103 [25.1431 |HT-i#%/Electronic Equipment CCAR-25-R4 75/No
1 22 48 M5 5 £ Bi/Pressurization and
104 |25.1438 ) CCAR-25-R4 szlYes
pneumatic systems
S8 15 A% FE48/Oxygen equipment and
105 |25.1441 CCAR-25-R4 szlYes
supply
B¢ /NP R E/Minimum mass flow of
106 |25.1443 CCAR-25-R4 s2/Yes
supplemental oxygen
ARSI R G v B K E [Equipment
107 [25.1445 - CCAR-25-R4 JEIYes
standards for the oxygen distributing system
3480 B VB O E [Equipment standards for
108 [25.1447 T CCAR-25-R4 75 /No
oxygen dispensing units
109 [25.1449 AW {4 K13 % /Means for determining use of| CCAR-25-R4 *&lYes
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MER A |%&7E (CCAR-25-R4 Hil R3 it A B3Rk & 75 —H0)
Fa| &K 3 E )
o ) /Regulation Note(Whether the CCAR-25-R4 and R3
/No. |/Provision [Title . . .
Version requirements are consistent)

oxygen

110 [25.1450 |k 225K k4= #&/Chemical oxygen generators | CCAR-25-R4 R/VYes
By 1580 A 2R FX) L 2 [Protection of

111 |25.1453 . CCAR-25-R4 szlYes
oxygen equipment from rupture
Sy R AA (R HEUDrraining of fluids subject to

112 [25.1455 ] CCAR-25-R4 ZElYes
freezing
& REFE 11115 £ /Equipment containing high

113 [25.1461 CCAR-25-R4 Z=lYes
energy rotors

114 [25.1501 |&0]/General CCAR-25-R4 Z=lYes
. B0 A1 E SR/ Weight, center of

115 [25.1519 _ o CCAR-25-R4 f/Yes
gravity, and weight distribution

116 [25.1523 [/ ¥ATHLA/Minimum flight crew CCAR-25-R4 RlYes
FESEE FT S Instructions for Continued

117 [25.1529 | _ CCAR-25-R4 /Yes
Airworthiness
FRiCAIFRE s /Markings and Placards

118 |25.1541 CCAR-25-R4 szlYes
General

119 [25.1543  [fxFAric S Ul/Instrument markings: general | CCAR-25-R4 f/Yes

120 [25.1555 (R Fric/Control markings CCAR-25-R4 RlYes
HE ARiC AR/ Miscellaneous markings and

121 |25.1557 CCAR-25-R4 szlYes
placards

122 [25.1561 |zt 4= #%/Safety equipment CCAR-25-R4 /Yes
UL AT TN S 0ul/Airplane Flight Manual

123 |25.1581 CCAR-25-R4 szlYes
General

124 (25.1583 | H R #1l/Operating limitations CCAR-25-R4 % INo

125 [25.1585  |fifi F #% F>/Operating procedures CCAR-25-R4 73 /No

126 [25.1701 |® X/Definition CCAR-25-R4 %5/No
Thae A4 4%: EWIS/Function and installation:

127 |25.1703 CCAR-25-R4 % INo
EWIS
KRG MINEE: EWIS/Systems and functions:

128 |25.1705 CCAR-25-R4 %5/No
EWIS

129 [25.1707 |&%i 5. EWIS/System seperation: EWIS | CCAR-25-R4 75/No

130 [25.1709 |%&%i%4: EWIS/System safety: EWIS CCAR-25-R4 73/No
AR5 EWIS/Component identification:

131 |25.1711 CCAR-25-R4 75/No
EWIS

132 [25.1713 |Bii-k: EWIS/Fire protection: EWIS CCAR-25-R4 %5/No
R BRI L AR 3. EWIS/Electrical

133 |25.1715 |bonding and protection against static CCAR-25-R4 %5/No
electricity: EWIS
HE (R4 2E B . EWIS/Circuit protective

134 |25.1717 CCAR-25-R4 % /No

devices: EWIS
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HMEZRA |47 (CCAR-25-R4 il R3 PRAZE R 275 —30)

5| R F 3 E S ]
o ) /Regulation Note(Whether the CCAR-25-R4 and R3
/No. |/Provision [Title . . .
Version requirements are consistent)
AliEMERE: EWIS/Accessibility provisions:
135 25.1719 CCAR-25-R4 5/No
EWIS
136 [25.1721 |EWIS f¥)£r$/Protection of EWIS CCAR-25-R4 75/No
] BRIEAREG K : EWIS/Flammable fluid fire
137 |25.1723 . CCAR-25-R4 75/No
protection; EWIS
138 [25.1725 |5 /1% E . EWIS/Powerplants: EWIS CCAR-25-R4 5/No
FReEE A SCE: EWIS/Instructions for
139 25.1729 CCAR-25-R4 5/No

Continued Airworthiness: EWIS

140

KA R S5, M. EWIS/Fire detector
25.1733 CCAR-25-R4 75/No
systems, general: EWIS

AR B RS (EWIS) ZEH RN

141 26.11 /Electrical wiring interconnection systems CCAR-26 N/A
(EWIS) maintenance program
S A MR S AR R A——E M

142 |26.45 %oF A0S ) & i /Holders of type certificates - CCAR-26 N/A

Alterations and repairs to alterations

X TR B 2l 5 1% B EOTE AN AN 321% BE SR A R R AE B D RERF T ] ARJ21-700 KL o 5 FE At e FH & i
BR, RGN EE — =5 375,

For minor changes or features or functions not related to and/or affected by such changes, the applicable airworthiness
requirements of the ARJ21-700 aircraft certification basis will be followed, and the relevant airworthiness provisions

are shown in Chapter I section 3.

3.2 & F4&1F/ Special Conditions

H—FE 3 AT L F A& H T ARJ21-700CCF KRBT ek, F4I4% H BR4h:
The Special Conditions in Chapter | section 3 still apply to the ARJ21-700CCF significant design change, except for

the following items:

(1) SC-25-003 kHLZBEARARTT (KA HIA: 2014 4 11 H 26 H) ANidE H
SC-25-003 Flight-Deck Door (Issued on Nov. 26, 2014) Not Applicable

(2) SC-25-047 ARJ21-700 AL K HLIEERT I T BB TBR AU MFFEEOR - (B . AATH . 2022 410 A 5 H)
AiE
SC-25-047 Requirements for heat release rate and smoke generation characteristics of ARJ21-700 aircraft seat
(post-TC. Issued on Oct. 5, 2022) Not Applicable

DA T H A 00E FH T ARJ21-700CCF B K124
The following Special Conditions are only applicable to ARJ21-700CCF significant design change:

(1) SC-25-048 ARJ21-700 4 KMl (IEJE) E HIBTACHIKIERH (kA H M. 2022 4 12 ] 28 H)
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SC-25-048 Class E Cargo Compartment Fire Protection of the ARJ21-700 (Post-TC). (Issued on Dec. 28, 2022)
(2) SC-25-049 ARJ21-700 B4 KMl CUEfE) RATHREN E detifie (kA HIH: 2022 4 12 H 28 H)

SC-25-049 In Flight Access to Class E Cargo Compartments of the ARJ21-700 (Post-TC). (Issued on Dec. 28,
2022)

3.3 £ 424 /K F/Equivalent Level of Safety Findings
B 3 Y ATAI S RUL 4K & T ARJ21-700CCF KB, T4 H RS-

The Equivalent Level of Safety Findings in Chapter | section 3 still apply to the ARJ21-700CCF significant design
change, except for the following items:

(1) S A-14: BRSSO RV e ek e . AE
Issue Paper A-14: The maximum number of passenger seats permitted for oversized Type | exit 5.807(g) Not
Applicable

(2) WL E AT e )a I HEEE A R LA TR R AN
Issue Paper A-17: Width of aisle between seats of last two rows 85.815 Not Applicable

DA 23 ae A /K P AUE B F ARJ21-700CCF 8 K i B 24
The following ELOS is only applicable to ARJ21-700CCF significant design change:
(1) ML A-23: FOUHH -z et

Issue Paper A-23: The Design of Supernumerary Compartment for Passenger Converted to Freighter.

£5.807(g)(1)(i)(L)+ 25.809(a)- 25.810(a)(L)- 25.812(e)(1)(1)+ 25.813(c)(1)- 25.857(¢)+ 25.1441(c). 25.1447(c)(1)-

25.1449

4. BAREEFE B FR#)/Technical Characteristics and Operational Limitations

KRR B HE AN, SB—35 5 4 35 FTA BORRR R FH BR #1473 ] T ARJ21-700CCF = A it 5 ek
The Technical characteristics and operational limitations in Chapter | section 4 still apply to the ARJ21-700CCF

significant design change, except for the following revised items:

4.1 KEHUENgines:
S A A R A XU KB BL). CF34-10A16
CRENNLIY S EH&UES 5 : EO0070EN, M5 I\FHES 5 : VTCO210E, M5\ ] k£ Hhi
R T 8a A MHERR IO
2 General Electric Turbofan Engines; Models: CF34-10A16 (Engine Type Certificate
No.:E00070EN., VTC No.: VTCO0210E, the Validation Data Sheet Revision 7 or subsequent
approved revision).

4.2 JEMANTE T2 #/0il and Oil Capacities:
i GE A3 NO.DSOTFL T e X4 — b AR R TR il 4% 4R 4R Y GEK 112094 #1047 .
Oils in compliance with GE Specification NO.D50TF1. For each approved special oil, the
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operating instructions defined in the GEK 112094.should be followed.
GE CF34-10A16 &AL i F T S 25 5 13.3 US i, Hrpm] ¥ 12.7 US % .
Total oil tank capacity of GE CF34-10A16 engine is 13.3 US quarts, usable oil is 12.7 US quarts.

4.3 I K% FEE/Maximum Passengers:
03fs, 1H4MIEHR,
0 (Zero) Passenger, Up to 1 (One) Supernumerary.

4.4 #i& 75 /Serial Numbers

TIPS CHL N ARJ21-700CCF:

109, 112,

The following Serial Numbers Aircraft are ARJ21-700CCF:
109, 112.

5. HHERIBR %R Approved Technical Documents

5 5 T AT I HAE B R BRI IE FH T ARJ21-700CCF K iHH ek, F51%% HERSL:
Approved Technical Documents showed in Chapter | section 5 still apply to the ARJ21-700 CCF significant design
change, except for the following revised items:

(1) ARJ21-700 KHLZEHIEHTH: /ARI21-700 Airplane Structural Repair Manual: %5 TP700008, R17 Hi/54:

AL UERI K Number TP700008, R17 or subsequent approved revision. AN3d i/ Not Applicable

DA RESHEMTSCAHUE A T ARJ21-700CCF B K 1 i B 24t
The following Instructions for Continued Airworthiness only apply to ARJ21-700CCF significant design change:
(1) ARJ21-700 &St CHLEE B EEFA: / ARJI21-700CCF Structural Repair Manual : %#*5 991QT3769, B /)5

SR MAERI AR Number 991QT3769, B or subsequent approved revision.

6. yFERE/Notes

£ FE/NOTE 1: TEWIIRIE N I, WAREE L R R IAT i B R i, I EPE RS TP A A% WL
2L B B 2 T e R R
A current Weight and Balance Report must be provided for each aircraft at the time of initial
airworthiness certification, and the report shall include the list of equipment installed on the empty
airplane.

JERE/INOTE 2: 28 CAAC HEAER) WL RAT T 3 Az 8 A B T R A R AR b A 22 6 48 KL L.
All placards required by either the CAAC approved AFM, the applicable operating rules, or the
Certification Basis must be installed in the aircraft.
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FREINOTE 3:

HREINOTE 4:

TEREINOTE 5:

TEREINOTE 6:

FERATT RS (UHT) REBCRE, WRESHM WHLA 241817, KL, AT R RE IR
CCAR-121 HHL5E FA {8 FHT IR i 7 S SR Ay AN T 428 vt B g S A7F

The occurrence of any uncontrollable high thrust failure condition may endanger the safe operation
of airplane. As a result the pilot are required to report the occurrence of uncontrollable high thrust
event under the requirement specified in CCAR-121 on the service difficulty report.

AT T TP700001 & AT~ H RS M BGIEM YA (L, AT T TP700100 & AT ik 2
TS BOIE fE 2L T BE U B KL

AFM TP700001 is applicable to aircraft with initial certificated type design configuration; AFM
TP700100 is applicable to aircraft with subsequent type design changed configurations after initial
type certification.

APAVFRNE (45 PCO031A) C.F 2017 4 6 J 28 HAlk, Hrf& ARJ21-700 fY%5 .
Production Certificate (No. PC0031A) including the ARJ21-700 aircraft was issued on Jun. 28, 2017.

CCAR-26 %5 26.1, 26.5, 26.11, 26.37, 26.43, 26.45 4% 3 A1 1 % [2012]30 5 32 (CAO No 2012-30)
FFETE TN

Compliance findings have been addressed for the requirements of CCAR-26 6.1, 26.5, 26.11,
26.37, 26.43, 26.45 and Civil Aviation Order (CAO) No 2012-30.
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=. ARJ21-700B (#itKi%/Major Design Change)

1. FERHARIFAHLEE H #/Model and Approval Date

ARJ21-700B (Business, HEE KAL) £EARI2L-700 KHLEHIMBIELRE |-, R4 =4 FEZETIM T4 CAAC
EAE T E 7S KAMI-00231 A S LB A 1T B B FIARI21-700 KL, 2ARJ21-700 K ML —Fhr gy, AHISGH
5. fEARTCDSH A RGN T 2 E R ERT, XKML E TARI21-700 K AL.

The ARJ21-700B (COMAC Business Jet) is an ARJ21-700 aircraft that directly implemented the design change
COMAC AMI-00231 approved by CAAC on the production line based on the ARJ21-700 aircraft passenger cabin
model.ARJ21-700B is a new configuration of ARJ21-700, but not a new model.These aircraft remain ARJ21-700

aircraft for documentation purposes on this TCDS and with regard to the applicability of airworthiness directives.

i [ 31/Application Date: 20174E1 6 H/Jan. 6, 2017

fLuE H #/Approval Date: 202447 H12H/Jul. 12, 2024

2. 4P/ Production Basis

(RFTBARLINEL G H—EH 2 AR REF—ED

(Contents not mentioned below are identical to those of the Charter | section 2)

3. HFEEAM/ Certification Basis

(RWERARLONELI S —E5H 3TN ERRF 20

(Contents not mentioned below are identical to those of the Charter | section 3)

3.1 &M EE/Airworthiness standard
ARJ21-700 KHLASHLEAE BT SO BT REG HARE RS ARI21-700 EHLASHLE AR BT E BUE M
FIIE AR HE Y ARJI21-700 KLU AL 5 S ARAIE R RIS AARTEE o
ARJ21-700 aircraft business jet cabin design change is a major design change, but it is not a significant design change.

The airworthiness standards applicable to the cabin design change of ARJ21-700 business aircraft can be the

airworthiness standards when the ARJ21-700 aircraft obtains the type certificate.

3.2 & H %14/ Special Conditions

5 3 TSI E A& T ARJ21-700B KT
The Special Conditions in Chapter I section 3 still apply to the ARJ21-700B major design change.
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DA T & H & AHOGE FH T ARJ21-700B # i1 K

The following Special Condition is only applicable to ARJ21-700B major design change:
(1) SC-25-018 ARJ21-700 KHLASSHLZ M E S H i ERMAKRE X (EfE. &AHM: 2021 4 2 /3 10
H)
SC-25-018 ARJ21-700 aircraft business jet cabin design change project to set up a private rest area (post-TC.
Issued on Feb. 10, 2021)

3.3 SR 4 /KFIEquivalent Level of Safety Findings

W= 3 WSS e K TE T ARJ21-700B Bt Rk
The Equivalent Level of Safety Findings in Chapter I section 3 still apply to the ARJ21-700B major design change.

AT 88 R 22 4K AGE F T ARJ21-700B it Kk
The following Equwalent Level of Safety Findings are only applicable to ARJ21-700B major design change:
(1) IA)ied B A-16: b e R AR 25 X B 55 FE/ Issue Paper A-16: Width of aisle and passenger areas passageway

£5.813, 85.815.
(2) [n) L 2 EE-32: B4 %2/ Issue Paper E-32: Immediate Observation.

£5.785(h)(2).
(3) IMI4IE E-34: CCAR25.812(b)(1)1%:4% % 4/ Issue Paper E-34: ELOS of CCAR 25.812(b)(1).
5.812(b)(1).

3.4 %%%/Exemptions

— RS 3T AIE &M T ARJ21-700B it K.
The Exemptions in Chapter I section 3 still apply to the ARJ21-700B major design change.

DA #8448 T ARJ21-700B #it KEk:

The following exemptions are only applicable to ARJ21-700B major design change:

(1) E-011 ARJ21-700 KHLA S HLEM Wi 5 20l H %F CCAR-25-R3 4 25.813(e)ik ZR E . 85.813(e) (4=
RMHW: 202142 H 10 H) GiFfa. #%E 80 KD

E-011, Exemption for CCAR-25-R3 § 25.813(e) of ARJ21-700 business jet cabin design change , Issued on Feb.

10, 2021, § 25.813(e) ( post-TC. Period of exemption: long-term)
(2) E-012 ARJ21-700 KHLASSHLZ AR B 5 e 0 H 5 CCAR-25-R3 %5 25.785() sk BRI %  &5.785() (LE

RO 2021422 H 10 H)  GEfa. $%eA80H: KD
E-012, Exemption for CCAR-25-R3 § 25.785(j) of ARJ21-700 business jet cabin design change , Issued on Feb.

10, 2021, 85.785(j) ( post-TC. Period of exemption: long-term)
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4. FeARFHEAE F FR#I/Technical Characteristics and Operational Limitations

BT A% BTSN, 5 4 5P SRR RS IR T5E T ARJ21-700B Bt K
The Technical characteristics and operational limitations in Chapter | section 4 still apply to the ARJ21-700B major

design change, except for the following revised items:

4.1 KEHUENgines:
I HT A F B A KU KBl B0 CF34-10A16-B
CRENIAL S S H$UES 5. EO0070EN, A5 iAFiES S : VTCO210E, A5 IAn] iE4HE Hhk
KT UG EREHAEIRTO .
2 General Electric Turbofan Engines; Models: CF34-10A16-B (Engine Type Certificate
No.:E00070EN., VTC No.: VTCO0210E, the Validation Data Sheet Revision 7 or subsequent
approved revision).

4.2 JEMANTE M2 £/0il and Oil Capacities:
6 GE #YE NO.DS0TFL (13 i o« AR —HEAE I RF AT % IR R AEHE B9 GEK 112094 447 .
Oils in compliance with GE Specification NO.D50TF1. For each approved special oil, the
operating instructions defined in the GEK 112094.should be followed.
GE CF34-10A16-B K Zh L AT A 25 5 13.3 US it Horpml FvE I 12.7 US & it
Total oil tank capacity of GE CF34-10A16-B engine is 13.3 US quarts, usable oil is 12.7 US
quarts.

4.3 B K% FEE/Maximum Passengers:
13 i,

13 seats.

4.4 it 75 /Serial Numbers

TS KBy ARJ21-7008B:

110,

The following Serial Number Aircraft is ARJ21-700B:
110.

5. FLAERIB AR B RHApproved Technical Documents

S 5 WA MHHE R BORBURMITIE R T ARJ21-700B #eit K.

Approved Technical Documents showed in Chapter | section 5 still apply to the ARJ21-700B major design change.
6. JERE/Notes

B 6 T TAIRIERAE ] T ARJ21-700B Bt K.
Notes showed in Chapter | section 6 still apply to the ARJ21-700B major design change.
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M. ARJ21-700M (¥t KE/Major Design Change)

1. FERARIAHLAE H #/Model and Approval Date

ARJ21-700M (Medical, "FERE KESEETHL) Z7EARI21-700 KHL (Bigk =L Hal 8514 74 CAACHE
HERH E 7 CAMI-70002 2 7 ML 58 20 KHL, £ARJI21-700 KALA—FEri 2, AL ). ZEATCDS
R R R SE LT A 3dE P YRR, XKML E T ARI21-700 KA.

The ARJ21-700M (COMAC Medical jet) is an ARJ21-700 airplane that has been modified from a repurchased airliner
in accordance with CAAC approved COMAC AMI-70002 medical jet design change.ARJ21-700M is a new
configuration of ARJ21-700, but not a new model.These aircraft remain ARJ21-700 aircraft for documentation

purposes on this TCDS and with regard to the applicability of airworthiness directives.

i H 31/Application Date: 20214£6 21 H/Jun. 21, 2021

fLuE H #/Approval Date: 202447 H12H/Jul. 12, 2024

2. AP/ Production Basis

(RTERA RSN ELI S EH 2 TN ERRF 20

(Contents not mentioned below are identical to those of the Charter | section 2)

BRI kP 4 CAAC HIEHER) AMI-70002 427,
The modification is conducted under CAAC approved AMI-70002.

3. HEEA/ Certification Basis

(CRTTBA I LN B G55 — 55 3 TN AR —F0
(Contents not mentioned below are identical to those of the Charter I section 3)
3.1 &M E/Airworthiness standard
ARJ21-700 “KHLEEIT HLITHEE SO Bt R, (EAR B R . ARJ21-700 K HLEEST AL T BE Biid F AR s& b
#E2 ARJ21-700 "KLY 5 A M LRI RO AT AR A -
ARJ21-700 aircraft medical jet design change is a major design change, but it is not a significant design change. The

airworthiness standards applicable to the cabin design change of ARJ21-700 medical aircraft can be the airworthiness
standards when the ARJ21-700 aircraft obtains the type certificate.

3.2 & H %4/ Special Conditions
H—wH 3K I AEE T ARI21-700M it KiK.
The Special Conditions in Chapter I section 3 still apply to the ARJ21-700M major design change.
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AT L H 2 AHAE T ARJ21-700M #eit K

The following Special Condition is only applicable to ARJ21-700M major design change:

(1) SC-25-050 ARJ21-700 B! KMl GIEE) M asdRsiIT#iaMEMAm)m kG, &AmHM: 2022 4 12
28 H)
SC-25-050 Cabin layout of emergency rescue or medical transfer for ARJ21-700 aircraft (post TC) (post-TC.
Issued on Dec. 28, 2022)

3.3 £ 424 /K F/Equivalent Level of Safety Findings
B 3 TR L 4K TE T T ARJ21-T00M Bt K.
The Equivalent Level of Safety Findings in Chapter I section 3 still apply to the ARJ21-700M major design change.

3.4 #54/Exemptions
w3 R A& T ARJ21-700M 5 R .
The Exemptions in Chapter | section 3 still apply to the ARJ21-700M major design change.

4. BoR4EMFME FH R/ Technical Characteristics and Operational Limitations

BREFUSKHEEHAL, BT 4 A BORRH AN BRI iE A T ARJ21-700M B TH R
The Technical characteristics and operational limitations in Chapter | section 4 still apply to the ARJ21-700M major

design change, except for the following revised items:

4.1 KEHUENgines:

P T A A i e KU AL BY0)): CF34-10A16-B

CRENHLIY S S HEIES 5 : EO0070EN, RS INFHES 5. VTCO210E, 7Y 5 An] uEHdE fhi
R 7 SR SRA R o

2 General Electric Turbofan Engines; Models: CF34-10A16-B (Engine Type Certificate
No.:E00070EN., VTC No.: VTCO0210E, the Validation Data Sheet Revision 7 or subsequent
approved revision).

4.2 JFMANTE M 25 #/0il and Oil Capacities:
i GE A3 NO.DSOTFL it e x4 —HEAE AR R TR 4% 4R 4R B GEK 112094 #1447 .
Oils in compliance with GE Specification NO.D50TF1. For each approved special oil, the
operating instructions defined in the GEK 112094.should be followed.
GE CF34-10A16-B K ZNHLIE AR M s A & 13.3 US % /i, A al il 12.7 US % /i,
Total oil tank capacity of GE CF34-10A16-B engine is 13.3 US quarts, usable oil is 12.7 US
quarts.

4.3 HOKE EEE/Maximum Passengers:
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26 J&, AKYRIHZEECE 2 v AT 3 BN .

26 Seats, Up to 3 additional personnel depending on stretcher configuration.

4.4 #ii& 75 /Serial Numbers

FHF%5 KA ARJ21-700M:

111,
The following Serial Numbers Aircraft are ARJ21-700M:

111.
5. HERIEAR %R Approved Technical Documents
F—FH 5 TR B AR ERME F T ARI2L-700M B KL

Approved Technical Documents showed in Chapter | section 5 still apply to the ARJ21-700M major design change

6. yFRE/Notes

H— = 6 WS KERAIE M T ARJ21-700M Bt K.
Notes showed in Chapter I section 6 still apply to the ARJ21-700M major design change.
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Fi. ARJ21-700E (#itki/Major Design Change)

1.

P2 i AL R A0 #E H #/Model and Approval Date

ARJ21-700E (Emergency, [ R €e3E N 2 RERFEFHENL) 2 EARI21-700 ¥HL (2R RIMGENL) Fefl 54
T CAACHEHER) H E 7 CAMI-70003 3 SRR FEFENL T FE XU €L, /2ARJI21-700 “ALH— R Ty, Ak
IHT L . FEARTCDSH I FEIE A 2@ I PER, XKML E TARI21-700 K ML,

The ARJ21-700E (COMAC Emergency jet) is an ARJ21-700 airplane that has been modified from a repurchased
airliner in accordance with CAAC approved COMAC AMI-70003 emergency jet design change.ARJ21-700E is a new
configuration of ARJ21-700, but not a new model.These aircraft remain ARJ21-700 aircraft for documentation

purposes on this TCDS and with regard to the applicability of airworthiness directives.

Hi 175 H 1/Application Date: 20214621 H/Jun. 21, 2021

fLuE H #/Approval Date: 202447 H12H/Jul. 12, 2024

2. 4P/ Production Basis

(CRFTEARIINE G5 — 85 2 TAERFE 30
(Contents not mentioned below are identical to those of the Charter | section 2)
Bk R K H5 2 CAAC HiLHERT AMI-70003 427 .
The modification is conducted under CAAC approved AMI-70003.

3. HFEEAM/ Certification Basis

3.1

(KRB LIA BTG T 3 W ERRE—F0
(Contents not mentioned below are identical to those of the Charter | section 3)
T& i = /Aiirworthiness standard
ARJ21-700 KN SOBERFRIENL T EE O Bt K, (HARE R . ARJ21-700 "KL SR NI
5 0E F S AR HE S ARJI21-700 K HLEUAF RS 5 A UE BT 1038 A 14 o
ARJ21-700 aircraft emergency jet design change is a major design change, but it is not a significant design change.

The airworthiness standards applicable to the cabin design change of ARJ21-700 emergency aircraft can be the

airworthiness standards when the ARJ21-700 aircraft obtains the type certificate.

3.2 L F %14/ Special Conditions
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S 3 TSR L A& A T ARJ21-700E Wi K.

The Special Conditions in Chapter I section 3 still apply to the ARJ21-700E major design change.

3.3 £ 424 /K F/Equivalent Level of Safety Findings
S F 3T AR R 4K AE A T ARJ21-700E KL
The Equivalent Level of Safety Findings in Chapter I section 3 still apply to the ARJ21-700E major design change.

3.4 #4/Exemptions
S B 3 ER e hiE M T ARJ21-T00E it K.
The Exemptions in Chapter I section 3 still apply to the ARJ21-700E major design change.

LA #8 A& H T ARJ21-700E 51t Kk

The following Exemption is only applicable to ARJ21-700E major design change:

(1) E-018 ARJ21-700 ¥HLGIEJE R 2RERFEFENLIH X CCAR-25-R3 £ 25.785(j) sk A= [k FE R M # e (UE
Ja. RATHH: 2024 %21 H 24 H)

E-018 Exemption for CCAR-25-R3 25.785(j) for ARJ21-700E (post TC) (post-TC. Issued on Jan. 24,
2024)

4. BARREEFE B FR#]/Technical Characteristics and Operational Limitations

BT B HEEFA, 56— 5 4 WP SORRFE A HY IR 7538 ) F ARJ21-700E ¥ it K

The Technical characteristics and operational limitations in Chapter | section 4 still apply to the ARJ21-700E major
design change, except for the following revised items:

4.1 KEHUENgines:

I HT A E B A KU KB 245 CF34-10A16-B

CRENAL S S A5 IES 5. EO0070EN, S iAFiES S : VTCO210E, A5 I\TT uEHHE Hk
R 7 B SAHHERRTO
2 General Electric Turbofan Engines; Models: CF34-10A16-B (Engine Type Certificate
No.:E00070EN., VTC No.: VTCO0210E, the Validation Data Sheet Revision 7 or subsequent
approved revision).

4.2 JF AN 25 E/0il and Oil Capacities:
£ GE #¥E NO.DSOTFL [ T o X4 —HLAE AR A I A% A /R F 9 GEK 112094 #1447 .
Oils in compliance with GE Specification NO.D50TF1. For each approved special oil, the
operating instructions defined in the GEK 112094.should be followed.
GE CF34-10A16-B &AL M A S 255 13.3 US i, FLrhml g 12.7 US <.
Total oil tank capacity of GE CF34-10A16-B engine is 13.3 US quarts, usable oil is 12.7 US
quarts.
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CEaSN=

4.3 K& FEE/Maximum Passengers:

28 JiE
28 Seats.

4.4 #i& 75 /Serial Numbers

FH 35 A ARJ21-700E:
124,

The following Serial Numbers Aircraft are ARJ21-700E:
124,
5. HERIE AR %R Approved Technical Documents

7 5 T RRHER BOR BEEMITIE T ARJ21-T00E it KiK.
Approved Technical Documents showed in Chapter | section 5 still apply to the ARJ21-700E major design change.

6. yFRE/Notes

S 6 WS HIERAIE M T ARJ21-700E B KL
Notes showed in Chapter | section 6 still apply to the ARJ21-700E major design change.
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EH{=EE /Administrative Information

RSH5 NiEF / Type Certificate Holder Record
FEEH WA REAR, SE BTk 25 5 200120,
The Commercial Aircraft Corporation of China, Ltd. No. 25, Zhangyang Road, Shanghai, China, 200120.

RS A A SR ARS8 A X BTiE F/Revision and Change Record of the Type Certificate Data Sheet

B BRI AE B /Revision of the Type Certificate Data Sheet

ARG T MRAR B 1
Type Certificate Data Sheet Number, Revision and issuance date

S| No.TC0023A, hitiX7/Rev 7, 202447191
Current No. TC0023A; Revision 7, Date of Issue: 2024-7-19
ik No.TC0023A, hiik6/Rev 6, 20244F7 H 12 H
History No. TC0023A; Revision 6, Date of Issue: 2024-7-12
Jist No.TC0023A, KIK5/Rev 5, 20234F6 526 H
History No. TC0023A; Revision 5, Date of Issue: 2023-6-26
Jist No.TC0023A, K IX4/Revd, 20224£6 H 13H
History No. TC0023A; Revision 4, Date of Issue: 2022-6-13
Jist No.TC0023A, hfIk3/Rev3, 201843 H30H
History No. TC0023A; Revision 3, Date of Issue: 2018-3-30
Jist No.TC0023A, fitik2/Rev 2, 20174£12 4 25H
History No. TC0023A; Revision2, Date of Issue: 2017-12-25
Jist No.TC0023A, KRIX1/Rev 1, 20154E11H20H
History No. TC0023A; Revision2, Date of Issue: 2015-11-20
Jikd No.TC0023A, hitiX0/Rev0, 20144712 H 29H
History No. TC0023A; Revision2, Date of Issue: 2014-12-29

BHE BMEIT e/ Change Record of the Type Certificate Data Sheet

i % /Revision

FEXE BRI EIT i 5% K e
Change Record Note

15— “PRl” S0y 02 E AR GB6537 ERHIMAM” .

Update the ‘Fuel’ for Fuels in compliance with the GB6537 in Chapter I.
2.8 “HONEER” SN K ZF i E E 34700kg.

Add the Maximum Zero Fuel Weight 34700 kg of ‘Maximum Weight’ in

WX 7IRev 7 Chapter I.
3. “HMIAIE AR Hoy, MRAEE AR A SIHLAIE L, A R NS
CF34-10A16-B, CF34-10A16-C, CF34-10A16-D Z! 5.
Add engine model information of CF34-10A16-B, CF34-10A16-C,
CF34-10A16-D in “Qil and Qil Capacities’ sections.
1. 55— BTG L ) %% SC-25-047
WUk 6/Rev 6 Add SC-25-047 in Chapter |

2. 5 — B UL 2K T M-30 447K
Update name of ELOS M-30 in Chapter |
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K% /Revision

FAX b — R EEITId %
Change Record

w1k
Note

3. B —FHTIE S E-015
Add exemption of E-015 in Chapter |

4. 55— RHHLALHI G N CF34-10A16-C, CF34-10A16-D
Update model CF34-10A16-C and CF34-10A16-D in Chapter |

5. 55— B TR S AL S I\ AT IR Sk s g
Update description of the revision of engine VTCDS in Chapter |

6. 25— F T HT 971JB002 (ARJ21-700 KHLE ARG ) MIRRIK
Update the revision of 971JB002 <ARJ21-700 Aircraft Design Configuration
Report>

7. 5% B PR R E fiR
Update Chinese Translation of Maximum passengers in Chapter |

8. B — I HE R AN B R e KU B
Update Maximum Taking Off or Landing Pressure Altitude in Chapter |

9. B3 971HZ2006 (ARJ21-700 K HUIIEM RSN B ATE N HIRRIK
Update the revision of 971HZ2006<ARJ21-700 Aircraft TC configuration
equipment list>

10. B iliE iy 5
Update Serial Numbers

11. TEH TP700100 (ARJ21-700 KAHL AT FMEY MIRRIK
Update the revision of TP700100 <ARJ21-700 Airplane Flight Manual>

12. 34w '5 TP700009 (ARJ21-700 KHLE & FHFAM) HIARIK
Update the revision of TP700009 <ARJ21-700 Airplane Weight and Balance
Manual>

13. TH TP700045 (ARJI21-700 &M PRHIE5) HIRRIK
Update the revision of TP700045 <ARJ21-700 Airworthiness Limitation
Section>

14. TE3H TP700008 (ARJ21-700 KAHLLEMMEEE T AIRRIK
Update the revision of TP700045 <ARJ21-700 Airplane Structural Repair
Manual>

15. 5 FE N SC-25-047 ANiE A T % e B i
Add SC-25-047 Not Applicable for ARJ21-700CCF Chapter 1l

16. 28 —F N e K s i i R
Add Engines for ARJ21-700CCF in Chapter Il

17. B INsE =% ARJ21-700B #Eit K Hui (s 2
Add Chapter 111, including information related to ARJ21-700B major design
change.

18. BN 55 UU 2 ARJ21-700M Bt K e A %15 2
Add Chapter 1V, including information related to ARJ21-700M major design
change.

19. B hN5E F 8 ARJ21-700E #it KEGAH IS5 B
Add Chapter V, including information related to ARJ21-700E major design
change.
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Jii X /Revision FEXT E— AR EIT i 5% - SES
Change Record Note
(R T 3 o Sl S B 3 e o) G
Update Chinese Translation of ELOS
2. T3 9710B002 (ARJ21-700 ¥ MLBETHRI AR ) HIRRIK
Update the revision of 971JB002 <ARJ21-700 Aircraft Design Configuration
Report>
3. HH KRS Ny KPR
Update Chinese Translation of Leveling Means
4. H3F 971HZ2006 (ARJ21-700 KHLIGIER AL RENL e & E M) RIRRIK
Update the revision of 971HZ2006<ARJ21-700 Aircraft TC configuration
equipment list>
5. G5
Update Serial Numbers
Wik 5/Rev 5 6. 3BT TP700100 (ARJ21-700 KHL KATFM) MIARIK
Update the revision of TP700100 <ARJ21-700 Airplane Flight Manual>
7. T3 TP700009 (ARJ21-700 K ALEE & V- FM) AR
Update the revision of TP700009 <ARJ21-700 Airplane Weight and Balance
Manual>
8. T TP700045 (ARJ21-700 & iR HIEE /) RIARIK
Update the revision of TP700045 <ARJ21-700 Airworthiness Limitation
Section>
9. T TP700008 (ARJ21-700 KHLLEMMEEETFM) HIRRIK
Update the revision of TP700008 <ARJ21-700 Airplane Structural Repair
Manual>
10. N5 — % ARJ21-700CCF K # i1 5E k5515 B
Add Chapter II, including information related to ARJ21-700CCF significant
design change.
1. 9 4 TS0 4 M-30. A-14. A-17. F-15, MHIBREE k%4 F-007
Add four ELOS Issue Paper M-30, A-14, A-17, F-15, delete ELOS F-007
2. EHTER S E-003 (O T AT AE AT ANE B R IR I T 50 ) 1 RS R S A 0
Update the revision and period of exemption of Exemptions E-003
<Temporary Exemption for Fuel Tank Flammability Requirement>
3. iR
Update Serial Numbers
4. TEHr 971JB002 (ARJ21-700 KAHLBEIHHZIR ) AR
WX 4IRev 4 Update the revision of 971JB002 <ARJ21-700 Aircraft Design Configuration
Report>
5. BT E KT Tt ik
Update the description of Leveling Means
6. HHT AR R 25 R AL
Update Maximum Passengers
7GR 7 AERE 8, MMBRERVERE 3, HARE T Bt B i
Add NOTE 7and NOTE 8, Delete original NOTE 3, change the serial numbers
of other NOTEs.
R IX 3/Rev 3 LW 1 S 4, ) AL EE EE-30
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K% /Revision

FAX b — R EEITId %
Change Record

w1k
Note

. BB 971JB002 (ARJ21-700 KALETHATHRE Y HIRIK

CRRER RS E N R AT HE

- G S

. B ¥ 971HZ2006 (ARJ21-700 KALHGEAY T BN B & TE MY IR

Add ELOS Issue Paper EE-30

Update the revision of 971JB002 <ARJ21-700 Aircraft Design Configuration
Report>

Update Maximum zero fuel weight

Update Serial Numbers

Update the revision of 971HZ2006<ARJ21-700 Aircraft TC configuration
equipment list>

K 2/Rev 2

WGPV AR R S

. BE3H 971JB002 (ARJ21-700 KALETHATIRE Y HIRIK

SR RN Rl KU R

- B G e

. B ¥ 971HZ2006 (ARJ21-700 KAHLEGEAY T BN B & TE M) IR

CHFTHEERE 6 FIVERE 7

Add Production Certificate

Update the revision of 971JB002 <ARJ21-700 Aircraft Design Configuration
Report>

Update Maximum Taking Off or Landing Pressure Altitude

Update Serial Numbers

Update the revision of 971HZ2006<ARJ21-700 Aircraft TC configuration
equipment list>

Add NOTE 6 and NOTE 7

JiIk 1/Rev 1

- SR RIR I A R TR P O

- B G P

CHTESETCAR ARJ21-700 KL KAT TN

- SRR 3

BTIETERE 5

Change special fuel operating instructions number

Update Serial Numbers

Add a new version of ARJ21-700 Aircraft Flight Manual

Update NOTE 3

Add NOTE 5

2o
————h -

--—-END----
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