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FAE BN rERED

SECTION 1 GENERAL (ALL MODELS)

1. CAACIA AT i3 B 1 7 5S4 IE B3 B4/ CAAC Validation Data Sheet and Type Certificate Data Sheet

o RS R IA AT B . RO RI A H
CAAC Validation Data Sheet Number, Revision and
issuance date Revision and issuance date

RS SRR BT . FROCRIR H
Type Certificate Data Sheet Number,

1)
Current

VTCO0053A 9 2025/09/16

FAA TO0001SE Revision 47 2024/8/14

VTCO053A 8 2024/06/07

FAA T00001SE Revision 46 2022/3/9

VTCO053A 7 2024/04/18

FAA T00001SE Revision 46 2022/3/9

VTCO053A 6 2016/10/17

FAA TO0001SE Revision 34 2014/1/24

VTCO0053A 5 2015/05/29

FAA T00001SE Revision 34 2014/1/24

i VTCO053A 4 2014/06/16

FAA T00001SE Revision 34 2014/1/24

History | VTCO053A 3 2013/08/20

FAA T00001SE Revision 33 2013/7/2

VTCO053A 2 2011/06/21

FAA T00001SE Revision 25 2009/7/28

VTCO53A 1 2009/08/06

FAA T00001SE Revision 24 2009/4/24

VTCO53A 0 2009/03/27

FAA T00001SE Revision 23 2009/3/2

FAA T00001SE Revision 2 1995/4/19

CAACIAH Hi#E B 45iTiE3 / CAAC VTCDS Change Record

CAAC A\ 1] % 5
W R]

CAAC VTCDS
Revision

BT IR/
Change Record

HEl
Remark

Rev. 9

LAESE3ER 7 VE G IN | 1115

Add Notel5 to Section 3 “777F” part V “Notes”

2. SN EESHE /> HAE B

Add the section 5 ADMINISTRATIVE INFORMATION

Rev. 8

FESR3ER VRN 1 1R 14
Add Notel4 to Section 3 “777F” part V “Notes”

Rev. 7

1. A A]H e S b N A5 &2 4 PS13-1000-C-5. #h 17634 Sk 4
TC6918SE-T-ES-20. %54k % 4= ATO0010BA-T-S-1. % F 4 1-25-687-SC Al
CFR 26.21 Amdt 26-6.

Add ELOS PS13-1000-C-5, Exemption No. 17634, ELOS TC6918SE-T-
ES-20, ELOS AT00010BA-T-S-1, SC 25-687-SC, CFR 26.21 Amdt 26-6
in validation certification basis

2. TP I AR S A AR R AE A IZ AT PR ] 35w Uk (GB 6537) W
fﬁv_

Update of No.3 Jet Fuel (GB6537) in Additional Technical Conditions and
Technical Characteristics and Operational Limitations

3. TTTFZ TR R i) )i

Correct error of Airspeed Limit of 777F

4. 5RO w Mk

Update of Boeing company address

2. &5/ Airworthiness Category: K25 28/ Transport Category Aircraft

3. AT 24 B/ Validation Authority: o [ B 023 J5)/CAAC
5 Y4 F/Certifying Authority: 2 E BT A SR IFAA
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4, BRI B AR A/Type Certificate Holder: The Boeing Company
737 Logan Avenue N
Renton, WA 98057-0000

5. I\ B sE A/ Validation Certification Basis:

CAACHIWA ] 1 52 HE it FHFAAR 7 8 34l (WFAAZY S G HIEEMRE . 2% 5 TO0001SE) FICAACHH I
PR SFA AR

The CAAC validation basis consists of the FAA certification basis (refer to FAA Type Certificate Data Sheet
No0.TO0001SE) and the CAAC additional technical conditions.

CCAR-26 (iz¥nat YNLMFFELIEM S 2 rdt) - & 4k OB HE 78 1 e Bt 1, % T CCAR-2614T:
FMELT, ATCREA N e FH 2K A6
CCAR-26 — Continued Airworthiness and Safety Improvements for Transport Category Airplanes: applicable
provisions of Part 26 have been included in the certification basis. For any future Part 26 amendments, the holder of
this TC must demonstrate compliance with the applicable sections.

RO & [2012]30 530 (R T2 WAL AU UR B 4 18 B R Al AN ) 2K O A0 36 76 o 8 4l b
The requirements of Civil Aviation Order — Retrospective Requirements for Transport Category Airplane
Ignition Sources Prevention (CAO No 2012-30) have been included in the certification basis.

6. ETOPS: 777-200. 777F: 180%%1/180 minutes
777-300ER: 20743%/207 minutes

7. HEHBRAME R IR AR %/CAAC Additional Technical Conditions:

SEA B [ (8 — 2777 R B KL 2 T M INEOR 2% AF
Each of 777 serial aircraft delivered to China shall meet the following Additional Technical Conditions:

(1) FFEPrA & FH I FAAMAR HE TS 2
All applicable airworthiness directives (ADs) issued by the FAA shall be complied with.
(2) #%CAACIEMTHE 4 CADI7-MULT-38{ 2k, 2R REARGLIRE (QAR)
Per CAAC Airworthiness Directive CAD97-MULT-38, the Quick Access Recorder (QAR) shall be installed.
(3) HRHECCARL21.301(d), o Bl & F Ay B 52 /R FH K Al
Per CCAR 121.301(d), the altimeter measure unit shall be indicated in meter at least.
(4) Wi e N RILANE E 50hrdE “3TWEAEL”  (GB 6537) [FIfdiHI 56 AF
Operational condition for National Standard of the People’s Republic of China “No.3 Jet Fuel” (GB 6537) shall
be defined.
(5) #ric >R /Placard Requirements:
(a) MRHECCAR21.29(5): ML LA X IR BEAT HIFR s 0 35 A 0 B SC A ic MRS s AL _E BT ) ik
2 BALANE RN SRAB7R LB VR T B DL TT 3 7R R SO R e MIRR I s ik 25 AT Re s F I L b B 8
TV HIRAE . AU 2 2 /0 TP ORI
Per CCAR 21.29(5), all on-board placard and marking for awareness, warning, and note to the passenger, all
on-board placard and marking for opening method and location indication of the emergency exit and door to
passenger and outside rescuer; and all operational instructions for on-board emergency equipments possible
operated by passengers shall be presented in Chinese at least.
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(b) H SR KN 24 754 CCAR25.811(e)(4)(iii) FICCAR25.812 ) 3 25K ;

The dimension of the Chinese characters shall comply with the provision of the CCAR 25.811(e)(4)(iii) and
CCAR 25.812 as applicable.

(c) LAERSE Z A SChR AR, AR RHLSAS Z BT ERAS AT 25 CAACH: 2 Bt i

Other placard and marking in Chinese, if any, shall be accepted or approved by the CAAC before or at the
moment of the aircraft delivery.

(6) AT & “ ST a2k KLU K IER P i R s A (R [2012]305) 7 .

Compliance to “Retrospective Requirements for Transport Category Airplane Ignition Sources Prevention
(CAO No0.2012-30)” shall be validated.
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#2345 /SECTION 2: 777-200

. 5 ]/General
1. fiT4=%4/Variant or Model: 777-200
2. &S/ Airworthiness Category: KA ZE B3 Transport category Aircraft
3. BISAHEAERFH AN/Type Certificate Holder: The Boeing Company
737 Logan Avenue N
Renton, WA 98057-0000
4. FAAHILHE H #I/FAA Approved Date: 1995.04.19/19 Apr. 1995
5. CAACHL#E H #/CAAC Approved Date: 1995.12.26/26 Dec. 1995

11. JAT] 8 52 ZAli/Validation Certification Basis

CAACHIIA ] & & 2 hikl HFAA & B 22 al (B T LU RFIBA 040 . VE WLFAATL S S A IEBUE 2 'S
TOO001SE 2 34/ HH 1 777-200 74 5135 7 U o s 264D, PLAKSANFAAZE R % 4x: PS13-1000-C-5. PS13-0901-
ES-1. TS13-0005-S-1. ATO0010BA-T-S-1. PS06-0496-F-18, 1/NFAA+ JH4{4:: 25-687-SC, FICAACIH]
BRI AR 2 A LR o

PS13-1000-C-5 i fifi A fffi

PS13-0901-ES- 1AL ZH Ay e 75 i B ik 25 g 2525 8 O A () ml 4

TS13-0005-S-17ff & M T A L R A /DA LR

ATO0010BA-T-S-1 3j /735 B Ffi Bh 3l 71235 B AR

PS06-0496-F-18 % I HLFIAPU K K FAR 13 11

25-687-SC JE 7t i A48 Fajth

Bl 755 -
14 CFR 25.1457(d)(5)(i) #125.1457(d)(5)(ii)
H#EPS13-0216-C-141 %14 CFR 25.562,25.785,25-295-SC [ & 70 2 % 22 4
ML HEPS05-0177-P-241 %114 CFR 25.981 (145 %k 2 4> ;
14 CFR part 34, f&1E % 34-2 %I 34-3 L) }214 CFR part 36, f&1F % 36-21 %] 36-28

The CAAC validation basis consists of the FAA certification basis (refer to the certification basis of model 777-
200 in FAA Type Certificate Data Sheet No. TO0001SE, Revision 34, except part list below), plus the 5 FAA
ELOS: PS13-1000-C-5, PS13-0901-ES-1, TS13-0005-S-1, AT00010BA-T-S-1, PS06-0496-F-18, 1 FAA Special
Condition: 25-687-SC and the CAAC additional technical conditions.

PS13-1000-C-5 14 CFR 25.853(a) and (d) Compartment Interiors

PS13-0901-ES-1 14 CFR 25.1441(c) Crew Determination of the Quantity of Oxygen Available in the Lavatory
Passenger Service Units Bottles

TS13-0005-S-1 14 CFR 25.1443(c) Determination of Minimum Oxygen Flow for the Lavatory Oxygen System

ATO0010BA-T-S-1 14 CFR 25.1549(b) Powerplant and APU instruments

PS06-0496-F-18 14 CFR 25.1555(d)(1) Engine and Auxiliary Power Unit(APU) Fire Switch Handle Design

25-687-SC 14 CFR 25.863 and 25.1353 Non-Rechargeable Lithium Batteries
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Part not included in CAAC validation basis:
sec. 25.1457(d)(5)(i), sec. 25.1457(d)(5)(ii);
ELOS for 25.562,25.785,25-295-SC according to PS13-0216-C-1;
ELOS for 25.981 according to PS05-0177-P-2;
14 CFR part 34, Amendment 34-2 through 34-3
14 CFR part 36, Amendment 36-21 through 36-28

1. FARKAEFIZ 47 PR %/ Technical Characteristics and Operational Limitations

K EIHLIENgines

BRI /Fuel

RENNUA E 8 S f
F B #1l/Engine
Ratings &
Operating Limits:

2 G HE PWA090 AL B & s HL. / 2 Pratt and Whitney Turbofan Model:
PW4090 (& ZENHLINATFSAHIE VTC 075E / Engine Validation Type Certificate
VTC 075E)
438 H] GE90-90B 745 ()36 i & ZL/2 General Electric Turbofan Model: GE90-
90B (KENHLINFI B S & 4&4FE VTCO054E, 7S\l iF4c#s Sk 4 | Engine
Validation Type Certificate VTCO054E, The Validation Data Sheet Revision 4

H KB

FEA B R B BRI AT B2 1) ASTM D-1655 Jet-A 2%l Jet A-1 4,
MIL-T-5624 JP-5 2, MIL-T-83133 JP-8 2%, e N RFLANE E 5 bt “3 Smi
KRB (GB 6537) o HRHE ARG A ™ i 2 LA _E I Z1 G 1 6 2R i pA 2
FIHRSEH o R AR IR 6 AT 5 A T IRSTIE TS 2016 2R kv i BT
FRA .

Pratt and Whitney Engines:

Fuels conforming to ASTM D-1655 grades Jet-A and Jet A-1, MIL-T-5624 grade JP-5,
MIL-T-83133 grade JP-8 and National Standard of the People’s Republic of China
“No.3 Jet Fuel” (GB 6537) are acceptable. Fuels produced to other specifications and
having properties meeting the requirements of the above specifications are acceptable.
The fuel and any fuel additives must conform to the latest approved version of P&W
Service Bulletin 2016.

I RS

FFA R R BEYE R 2 v #2521 ASTM D-1655 Jet-A 2 Al Jet A-1 2,
MIL-T-5624 JP-5 2%, MIL-T-83133 JP-8 2%, 4 N\ RILANE E 5k “3 Smi
BREL” (GB 6537) o HRHE ARG A ™ i 2 LA B A1 G 14 e 2R B AT 2
ARSI o R AR TR IR 2575 5 8 2 m) AR IR A ATE D50TR2 4
FEHAE I BT hRUAS -

General Electric Engines:

Fuels conforming to ASTM D-1655 grades Jet-A and Jet A-1, MIL-T-5624 grade JP-5,
MIL-T-83133 grade JP-8 and National Standard of the People’s Republic of China
“No.3 Jet Fuel” (GB 6537) are acceptable. Fuels produced to other specifications and
having properties meeting the requirements of the above specifications are acceptable.
The fuel and any fuel additives must conform to the latest approved version of GE
Aviation Turbine Fuels Specification D50TF2.

HEEHHL: W FAA HEHER AT T b R ShALAE (B F BR )38 23 o 2R
FAA HIEHER ©AT T IR S 2r o vF, HERIFZEN, IER 5 Jreii K [E
PR AR DLIEK 3] 10 434 . / Pratt & Whitney Engines: See the FAA approved Flight
Manual for engine ratings and operating limits. The normal 5 minute take off time limit
may be extended to 10 minutes for engine out contingency if permitted by the
Limitations Section of the FAA approved Airplane Flight Manual.
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7= 3[R 1]/ Airspeed
Limits(1AS):

FvE/Datum:

R F5EK
IMAC:

HLIEH/CG
Range:

Sl =n7gi}
Leveling Means:

B 112 5]
/Control Surface
Movements:

B K H/Maximum
Weights:

HE 4B ER
[Certification
Maintenance
Requirements:

R %515 B Service
Information:

A EAREINL: REIPLFIBUEE I FAA #LAER ©ATFM (A BR S FAA it
AER) RAT AR 6. Wi FAA ftHER) WAT T A BRE A7 o vF, Bk
fFZERS, IR 5 ot K R PRI AT LLAE K 2] 10 434 . General Electric Engines:
See the FAA approved Airplane Flight Manual for engine ratings. See the FAA
approved Airplane Manual and Note 6 for engine operating limits. The normal 5
minute takeoff time limit may be extended to 10 minutes for engine out contingency if
permitted by the Limitations Section of the FAA approved Airplane Flight Manual.

VMO/MMO = 330KIAS/.87M.
FAh ) 2 PR, DI A FAA SEAER KB ©AT Tt
For other airspeed limits, see the appropriate FAA approved Airplane Flight Manual.

S O LT ALK AT YT 92.5 JE~f Ak,
Sta 0.0, located 92.5 in forward of airplane nose(B.S. 92.5).

278.51 JE~}/inches

DLAE ) FAA SEAER EHL AT Tl
See the appropriate FAA approved Airplane Flight Manual.

TEA MIMLESAE PN A SRR 7K P2 2 5% . / A plumb bob attachment and
leveling provision scale are provided in the right hand body wheel well.

NPRIE WHLIERIZAT, AU & B AT I8 0] 2R G0 A R o A A ) &% BRI )

B3, R LA L R LA FAA HEHER BRI T 2225 %2 . / To insure proper

operation of the airplane, the movement of the various control surfaces must be

carefully controlled by proper rigging of the flight control systems. The airplane must,

therefore, be rigged according to the following FAA-approved data:

W K485 [ Boeing Drawing Numbers:

251W1001 23535 W3/ Rigging Instructions 1 [f]3%4)/ Lateral Control

251W2001 23531 B 13/ Rigging Instructions T F&f¢ 4544/ Elevator Control

251W3001 %353 B4/ Rigging Instructions 77 [A] #1544/ Rudder Control

251W4001 223 156 8] 3/ Rigging Instructions 27 7€ i it “T-45: 2\ % 4t/ Stabilizer Trim
Control System

256W2001 % %i% %%/ System Rigging A543/ Leading Edge Slat
256W3001 ‘z%4 15 B 45/ Rigging Instructions #£# IX%) 22 4t/Drive System Flap
Actuation

JE ) FAA SEAER EHL AT Tl
See the appropriate FAA approved Airplane Flight Manual.

CMRs FITER S 4E5 11 RI BRSO D622W001-9 [ 9 #741 (5F 9 B14 FAA
fHE) , BRIIEE R RSNV S SR EE B b o S 6 SCA rh B8 7 g R SR
M PAT. | The CMRs are listed in either the FAA approved Section 9 of Boeing
Maintenance Planning Data Document D622W001-9 or the applicable engine Type
Certificate Data Sheet. The more restrictive requirement from these two documents
shall be in force.

P D634W201  “777-200 SEREEE TN 2 FAA HLHERISCIE. kS5
Al IR 2515 B M 20 FAA L K A5 & AR 3] 2808 1) 75 B ./ Boeing
Document D634W201 “777-200 Structural Repair Manual” is FAA-approved. Service
Bulletins and other service information when FAA-approved will carry a statement to
that effect.
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U 7 i
/Model Eligible
serial numbers:

B /MLAL/Minimum
Crew:

BRATZEILH)
/Maximum
Baggage/Cargo:

RRTFT AL
/Maximum
Passengers:

o STHP MRS 5
/Fuel and Oil
Capacity:

AR A
/Minimum Required
Fuel:

FAA & & ZETili/
FAA Certification
Basis:

UL FAA 55 4%IF B8 B TO0001SE .
See the FAA TCDS T00001SE

2 4 AT B IE S B0RTE] 2 3/ Two (2): pilot and copilot

J3E ) 2 5T A

See appropriate Weight and Balance Manual.

440

D F B S P 0.
See appropriate Weight and Balance Manual.

DL I ) S P T

See appropriate Weight and Balance Manual.

A. 14 CFR part 25 of the Federal Aviation Regulations:

Amendment 25-1 through 25-82, except for:

&5.571(e)(1) which remains at amendment 25-71 level.

85.1457 at amendment 25-124 applicable to Line Number 858 and on.
85.1459 at amendment 25-124 applicable to Line Number 858 and on.

Optional Design Regulations:
Ditching: &5.801, 25.1411(d), (e), (f), (g) and 25.1415
Ice Protection: 85.1419

14 CFR part 26:

Based on 14 CFR 81.101(qg) for changes made to TCs applicable provisions of 14
CFR part 26 are included in the certification basis. For any future 14 CFR part 26
amendments, the holder of this TC must demonstrate compliance with the applicable
sections

Compliance has been found for the following regulations at Amendment 26-0: §6.11
Compliance has been found for the following regulations at Amendment 26-1: §6.43,
26.45, 26.47, and 26.49

Compliance has been found for the following regulations at Amendment 26-3: §6.33
and §6.39

In addition to 14 CFR part 25 of FARs, the type certification basis for the Model 777-
200 airplane includes compliance with the emissions standards of 14 CFR part 34,
Amendment 34-1 through 34-3, and with the noise standards of 14 CFR part 36,
Amendment 36-1 through 36-28.

Exemptions from 14 CFR part 25:

1. Floor Warpage for Flight Deck Seats Exemption from 14 CFR 25.562(b)(2).
(Exemption No. 5436, April 1, 1992).

2. Partial Exemption from 14 CFR 25.1435(b)(1), Hydraulic Proof Pressure Test.
(Exemptions No. 5758, Oct. 1, 1993 and No. 5758A, Oct. 29, 1993).
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3. Partial Exemption from 14 CFR 25.901(c), No single powerplant or auxiliary power
unit failure will jeopardize the safe operation of the airplane. (Exemption No. 7955,
January 17, 2003) See Note 8

4. Partial Time-Limited Exemption from 14 CFR &5.853(a), appendix F, paragraph
(a)(1)(i), Testing on Large Interior Panels, granted through November 28, 2011.
(Exemption No. 9791, November 28, 2008, Exemption No. 9791B, March 1, 2010,
Exemption No. 9791C, February 4, 2011)

5. Partial Time Limited Exemption from 14 CFR 25.301, 25.303, 25.305, 25.307,
25.601, 25.603, 25.613, 25.901(b)(2), 25.901(c), 25.1103(d), 25.1191, and 25.1301(d),
Thrust reverser inner wall damage and pneumatic duct failures on all Rolls Royce
engine powered 777 series aircraft production line numbers 1 through 796, granted
through October 27, 2015. (Exemption No. 9949, October 27, 2009)

6. Time-Limited Exemption from 14 CFR 25.1535 as specified in Appendix K,
825.1.4(a)(3) as the regulation applies to low-fuel alerting for approval extended
operations (ETOPS) beyond 180 minutes, granted through January 11, 2014
(Exemption No. 10193, January 11, 2011)

Equivalent Safety Findings exist with respect to the following regulations:

14 CFR 85.125(a)(2) and 85.149 - Landing Minimum Control Speed.

14 CFR 25.331(d), 25.333, 25.335(d), 25.341, 25.345, 25.349(b), 25.351(b), 25.371,
25.373, 25.391, and 25.427 - Design Gust Criteria.

14 CFR 25.562, 25.785, Special Condition No. 25-295-SC - Dynamic Test
Requirements for Single Occupant Side-Facing Seats on Boeing Model 777
(documented in ELOS Memo PS09-0445-CS-1)

14 CFR 25.562(b)(2) - Emergency Landing Dynamic Conditions

14 CFR 25.785(f)(3) - for Flexible Interior Items Track Mounted 1.33 Fitting Factor.
14 CFR 25.562, 25.785, Special Condition No. 25-295-SC — for Single Occupant
Side-Facing Seats. (documented in ELOS Memo PS13-0216-C-1)

14 CFR 25.791(a) and FAR 25.853(d) — “No Smoking” Limitation in the passenger
compartment

14 CFR 25.803(c) - for Inoperative Floor Proximity Light System during the Full Scale
Evacuation Demonstration.

14 CFR 25.811 - Exterior Exit Markings

14 CFR 25.811(f) - Door sill reflectance

14 CFR 25.813(e) — Doors between passenger compartments (documented in Transport
Airplane Directorate ELOS Memo PS05-0272-C-1)

14 CFR 25.819 - Lower Lobe Attendant Rest (LLAR)

14 CFR 25.853(a) — Adhesives used in interior panel bent joint potting applications
(documented in TAD ELOS Memo PS08-0670-C-1)

14 CFR 25.853(a) and (d) Compartment Interiors (Documented in TAD ELOS
Memorandum PS13- 1000-C-5)

14 CFR 25.869(a)(4) - for Fiber Optic Cables used in the Model 777.

14 CFR 25.933(a)(1)(ii) - Inflight Thrust Reverser Deployment Demonstration.

14 CFR 25.981, Amdt 25-125 - Fuel tank ignition prevention (see Note 12)

14 CFR part 25.981, Amdt 25-125 - for the Fuel Tank Flammability Rule (FTFR).
(documented in ELOS Memo PS05-0177-P-2)

14 CFR 25.1182(a) and 25.1183(a) - for Fire Resistant Requirement for Hydraulic
Components Located in the Strut Aft Fairing.

14 CFR 25.1183(a) - Fire Resistance of Power Door Opening System on Engine
Compartments (GE Engines)

14 CFR 25.1303(c)(1) - Overspeed Aural Warning.

14 CFR 25.1305(c)(7) - Warning Means for Engine Oil Filter Indication
Contamination. (PW engines only)

14 CFR 25.1351(b)(5) - Flight Controls DC Power

14 CFR 25.1387(b) & (c) - for Forward Position Lights.

14 CFR 25.1389(b)(3) — Red and Green Position Lights - Aft Lamps Only

14 CFR 25.1441(c) Crew Determination of the Quantity of Oxygen Available in the
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Lavatory Passenger Service Units Bottles (documented in ELOS Memo PS13-0901-
ES-1)

14 CFR 25.1443(c) Determination of Minimum Oxygen Flow for the Lavatory Oxygen
System (documented in TAD ELOS Memo TS13-0005-S-1)

14 CFR 25.1459(a)(2) - for Flight Data Recorder Accelerometers.

14 CFR 25.1549(b) — Powerplant and Auxiliary Power Unit Instruments (Documented
in TAD ELOS Memorandum ATO0010BA-T-S-1)

14 CFR 25.1555(d)(1) Engine and Auxiliary Power Unit(APU) Fire Switch Handle
Design (documented in ELOS Memo PS06-0496-F-18)

14 CFR 25. (several sections) Use of 1g Speed Instead of Minimum Speed in the Stall
as a Basis for Compliance. (All 14 CFR 25 Sections, except structural, dealing with
stall speeds/related factors for turbojet airplanes).

Special Conditions with respect to the following subjects apply to the Model 777-200:
Special Conditions No. 25-ANM-78, effective on December 10 1993, addressed the
following issues:

. Operation without Normal Electrical Power

. Integrated Command Signal Integrity

. Protection from Lightning and High-Intensity Radiated Fields Protection

. Effect of Flight Control Systems on Structure

. Design Maneuver Requirements

. Limit Engine Torque Loads for Sudden Engine Stoppage

. Flight Characteristics Compliance via Handling Qualities Rating Method

. Electronic Flight Control System - Control Surface Awareness

O~NO O~ WN P

Note: (Special Conditions on lightning are no longer part of the Type Certificate as a
result of Boeing's voluntary compliance with Amendment 25-80 which resulted in
issuance of 14 CFR 25.1316, "System Lightning Protection™).

Special Conditions No. 25-ANM-84A, effective on October 8 ,2003, addressed
airplane type design approval for Extended Range Operation With Two-Engine
Airplanes (ETOPS).

Special Conditions No. 25-141-SC, effective on December 7, 1998, Seats With
Avrticulating Seat Backs

Special Conditions No. 25-187A-SC, effective on October 29, 2004, addressed seats
with inflatable lapbelts.

Special Conditions No. 25-192-SC, effective on November 6, 2001, addressed
Overhead Crew Rest Compartments.

Special Conditions No. 25.230-SC, effective on April 9, 2003, addressed Overhead
Crew Rest Compartments

Special Conditions No. 25-260-SC, effective on April 14, 2004, addressed the
Overhead Crew Rest Compartment Occupiable During Taxi, Take-off, and Landing
Special Conditions No. 25.295-SC, effective on August 9, 2005, Side-Facing Single-
Occupant Seats equipped with inflatable lapbelts

Special conditions No. 25-336-SC, published in the Federal Register on November 15,
2006. addressed overhead cross aisle stowage compartments.

Special Conditions No. 25-367-SC, effective on February 7, 2008, addressed Seats
With Non-Traditional, Large, Non-Metallic Panels

Special Conditions No. 25-503-SC, effective on November 18, 2013, addressed
Aircraft Electronic System Security Protection From Unauthorized Internal Access
Special Conditions No. 25-504-SC, effective on November 18, 2013, addressed
Aircraft Electronic System Security Protection From Unauthorized External Access
Special Conditions No. 25-687-SC, effective to design changes applied for after May
31, 2017, addressed Non-Rechargeable Lithium Batteries. See the applicability section
of these special conditions for more information on which design changes must meet
them.
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V. ZHLHE ) SCHRE 47/ The Approved Chinese Placards

PUR BB B A2 0 v SChR I AR R ) P S0 A ) HCAACHR 32 3 T FAATIL T -
The Chinese Placards involved in the following data have been accepted by CAAC and approved by FAA:

Fr5 Pt TAS) A CHERELS)
Code Title Number Rev./See Note 13
1 777 Bilingual (Chinese) Placards and Markings D6-36621-5 New

V. FERE/Notes

FREINOTE 1:

FREINOTE 2:

TEREINOTE 3:

VEREINOTE 4:

TEREINOTE 5:

BE LA AR U AT IE P AR EBGIE S AR AT AR B A 0 w06 200 AT 24 i ) B B P 41
%, BRIFEIEANAES CAAC ftHAEM R R G| R A F#. /A current Weight
& Balance Report must be in each aircraft at the time of original airworthiness
certification and at all times thereafter except in the case of an operator having a
CAAC approved loading system for weight and balance control.

AL AHZ IR ZE FAA LR AT FAMEM . JL2Z4 FAA AR AT Tk
CAAC iz & M7 8l CAAC A1t & JE itk Fir 25K (AR R AR Z0AE KL L 222
[/Airplane operation must be in accordance with the FAA Approved Airplane Flight
Manual. All placards required by either FAA Approved Airplane Flight Manual, the
CAAC applicable operating rules, or the CAAC Validated Certification Basis must be
installed in the airplane.

JIT S SR PR 5 W e 5 M 22 4 7 i A1 1) B 8 I 1) B 7E 98 SC A D622W001-9 H S 9
B FAA SEAE R & AT RR A 73 o A7 IR R A2 MR I 3 SO D101W801-36 H iy ik 2k
4K 1. IRequired structural inspections and the retirement times for safe-life parts
are listed in the FAA Approved Airworthiness Limitations Section (Section 9) of
Boeing Document D622W001-9. The inspection intervals for those inspections are
based upon the curves contained in Boeing Document D101W801-36.

THMARYE B 5 S A& AR AR 77 I 5 RALANR#E N [E . /The airplane of
following Serial Numbers produced under Type Certificate only shall not be permitted
to enter China: 777-200: 26916-26919, 26921, 26925, 26929, 26930, 26932, 26936,
27105, 27106, 27116, 27265

IR4E FAA & 2 AF 25-ANM-84 X} 777-200 B4 3If¢ KHLIEAT T VFAh, RIS EHL
F T SO D044WO054 “777 L5 KHL ETOPS #7Y. ZE4rRIfEFRe” 1 A,
A 180 B HIXUKIERE ©AT . AR ANEEELIE ETOPS s THIfitHE. / The
Models 777-200 have been evaluated in accordance with FAA Special Conditions
Number 25-ANM-84, and found suitable for 180-minute Extended Range Operations
with Two-Engine Airplanes (ETOPS) operations when operated and maintained in
accordance with Boeing Document D044W054 “Model 777 ETOPS Configuration,
Maintenance, and Procedures.” This finding does not constitute approval to conduct
ETOPS operations.

R4 2000 4F 3 H 21 H FAA ETOP BUKA5 B EPL 20-1 HH 85 & BSR4 777-
200 B4 KHLEEAT 1 VFAY, 24 CHLIZ R IE 2 S04 D044W054 it & I kit 207 4
ETOPS. #R#E FAA BURIERMIFAL, 1EH ETOPS TR AN 180 434F, 1fij 207
53 e R A AT ] A P B ) PE AR BRI RAT TG AR AN B o 2 2518 A KA RS
Jii 207 4y%h ETOPS iz& HIkrifE. /The Models 777-200 have been evaluated in
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TEREINOTE 6:

TEREINOTE 7:

TEREINOTE 8:

FRB/NOTE 9:

accordance with the type design requirements contained in FAA ETOPS Policy Letter
EPL 20-1, dated March 21, 2000, and approved for 207-minute ETOPS when
configured in accordance with Boeing Document D044W054. The use of 207-minute
maximum diversion time is limited to a flight-by-flight exception basis from normal
180-minute ETOPS operations, as authorized in the FAA policy letter. This finding
does not constitute approval to conduct 207-minute ETOPS operations.

PAR RHLRTR SIHLIG LA 6L 45 777-200/GE90-85B/-90B, 777-200/GE90-94B, 777-
200/PW4084D/PW4090/PW4090-3 %1%} 25 i 25.3(b)(2)#1 25.1535 HIEER AT T
PP, RIS CHLL RS SO D044W054 “777 BLj| KL ETOPS AL, 4id
AR AEFHIIE S 180 70 B XUR ERE KAT . IZGHIR ATE ST ETOPS 1T
HOE 1A%

The airplane/engine combinations 777-200/GE90-85B/-90B, 777-200/GE90-94B, 777-
200/PW4084D/PW4090/PW4090-3 have been evaluated in accordance with the type
design requirements of 14 CFR 25.3(b)(2) and 25.1535 and found suitable for greater
than 180- minute ETOPS operations when operated and maintained in accordance with
Boeing Document D044W054 "Model 777 Configuration, Maintenance, and
Procedures." This finding does not constitute approval to conduct ETOPS operations.

PO GE Kzl KL TR IZAT R R FHE N1 70%, A zhhLnsZi
EDBEIZIT 10 AR ZIREIOGEH TR aSIE T, EIRFEHER
N RBIHLT S A BT A B A1 4 v A0 Y R T RS2 . [For
General Electric only: The engines must be operated at idle for at least 10 minutes
prior to shutdown after static operation at N1 settings greater than 70%. This limitation
applies to static operation only; under normal operation conditions, the idle cooling
instructions contained in the engine manufacturers operating instructions are
acceptable.

777 R KAl C gt HEE <G /N T BRI B SIS AT . 5T RVSM 7 I RR4E
EMAIZATHEHERYE CAAC ¥iflil AC 91-074f /N B [A] % (RVSM) 7S iz
1T %£3K/The Model 777 has been approved to operate in “Reduced Vertical Separation
Minimum” (RVSM) airspace. Continued airworthiness and operational approval
aspects of RVSM must be constructed according to CCAC Advisory Circular (AC) 91-
07, titled “Operational Requirement for Flight in Reduced Vertical Separation
Minimum Airspace.”

FAA YONAEATANAT 2 54 ) R BB S e & 777 AE4P RSO v 8 L A 56 2%
RO DL R A 2= Wit CHLI &2 4ia AT, I RifR4E CCAR121.707 2k s .

/The FAA has determined that the occurrence of any uncontrollable high thrust failure
condition, or any of the associated causal failures listed within the Boeing 777

Maintenance Planning Document, “may endanger the safe operation of an airplane”
and hence are reportable under CCAR 121.707.

NTFE 14 CFR 25.981 KIFFRATERF IR E SFAR NO.88 5 Y ZLR M & (1155 T
YR A 2 48 B0 o ) BT ) AR RIRE L AH DS R AR A A SR B T A Y
FEHIBR AN B FITE FAA HEAE IS AT PR R B 8 g B R F 1 - & 777 4E971H R
Hds SCft D622W001-9, 2006 4 2 Hhix Al FAA J5 Stk flcA . 777-200 2751
HAF2265  569 R kML, LIRS 2006 F 3 HMCABES: FAA #LHERIIR
Ao FAA IETHRIRATENIE 2, 5RH1A 58T 569 ) 777-200 LA AT &
2006 4 3 H fRABE2E FAA fILHERIRAS . /

Mandatory replacement times, inspection intervals, related inspection procedures and
all critical design configuration control limitation for the fuel tank system determined
during the Special Federal Aviation Regulation No. 88 program and for compliance
with 14 CFR 25.981 are listed in the FAA-approved Airworthiness Limitations and
Certification Maintenance Requirement, Section 9, of Boeing 777 Maintenance
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FREINOTE 10:
FREINOTE 11:

FREINOTE 12:

VEREINOTE 13:

Planning Data Document D622WO001-9, Revision February 2006 or later FAA-
approved revision. All Model 777-200, -300, -300ER, and -200LR series airplanes,
production line number 569 and on, must comply with Revision March 2006, or a later
FAA-approved revision. The FAA is planning to issue an airworthiness directive
mandating compliance with Revision March 2006, or a later FAA-approved revision,
applicable to all Model 777-200, -300, -300ER, and -200LR series airplanes with
production numbers lower than 569.

75 [Empty
75 [Empty

FSE RV (NGRS 772 ) ORI CHLI Bk 22 e AT A s AL &R
gt WS TR e RS (FRS) B ERAIR T FAR 25-125 S{2IEREIT
JGH) FAR 25.981 25 MISER 24 5% 5T FRS FIEMTIE R 1l A A EAH B 1 4E1E
THRISCHRSE 9 9. [Certification basis for FAR 25.981 at amendment 25-125, and
Equivalent Safety Finding for the Flammability Reduction System (FRS), is applied if
fuel tank inerting is installed in new airplane production (starting with line # 772) or as
a modification on existing aircraft. Airworthiness Limitations for the FRS are
contained in Section 9 of the applicable Maintenance Planning Document.

BE Ja SR AL HE I A .

Including the subsequent approved version(s).
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34 /SECTION 3: 777F

I. E]/General
1. fitAE & Variant or Model: T77F
2. &S/ Airworthiness Category: KA ZE B3 Transport category Aircraft
3. BISAKEAERFH AN/Type Certificate Holder: The Boeing Company
737 Logan Avenue N
Renton, WA 98057-0000
4. FAAHILHE H #I/FAA Approved Date: 2009.02.03/03 Feb. 2009
5. CAACHL#E H #/CAAC Approved Date: 2009.03.27/27 Mar. 2009

11. JAT] 8 52 ZAli/Validation Certification Basis

CAACHIIA ] & & 2 hikl HFAA & B 22 al (B T LR FIBA 034k o VE LFAATL S SIS 5 'S
TOO00LSE 55 34 HH I 777F Y SR 73 1) o g Al 5 DA KR AANFAASE R % 4: PS15-0568-F-1. PS13-1000-C-
5. AT00010BA-T-S-1. PS06-0496-F-18,1/NFAA% Fi 4 14:25-687-SC, 14 CFR 26.21 at Amendment 26-6 71
CAACHH B I A 25 A 4R

PS15-0568-F-14R sh/EHR AT G MEbnifE: EFXB777 CHLI BE

PS13-1000-C-5 i fifi A fffi

ATO0010BA-T-S-1 3j /3% B i Bh 2l 7125 B AR

PS06-0496-F-18 % I HLFIAPU K K FAH 1R 11

25-687-SC JE 71 H U HL it

14 CFR 26.21 at Amendment 26-6 75 %4 PR ]

BN 53 -
14 CFR 25.1457(d)(5)(i) #125.1457(d)(5)(ii)
M 4EPS05-0177-P-2%1 %114 CFR 25.981 1453 4 4 ;

The CAAC validation basis consists of the FAA certification basis (refer to the certification basis of model 777F
in FAA Type Certificate Data Sheet No. TOO001SE, Revision 34, except the part list below); plus the 4 FAA ELOS:
PS15-0568-F-1. PS13-1000-C-5. ATO0010BA-T-S-1. PS06-0496-F-18; 1 FAA Special Condition: 25-687-SC;
14 CFR 26.21 at Amendment 26-6; and the CAAC additional technical conditions.

PS15-0568-F-1 14 CFR 25.251(a) (b), Finding for Vibration /Buffeting Compliance Criteria, Vibration/Buffeting
Compliance Criteria, Modifications to Boeing 777 Aircraft

PS13-1000-C-5 14 CFR 25.853(a) and (d) Compartment Interiors

ATO00010BA-T-S-1 14 CFR 25.1549(b) Powerplant and Auxiliary Power Unit Instruments

PS06-0496-F-18 14 CFR 25.1555(d)(1) Engine and Auxiliary Power Unit(APU) Fire Switch Handle Design

25-687-SC 14 CFR 25.863 and 25.1353 Non-Rechargeable Lithium Batteries

14 CFR 26.21 at Amendment 26-6, Limit of Validity

Part not included in CAAC validation basis:
sec. 25.1457(d)(5)(i), sec. 25.1457(d)(5)(ii);
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ELOS for 25.981 according to PS05-0177-P-2;

1. FARKAEFIZ 47 PR %/ Technical Characteristics and Operational Limitations

K EhHL/Engines:

#Ruh/Fuel:

R BN E 15 S A
FH B #ill/Engine
Ratings &
Operating Limits:

7= 3[R 1]/ Airspeed
Limits(1AS):

FLUE/Datum:

SRS
IMAC:

HLVEH/CG
Range:

PRI i/
Leveling Means:

B\ 112 5)
/Control Surface
Movements:

2 5 H GE90-110B1 A 5| ¥t i K B Hl./2 General Electric Turbofan

Model:GE90-110B1 AR ZIHLIN AT B 5 5441k VTCO054E, Y5\ Al ik
g ¥ Bk 4 | Engine Validation Type Certificate VTCO054E, The
Validation Data Sheet Revision 4)

FEA B R BE RR M AT HZ 1) ASTM D-1655 Jet-A &Rl Jet A-1 4,
MIL-T-5624 JP-5 %%, MIL-T-83133 JP-8 &, 4 NRILFIE EFRbrift “3 51
PR (GB 6537) o HRHE AR YE A= i 2 LA _E I Z1RIE 1 E 2R B AT 2
A2 o ORI SR TS IR 57 5 8 2 m) S IR S A ATE. D50TR2 4
FEAE R BT RRAS o

Fuels conforming to ASTM D-1655 grades Jet-A and Jet A-1, MIL-T-5624 grade JP-5,
MIL-T-83133 grade JP-8 and National Standard of the People’s Republic of China
“No.3 Jet Fuel” (GB 6537) are acceptable. Fuels produced to other specifications and
having properties meeting the requirements of the above specifications are acceptable.
The fuel and any fuel additives must conform to the latest approved version of GE
Aviation Turbine Fuels Specification D50TF2.

RENHLHIRUE (B I FAA SEHER) AT T (AT R W FAA SEHERT AT FEAE
FE 6. ISR FAA HIEHERT WAT T b O BRMES 70 FovF, M ERRAE R, 1R 570
Pk KA E] PR 1 T PLSE K 2] 10 43%F . General Electric Engines: See the FAA
approved Airplane Flight Manual for engine ratings. See the FAA approved Airplane
Flight Manual and Note 6 for engine operating limits. The normal 5 minute takeoff
time limit may be extended to 10 minutes for engine out contingency if permitted by
the Limitations Section of the FAA approved Airplane Flight Manual.

VMO/MMO = 330KEAS/.89M.
FoAh i BRI, IE A ) FAA AR CHL AT T
For other airspeed limits, see the appropriate FAA approved Airplane Flight Manual.

ulifir O 2 THLK AT T 92.5 FE~f 4k
Sta 0.0, located 92.5 in forward of airplane nose (B.S. 92.5).

278.51 FE~}/inches

JLE ) FAA SEAER EHL AT Tl
See the appropriate FAA approved Airplane Flight Manual.

EAMPLES AR N A S AR AN K T ZI B2 . / A plumb bob attachment and leveling
provision scale are provided in the right hand body wheel well.

NPRAIE WHLIERIEAT, A2 & B AT 128 1) 2R G0 48 2 B AT 2 ) &% BRI )
5. R KL 2% B DL FAA HEHER TORIIE T 2225 % . 1 To insure proper
operation of the airplane, the movement of the various control surfaces must be
carefully controlled by proper rigging of the flight control systems. The airplane must,
therefore, be rigged according to the following FAA-approved data:

#4851 Boeing Drawing Numbers:

251W1001 #2536 B 5/ Rigging Instructions 4 [ #: 40/ Lateral Control
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B K E &/Maximum
Weights:

HE B ER
[Certification
Maintenance
Requirements:

AR %515 B/ Service
Information:

U 2
/Model Eligible
serial numbers:

/ML /Minimum
Crew:

PN S
/Maximum
Passengers:

B RATZEILH)
/Maximum
Baggage/Cargo:

TR IR i 25
/Fuel and Qil
Capacity:

AT 3 R
/Minimum Required
Fuel:

B KIZAT
/Maximum
Operating Altitude:

FAA & & 2L Aili/
FAA Certification
Basis:

251W2001 2353 B 13/ Rigging Instructions T+ F4#¢ 4540/ Elevator Control

251W3001 233 B -3/ Rigging Instructions 77 #4544/ Rudder Control

251W4001 2353 B 45/ Rigging Instructions 22 5E [ it F-#E 9\ & i/ Stabilizer Trim
Control System

256W2001 % 4i% 2%/ System Rigging A4 523/ Leading Edge Slat

256\W3001 22351 B 15/ Rigging Instructions # ¥ 3X%)) £ 4i/Drive System Flap
Actuation

DI ) FAA SEAERRT KL AT Tt .
See the appropriate FAA approved Airplane Flight Manual.

CMRs FI{EJZ4Ed1HRI R SO D622W001-9 55 9 &45 (55 9 T4 FAA
), BRIIEE R RSN S SR EEE Brh o S 4y SO rh BE g R
4T, / The CMRs are listed in either the FAA approved Section 9 of Boeing
Maintenance Planning Data Document D622W001-9 or the applicable engine Type
Certificate Data Sheet. The more restrictive requirement from these two documents
shall be in force.

JE A D634W215 “777F G5BT 2 FAA HLHERISCIF . IRS5 5 AL
MR 5515 B 244 FAA HEAER 1A & AH [F 2N 1 75 B« / Boeing Document
D634W215 “777F Structural Repair Manual” is FAA-approved. Service Bulletins and
other service information when FAA-approved will carry a statement to that effect.

W, FAA 54 k44 B TOO001SE.

See the FAA TCDS T00001SE

2 4 KAT I IEZ IR 2 3/ Two (2): pilot and copilot

MIEER T 9779 2 FAA HEHER HL AT THHIE BB, 777F k&N
11 \. /For 777F total persons capacity is limited to: Maximum of eleven (11) persons
per Exemption 9779 and limitations outlined in the FAA approved Airplane Flight
Manual.

DL3&E F A & 5 P45 1. /See appropriate Weight and Balance Manual.

W& B B 5 P8 F . /See appropriate Weight and Balance Manual.

D3 ) & 5P T . /See appropriate Weight and Balance Manual.

43,100 % X ffeet.

A. 14 CFR part 25 of the Federal Aviation Regulations (FAR) as amended by
Amendments 25-1 through 25-117, with the exceptions listed below:
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SECTION NO. TITLE

25.3(b)(2)
25.103
25.107
25.111
25.119
25.121
25.125
25.143
25.149
25.201
25.207
25.233
25.237
25.473
25.613
25.723
25.731
25.735
25.773
25.783
25.807
25.812
25.813
25.820
25.841(a)
25.853
25.855
25.856
25.869

Special provisions for ETOPS type design approvals

Performance — stalling speed

Takeoff speeds

Takeoff path

Landing Climb: All engines operating
Climb: One Engine Inoperative

Landing

Controllability and Maneuverability General
Minimum control speed

Stall demonstration

Stall warning

Directional stability and control

Wind velocities

Ground load conditions and assumptions
Material strength properties and design values
Shock Absorbtion Test

Wheels

Brakes

Pilot Compartment View

Doors

Passenger Emergency Exits

Emergency Lighting

Emergency EXxit Access

Lavatory Doors

Pressurized Cabins

Compartment Interiors

Cargo or Baggage Compartments
Thermal/Acoustic insulation materials
Fire Protection: Systems

25.981(a)(b) Fuel Tank temperature
25.1001(f) Fuel jettisoning system

25.1141
25.1305
25.1323
25.1325
25.1353
25.1411
25.1431
25.1439
25.1447
25.1457
25.1459
25.1516
25.1527
25.1535
25.1583
25.1585
25.1587

Powerplant Controls: General
Powerplant Instruments
Airspeed Indicating System
Static Pressure Systems
Electrical Equipment & Installation
Safety Equipment: General
Electronic Equipment
Protective Breathing Equipment
Oxygen Dispensing Units
Cockpit VVoice Recorder

Flight Data Recorder

Other Speed Limitations

Ambient Air Temperatures and Operating Altitude

ETOPS Approval
Operating Limitations
Operating Procedures
Performance Information

AT AMDT. 25-

120
108
108
115
108
108
108
108
108
108
108
108
108
103
112 (1)
103
72 (2)
92 (3)
108 (4)
114 (5)
114 (6)
116 (7)
116
114
86
116
116
111
113
102
108
115
115
109
108
113 (8)
116
113 (9)
115
116
124 (10)
124 (10)
105
105
120
105
105
108

(1) Comply with Amendment 25-112 except that Not Significant changes comply
with 25.613(c) at Amdt 25-72: existing doors, wing, keel/wheelwell, fairings,
empennage, landing gear, propulsion structure, lower lobe cargo structure, flight
controls, high lift
(2) Main and nose wheels from both suppliers (Messier-Bugatti and Goodrich) are
unchanged. (Goodrich nose wheel is unchanged, but the TSO load rating for the
wheel has been increased compared to the 777-200LR due to increased loads on the
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777F). 14 CFR 25.731(a), (b), (c) amendment 72 for wheels, tires, brakes, and
landing gear systems.

(3) Complies with Amendment 25-92 due to Not Significant changes to brake control
cable (rerouting of cable runs 3” inboard due to installation of the new aluminum
floor beams) and unchanged main wheel brakes and reassessed for landing brake
kinetic energy for increased landing weights, Landing gear systems and Hydraulic
controls — mechanical.

(4) Complies with Amendment 25-108 except for the window heat control unit which
remains at amendment level 25-72.

(5) Complies at Amendment 25-114 for the new Main Deck Cargo Door only. All
other pressurized doors remain at amendment 25-88.

(6) Complies with Amendment 25-114 for weights only. Escape systems are not
effected by this change and comply with 25-94

(7) Complies with amendment 116 except for: 25.812(g) is not applicable to 777F.
Physical lighting of the emergency escape means complies with 25.812(h) at
amendment 25-88.

(8) Complies with Amendment 25-113 except for Avionics — SATCOM complies
with Amendment 25-42 for 25.1353(a) due to Not Significant changes to the system
(9) Complies with Amendment 25-113 except for Avionics — SATCOM complies
with Amendment 25-0 for 25.1431(a), (c) due to Not Significant changes to the
system. Avionics- CVR and FDR comply with Amendment 25-0 for 25.1431(c).
Cabin Systems — PAS complies with Amendment 25-0 for 25.1431.

(10) Compliance to amendment 25-124 applicable to Line Number 858 and on.

Following Optional Design Regulations have been complied with:
Ditching: 14 CFR 25.801, 25.1411(d), (e), (f) and 25.1415
Ice Protection: 14 CFR 25.1419

Exemptions from 14 CFR part 25:

1. Floor Warpage for Flight Deck Seats Exemption from 14 CFR 25.562(b)(2).
(Exemption No. 5436, April 1, 1992 and No. 5436A, January 3, 1997 and No.
5436B, November 15, 2000).

2. Partial Exemption from 14 CFR 25.785(j), Seat Back Hand hold

(Exemption No. 9779, October 31, 2008)

3. Partial Exemption from 14 CFR 25.857(e), Class E Cargo Compartments
(Exemption No. 9779, October 31, 2008)

4. Partial Exemption from 14 CFR 25.901(c), Thrust Control Malfunction
Accomodation and Single Failures of Thrust Levers

(Exemption No. 7955, January 17, 2003)

5. Partial Exemption from 14 CFR 25.1447(c)(1), Equipment standards for oxygen
dispensing units

(Exemption No. 9779, October 31, 2008, Exemption 9779A, September 15, 2009)

6. Partial Time-Limited Exemption from 14 CFR &5.853(a), appendix F, paragraph
(a)(1)(i), Testing on Large Interior Panels, granted through November 28, 2011.
(Exemption No. 9791, November 28, 2008, Exemption No. 9791B, March 1, 2010 ,
Exemption No. 9791C, February 4, 2011)

7. Time-Limited Exemption from 14 CFR 25.1535 as specified in Appendix K,
825.1.4(a)(3) as the regulation applies to low-fuel alerting for approval for extended
operations (ETOPS) beyond 180 minutes, granted through January 11, 2014
(Exemption No. 10193, January 11, 2011)

The following regulations have been complied by Equivalent Level of Safety:

14 CFR 25.201(d), Amdt 25-84 — Stall Demonstration

14 CFR 25.203(a), Amdt 25-84 — Stall Characteristics

14 CFR 25.251(a) (b), PS15-0568-F-1-Finding for Vibration /Buffeting Compliance
Criteria, Vibration/Buffeting Compliance Criteria, Modifications to Boeing 777
Aircraft
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14 CFR 25.335(b), Amdt 25-91 — Dive Speed Definition with Dive Speed Protection
14 CFR 25.341, Amdt 25-86 — Design Gust Criteria

14 CFR 25.343, Amdt 25-86 — Design Gust Criteria

14 CFR 25.345, Amdt 25-91 — Design Gust Criteria

14 CFR 25.371, Amdt 25-91 — Design Gust Criteria

14 CFR 25.373, Amdt 25-86 — Design Gust Criteria

14 CFR 25.391, Amdt 25-86 — Design Gust Criteria

14 CFR 25.571(b), Amdt 25-96 — Freedom from Wide Spread Structural Fatigue
Damage

14 CFR 25.791(a). Amdt 25-72 — “No Smoking” Limitation in the Passenger
Compartment

14 CFR 25.809(b)(2), Amdt 25-72 — Escape Slide Inflation Times

14 CFR 25.810(a)(1), Amdt 25-88 - Escape Slide Inflation Times

14 CFR 25.811, Amdt 25-79 - Exterior Exit Marking

14 CFR 25.811(f), Amdt 25-88 - Door Sill Reflectance

14 CFR 25.831(g), Amdt 25-89 — Ventilation

14 CFR 25.853(d), Amdt 25-83 - “No Smoking” Limitation in the Passenger
Compartment

14 CFR 25.853(a) and (d) Compartment Interiors (Documented in TAD ELOS
Memorandum PS13- 1000-C-5)

14 CFR 25.855, Amdt 25-116 - Inadvertent Smoke Detection in Lower Lobe Cargo

Compartments

14 CFR 25.857, Amdt 25-93 - Inadvertent Smoke Detection in Lower Lobe Cargo
Compartments

14 CFR 25.858(a), Amdt 25-93 — Inadvertent Smoke Detection in Lower Lobe Cargo
Compartments

14 CFR 25.933(a)(1)(ii), Amdt 25-72 - Inflight Thrust Reverser Deployment
Demonstration.

14 CFR 25.934, Amdt 25-23 — Thrust Reverser Installation for Engine Endurance
Testing

14 CFR 25.981, Amdt 25-125 - Fuel tank ignition prevention (see Note 12)

14 CFR part 25.981, Amdt 25-125 - for the Fuel Tank Flammability Rule (FTFR).
(documented in ELOS Memo PS05-0177-P-2)

14 CFR 25.1182(a), Amdt 25-11 - for Fire Resistant Requirement for Hydraulic
Components Located in the Strut Aft Fairing

14 CFR 25.1183(a), Amdt 25-57 — Fire Resistance of Power Door Opening system
on Engine Compartments (GE Engines)

14 CFR 25.1303(c)(1), Amdt 25-90 - Overspeed Aural Warning.

14 CFR 25.1305, Amdt 25-72 - APU Instrumentation and Monitoring Requirements.
14 CFR 25.1351(b)(5), Amdt 25-72 - for Flight Controls DC Power.

14 CFR 25.1389(b)(3), Amdt 25-0 — Red & Green Position Lights, Aft Lamps Only.
14 CFR 25.1435(a),(b)(1), Amdt 25-104 - Hydraulic Systems

14 CFR 25.1459(a)(2), Amdt 25-65 - for Flight Data Recorder Accelerometers

14 CFR 25.1549(b) Powerplant and Auxiliary Power Unit Instruments (Documented
in TAD ELOS Memorandum AT00010BA-T-S-1)

14 CFR 25.1555(d)(1) Engine and Auxiliary Power Unit(APU) Fire Switch Handle
Design (documented in ELOS Memo PS06-0496-F-18)

14 CFR 25.1501(b), Amdt 25-42 - APU Instrumentation and Monitoring
Requirements

14 CFR 25. (several sections), Amdt 25-75 Use of 1g Speed Instead of Minimum
Speed in the Stall as a Basis for Compliance.

Special Conditions with respect to the following subjects apply to the Model 777F:
Special Condition No. 25-ANM-78, effective on December 10, 1993, addressed the
following subjects:

1. Operation without Normal Electrical Power

2. Integrated Command Signal Integrity
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3. Protection from Lightning and High-Intensity Radiated Fields (HIRF) Protection

4. Effect of Flight Control Systems on Structure

5. Design Maneuver Requirements

6. Limit Engine Torque Loads for Sudden Engine Stoppage

7. Flight Characteristics Compliance via Handling Qualities Rating Method

8. Electronic Flight Control System - Control Surface Awareness

Note: (Special Conditions on lightning are no longer part of the Type Certificate as a
result of Boeing’s compliance with 14 CFR part 25 Amendment 25-80 which
resulted in issuance of 25.1316, “System Lightning Protection™).

Special Condition No. 25-ANM-84A, effective on October 8, 2003, addressed
airplane type design approval for Extended Range Operation With Two-Engine
Airplanes (ETOPS).

Special Condition No. 25-187A-SC, effective on October 29, 2004, addressed seats
with inflatable lapbelts.

Special Conditions No. 25-503-SC, effective on November 18, 2013, addressed
Aircraft Electronic System Security Protection From Unauthorized Internal Access
Special Conditions No. 25-504-SC, effective on November 18, 2013, addressed
Aircraft Electronic System Security Protection From Unauthorized External Access
Special Conditions No. 25-687-SC, effective to design changes applied for after May
31, 2017, addressed Non-Rechargeable Lithium Batteries. See the applicability
section of these special conditions for more information on which design changes
must meet them.

14 CFR part 26:

Based on 14 CFR 81.101(g) for changes made to TCs applicable provisions of 14
CFR part 26 are included in the certification basis. For any future 14 CFR part 26
amendments, the holder of this TC must demonstrate compliance with the applicable
sections

Compliance has been found for the following regulations at Amendment 26-0: 26.11

Compliance has been found for the following regulations at Amendment 26-1:
86.43, 26.45, 26.47, and 26.49

Compliance has been found for the following regulations at Amendment 26-3:
86.33 and 86.39

Compliance has been found for the following regulations at Amendment 26-6:
26.21

In addition to 14 CFR part 25 of FARs, the type certification basis for the Model
777F airplane includes compliance with the emissions standards of 14 CFR part 34,
Amendment 34-1 through 34-3, and with the noise standards of 14 CFR part 36,
Amendment 36-1 through 36-28.

B. This type certificate was obtained under the delegation option authorization
provisions of 14 CFR part 21.

IV. 3 S SChRIC AR/ The Approved Chinese Placards

PAR SR b TR 5 1 b SChR IS ARRR ) SR E B ICAACHE 2 JF HFAAREHE :
The Chinese Placards involved in the following data have been accepted by CAAC and approved by FAA:

F5 P it ETRS) fRA CHERELS)
Code Title Number Rev./See Note 13
1 777 Bilingual (Chinese) Placards and Markings D6-36621-5 New

V. 1 EFRE/Notes
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FREINOTE 1:

VEREINOTE 2:

VEREINOTE 3:

TEREINOTE 4:

TEREINOTE 5:

FREINOTE 6:

FREINOTE 7:

BRI RMUHT A BUE HTIE IS A EGIE J5 A (] I R 0 250 CATL 24 i 2 B AP 4
i, BRAFEIENAS CAAC #LiER R Rz EEM T4 . /A current Weight
& Balance Report must be in each aircraft at the time of original airworthiness
certification and at all times thereafter except in the case of an operator having a
CAAC approved loading system for weight and balance control.

Pl IR 2 FAA HERER AT FIHME R . L2 FAA SILHER) AT T ek
CAAC iz & M7 8k CAAC ATt 5E JE itk iir B 5K AR R AR Z0AE KL B 222
[/Airplane operation must be in accordance with the FAA Approved Airplane Flight
Manual. All placards required by either FAA Approved Airplane Flight Manual, the
CAAC applicable operating rules, or the CAAC Validated Certification Basis must be
installed in the airplane.

FIT SR P 8 R o 8 R 22 4 74 i A1 FR) B e B 1) 51 £ 3% 3 SC A D622W001-9 Hf1 38 9
B FAA SEAE R & AT RR A 73 o A IR R A2 MR I 38 5 SO D101W801-36 H i b 2k
KA. 1

Required structural inspections and the retirement times for safe-life parts are listed in
the FAA Approved Airworthiness Limitations Section (Section 9) of Boeing
Document D622W001-9. The inspection intervals for those inspections are based upon
the curves contained in Boeing Document D101W801-36.

75/ Empty.

A FAA L %A 25-ANM-84 ‘5551 777F B0 1) ’HLEEAT T PFAk, R34 KL
IR P S D044AW054 “777 UG KL ETOPS #RY. 4E4PAIfEy” 8 I,
W 180 B HIXURIERE ®AT . 2S5 IR BLSE N ETOPS iz & HttHE. / The
Models 777F have been evaluated in accordance with FAA Special Conditions
Number 25-ANM-84, and found suitable for 180-minute Extended Range Operations
with Two-Engine Airplanes (ETOPS) operations when operated and maintained in
accordance with Boeing Document D044W054 “Model 777 ETOPS Configuration,
Maintenance, and Procedures.” This finding does not constitute approval to conduct
ETOPS operations.

777FIGEQ0-110B1/-115B %1%t 25 # 25.3(b)(2)A1 25.1535 AZRHEAT T 1P, 4
RHLAZ R & SO D044W054 “777 ALGITKHL ETOPS #4584, e Ry~ fH
IFI&E G 180 2B IRUR IERE AT . XS5 IR AL St ETOPS 1247 Attt
777F/GE90-110B1/-115B have been evaluated in accordance with the type design
requirements of 14 CFR 25.3(b)(2) and 25.1535 and found suitable for greater than
180- minute ETOPS operations when operated and maintained in accordance with
Boeing Document D044W054 "Model 777 Configuration, Maintenance, and
Procedures." This finding does not constitute approval to conduct ETOPS operations.

BN GE A EhHL: KEIHLAL THAIZAT R iR EE N1 70%, Kaiflb
BB EIEIT 10 A BERA . ZIRFIDOEH] T#f Ik KRRk fEIEF G
LR RBNHL) SR B B b B S S 4 U R AT R . [ For
General Electric only: The engines must be operated at idle for at least 10 minutes
prior to shutdown after static operation at N1 settings greater than 70%. This limitation
applies to static operation only; under normal operation conditions, the idle cooling
instructions contained in the engine manufacturers operating instructions are
acceptable.

777 B KA DB AR <4/ T B R R s 4T . 8T RVSM J7 T RFEETE
FUAZ AT REHERR B CAAC %@ S AC 91-07 “4i/NEE ARG (RVSM) [z
17 #23K”/The Model 777 has been approved to operate in “Reduced Vertical Separation
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EFEINOTE 8:

EFEINOTE 9:

FREINOTE 10:
FREINOTE 11:

FREINOTE 12:

VER/NOTE 13:

FREINOTE 14:

{EREINOTE 15:

Minimum” (RVSM) airspace. Continued airworthiness and operational approval
aspects of RVSM must be constructed according to CCAC Advisory Circular (AC) 91-
07, titled “Operational Requirement for Flight in Reduced Vertical Separation
Minimum Airspace.”

FAA YRS m HE /) RGO R PE 777 4E40 1H RIS rh 31 A 50 2k
RUB UL KA iG WHLH) 2 4aisdT, B RARYE CCAR121.707 R4k # . The
FAA has determined that the occurrence of any uncontrollable high thrust failure
condition, or any of the associated causal failures listed within the Boeing 777

Maintenance Planning Document, “may endanger the safe operation of an airplane”
and hence are reportable under CCAR 121.707.

777 HOYESP TR B ST 5 0 E 0 2 BT R AL & SFAR NO.88 5, & 14
CFR25.981/The Maintenance Planning Data Document, Section 9 for the 777F meets
Special Federal Aviation Regulation No. 88 and compliance to 14 CFR 25.981.

75 [Empty
75 [Empty

W FSE RV (NGRS 772 82D BRI CHLI Bk 22 e PR A s 1L &R
gt WX TR e RS (FRS) [ E5EAR A FAR 25-125 S{2IEREIT
JGH) FAR 25.981 X MEEM 24 56 5T FRS IR BR ) A 25 FEAH B2 [ 4E A2
THRISCf 25 9 # b, [Certification basis for FAR 25.981 at amendment 25-125, and
Equivalent Safety Finding for the Flammability Reduction System (FRS), is applied if
fuel tank inerting is installed in new airplane production (starting with line # 772) or as
a modification on existing aircraft. Airworthiness Limitations for the FRS are
contained in Section 9 of the applicable Maintenance Planning Document.

B RS HMERI A -

Including the subsequent approved version(s).

HEAETTTR CAL25/ N A 10 ¢ #57K T 5 A2 A5 bRlE 7 i B e it vt BE 25U/ Approve
777F design change in the 25 HR CVR ULB NRLB.

NAT T PZTTTF KMl Techtest 2 5 {8 4 8 U A R L& T 5E 2. / The

design change of Boeing 777F Techtest Portable Emergency Locator Transmitter (P-
ELT) has been validated.
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#4345 /SECTION 4: 777-300ER

I. E]/General
1. fitAE & Variant or Model: 777-300ER
2. &S/ Airworthiness Category: KA ZE B3 Transport category Aircraft
3. BISAKEAERFH AN/Type Certificate Holder: The Boeing Company
737 Logan Avenue N
Renton, WA 98057-0000
4. FAAHILHE H HI/FAA Approved Date: 2004.03.16/ 16 Mar. 2004
5. CAACHL#E H #/CAAC Approved Date: 2011.06.21/ 21 Jun. 2011

11. JAT] 8 52 ZAli/Validation Certification Basis

CAACHIIA ] & & 2 hikl HFAA & B 22 al (B T LR FIBA 034k o VE LFAATL S SIS 5 'S
TOO001SE 55 34 1 (1 777-300ER BY 1] 56 43 ¥ /7 52 J: 4D, DA R IANFAA#: #e: Exemption No. 17634, 74
FAAZE Rk 22 4> PS15-0568-F-1. PS13-1000-C-5. PS13-0901-ES-1. TS13-0005-S-1. TC6918SE-T-ES-20.
ATO00010BA-T-S-1. PS06-0496-F-18, 1/NFAALF%k1F: 25-687-SCHICAACHT B It A 2% A4 i

Exemption No. 17634 A6 A8 = (R[] 2%

PS15-0568-F-14RSN/FHRAF G PR HE: £FXFB777 WAL BE 2k

PS13-1000-C-5 JfE A ffii

PS13-0901-ES-LHLAH fff i 75 i BT i 25 1 25285 B <O 1 ml A

TS13-0005-S-17ff & il FT 48T R i i de /N

TC6918SE-T-ES-20 FHr kit A A 24t

ATO0010BA-T-S-1 3j /735 B i Bh 3l 7125 B AR

PS06-0496-F-18 % I HLFIAPU K K FAK 13 11

25-687-SC E 71 H U L it

BIANER 5 -
14 CFR 25.1457(d)(5)(i) #125.1457(d)(5)(ii)
M 4EPS13-0216-C-1%1 %14 CFR 25.562,25.785,25-295-SC {34 3 25 2502 4
ML HEPS05-0177-P-241 %114 CFR 25.981 145 %k 2 4> ;

The CAAC validation basis consists of the FAA certification basis (refer to the certification basis of model 777-
300ER in FAA Type Certificate Data Sheet No. TOO001SE, Revision 34, except the part listed below), plus 1 FAA
Exemption No0.17634, 7 FAA ELOS: PS15-0568-F-1. PS13-1000-C-5. PS13-0901-ES-1. TS13-0005-S-1.
TC6918SE-T-ES-20. AT00010BA-T-S-1. PS06-0496-F-18, 1 FAA Special Condition 25-687-SC and the CAAC
additional technical conditions.

Partial Exemption from 14 CFR 25.813(e), Installation of Doors between Passenger Compartments (Exemption
No. 17634, November 3, 2017)

PS15-0568-F-1 14 CFR 25.251(a) (b), Finding for Vibration /Buffeting Compliance Criteria, Vibration/Buffeting
Compliance Criteria, Modifications to Boeing 777 Aircraft

PS13-1000-C-5 14 CFR 25.853(a) and (d) Compartment Interiors
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PS13-0901-ES-1 14 CFR 25.1441(c) Crew Determination of the Quantity of Oxygen Available in the Lavatory
Passenger Service Units Bottles

TS13-0005-S-1 14 CFR 25.1443(c) Determination of Minimum Oxygen Flow for the Lavatory Oxygen System

TC6918SE-T-ES-20 14 CFR 25.1443(d) Portable Pulse Oxygen System

ATO00010BA-T-S-1 14 CFR 25.1549(b) Powerplant and APU instruments

PS06-0496-F-18 14 CFR 25.1555(d)(1) Engine and Auxiliary Power Unit(APU) Fire Switch Handle Design

25-687-SC 14 CFR 25.863 and 25.1353 Non-Rechargeable Lithium Batteries

Part not included in CAAC validation basis:

sec. 25.1457(d)(5)(i), sec. 25.1457(d)(5)(ii);
ELOS for 25.562,25.785,25-295-SC according to PS13-0216-C-1;
ELOS for 25.981 according to PS05-0177-P-2;

1. FARKEFIZ 47 BR i/ Technical Characteristics and Operational Limitations

K EHI/ENgines 2 £ GE90-115B %! GE &5 K Bt/
2 General Electric Turbofan Model: GE90-115B
(BN AT B 5 A 4540E VTCO054E, B4 -5\ nlE s 5L UK 4 / Engine Validation
Type Certificate VTC0054E, The Validation Data Sheet Revision 4)

1A /Fuel FEE R R RS R 2 T332 . ASTM D-1655 Jet-A ZiF1 Jet A-1 4,
MIL-T-5624 JP-5 £, MIL-T-83133 JP-8 £, e NRILHIEEFKIzHE “3 5mi
KL (GB 6537) o HRAE HAM ARG A 7 R 2 DAL BT BRI I E 2K A
TR RTRESZ 0 o SR AR I VS N R e A 5 3 R om0 e A i LY
D50TF2 [ 2 St 1 55T iR AS o
Fuels conforming to ASTM D-1655 grades Jet-A and Jet A-1, MIL-T-5624 grade JP-
5, MIL-T-83133 grade JP-8 and National Standard of the People’s Republic of China
“No.3 Jet Fuel” (GB 6537) are acceptable. Fuels produced to other specifications and
having properties meeting the requirements of the above specifications are
acceptable. The fuel and any fuel additives must conform to the latest approved
version of GE Aviation Turbine Fuels Specification D50TF2.

RENNAEE S GE KL
FHBR 1 L FAA HEAER) AT T b R SV UBUE BLANE 6 A ShpLAE RS R
Engine Ratings &  FAA il WAT FMhBIRHI S AvE, M RASZER, E# 5 b
Operating Limits: i i fa] JR 1T LASP 2 55 10 436«
General Electric Engines:
See the FAA approved Airplane Flight Manual for engine ratings. See the
FAA approved Airplane Flight Manual and Note 6 for engine operating limits.
The normal 5 minute takeoff time limit may be extended to 10 minutes for
engine out contingency if permitted by the Limitations Section of the FAA
approved Airplane Flight Manual

2SR ]« VMO/MMO = 330KEAS/.89M.
Airspeed Limits: T HEERE], W FAAHEAER) WL AT TR A
For other airspeed limits, see the appropriate FAA approved Airplane Flight Manual.

HLJE T FAA HEAER) KB AT T IR 23
CG Range: See the appropriate FAA approved Airplane Flight Manual.
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IEPNERF W FAA EHER KHL ©AT T hE H B 27

Maximum Weights:  See the appropriate FAA approved Airplane Flight Manual.

R 7 P T FAA BS54 UE 4045 5. TO0001SE

Model Eligible serial See FAA TCDS T00001SE

numbers:

LB e

PERTINENT DATA

/ML : 20, IEBBMEI S, AR MITHERKESE N 3 SITLZRA 1 1Mk

Minimum Crew: %61,
Two (2): pilot and copilot. One flight attendant is required at each door no. 3
overwing exit.

PN S8 550 Ao Xf ThRZH0d 500 A, £ 3 51T DALZRA 114355 .

Maximum 550. For passenger capacity above 500, an 11th flight attendant is required at door 3

Passengers: exit.

BRRAT ) DL3E ) 2 T T A

Maximum See appropriate Weight and Balance Manual.
Baggage/Cargo:

BohAE AR WEMANER 5T

Fuel and Qil See appropriate Weight and Balance Manual.
Capacities:

IR 5 JA T - T FAA HEAER) KB AT T 2>
Minimum Required  See appropriate FAA approved Airplane Flight Manual.
Fuel:

B KNISAT R 43100 H R

Maximum Operating 43,100 feet

Altitude:

FAA 1) 8 2 FEnl A. Part 25 of the Federal Aviation Regulations:

FAA Certification Amendment 25-1 through 25-98, except for:

Basis: 25.831(a) and (g) which remains at amendment 25-86(3%: 5:Br I 777-300ER & &
£t 25.831 H7E 25-41 1B1E R /KT
25.841(a), which remains at amendment 25-86 (yE£: SZfr_I- 777-300ER & & FL fil
25.841 [ £ 25-38 {2 IE54/KF) ,and
25.853(d)(3), which remains at amendment 25-82 (yF: SZfr_ I 777-300ER & & 3
fili 25.853 R 25-72 B IE %K) .
25.1457 at amendment 25-124 applicable to Line Number 858 and on.
25.1459 at amendment 25-124 applicable to Line Number 858 and on.
25.1517 is not part of the TC
25.1535 at amendment 25-120

14 CFR part 26:

Based on 14 CFR 81.101(g) for changes made to TCs applicable provisions of 14
CFR part 26 are included in the certification basis. For any future 14 CFR part 26
amendments, the holder of this TC must demonstrate compliance with the applicable
sections

Compliance has been found for the following regulations at Amendment 26-0:
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£6.11

Compliance has been found for the following regulations at Amendment 26-1:
86.43, 26.45, 26.47, and 26.49

Compliance has been found for the following regulations at Amendment 26-3:
§6.33 and 86.39

Part 34 of the Federal Aviation Regulations:
Amendment 34-1 through 34-3.

Part 36 of the Federal Aviation Regulations:
Amendment 36-1 through 36-24.

Optional Design Regulations:
Ditching: 14 CFR 25.801, 25.1411(d), (e), (f), (g) and 25.1415
Ice Protection: 14 CFR 25.1419

Exemptions from 14 CFR Part 25:

1. Floor Warpage for Flight Deck Seats Exemption from 14 CFR
25.562(b)(2).(Exemption No. 5436, April 1, 1992 and No. 5436A, January 3, 1997
and No. 5436B,November 15, 2000).

2. Partial Exemption from 14 CFR 25.1435(b)(1), Hydraulic Proof Pressure
Test.(Exemption No. 7478, March 28, 2001).

3. Partial Exemption from 14 CFR 25.901(c), Thrust Control Malfunction
Accomodation and Single Failures of Thrust Levers (Exemption No. 7955, January
17, 2003).

4. Partial Time-Limited Exemption from 14 CFR &5.853(a), appendix F, paragraph
(a)(1)(i), Testing on Large Interior Panels, granted through November 28, 2011.
(Exemption No. 9791, November 28, 2008, Exemption No. 9791B, March 1, 2010 ,
Exemption No. 9791C, February 4, 2011)

5. Business Class Seat installation on Boeing model 777-300ER aircraft from 14
CFR 853(d) and Special Condition 25-367-SC, condition 1, granted October 25, 2010
(Exemption No. 10156, October 25, 2010)

6. Time-Limited Exemption from 14 CFR 25.1535 as specified in Appendix K,
825.1.4(a)(3) as the regulation applies to low-fuel alerting for approval for extended
operations (ETOPS) beyond 180 minutes, granted through January 11, 2014
(Exemption No. 10193, January 11, 2011)

7. Partial Exemption from 14 CFR 25.813(e), Installation of Doors between
Passenger Compartments (Exemption No. 17634, November 3, 2017)

Equivalent Safety Findings exist with respect to the following regulations:

14 CFR 25.201(d) — Stall Demonstration

14 CFR 25.203(d) — Stall Characteristics

14 CFR 25.251(a) (b), PS15-0568-F-1-Finding for Vibration /Buffeting Compliance
Criteria, Vibration/Buffeting Compliance Criteria, Modifications to Boeing 777
Aircraft

14 CFR 25.335(b) — Dive Speed Definition with Dive Speed Protection

14 CFR 25.562, 25.785, Special Condition No. 25-295-SC - Dynamic Test
Requirements for Single Occupant Side-Facing Seats on Boeing Model 777
(documented in ELOS Memo PS09-0445-CS-1)

14 CFR 25.562, 25.785, Special Condition No. 25-295-SC — for Single Occupant
Side-Facing Seats. (documented in ELOS Memo PS13-0216-C-1)

14 CFR 25.571(b) — Freedom from Wide Spread Structural Fatigue Damage

14 CFR 25.613 — Material Design Review

14 CFR 25.723(a) — Shock Absorption

14 CFR 25.791(a) and 25.853(d) — “No Smoking” Limitation in the passenger
Compartment
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14 CFR 25.809(b)(2) and 25.810(a)(1) — Escape Slide Inflation Times

14 CFR 25.810 - Off-wing Escape System/Bottle Loss During Landing Gear
Collapse

14 CFR 25.811 - Exterior Exit Marking

14 CFR 25.811(f) - Door Sill Reflectance

14 CFR 25.813(e) — Doors between passenger compartments

14 CFR 25.831(a) — Airplane Operation with Air Conditioning Packs Off During
Takeoff

14 CFR 25.853(a) — Adhesives used in interior panel bent joint potting applications
(documented in TAD ELOS Memo PS08-0670-C-1)

14 CFR 25.853(a) and (d) Compartment Interiors (Documented in TAD ELOS
Memorandum PS13- 1000-C-5)

14 CFR 25.869(a)(4) - for Fiber Optic Cables used in the Model 777.

14 CFR 25.933(a)(1)(ii) - Inflight Thrust Reverser Deployment Demonstration.

14 CFR 25.934 — Thrust Reverser Installation for Engine Endurance Testing

14 CFR 25.981, Amdt 25.125 - Fuel tank ignition prevention (see Note 12)

14 CFR part 25.981, Amdt 25-125 - for the Fuel Tank Flammability Rule (FTFR).
(documented in ELOS Memo PS05-0177-P-2)

14 CFR 25.1182(a) and 25.1183(a) - for Fire Resistant Requirement for Hydraulic
Components Located in the Strut Aft Fairing.

14 CFR 25.1183(a) — Fire Resistance of Power Door Opening system on Engine
Compartments (GE Engines)

14 CFR 25.1303(c)(1) - Overspeed Aural Warning.

14 CFR 25.1305 and 25.1501(b) - APU Instrumentation and Monitoring
Requirements.

14 CFR 25.1351(b)(5) - for Flight Controls DC Power.

14 CFR 25.1389(b)(3) — Red & Green Position Lights(documented in TAD ELOS
Memo AT3908SE-T-25)

14 CFR 25.1395 - Red & Green Position Lights (documented in TAD ELOS Memo
AT3908SE-T-25)

14 CFR 25.1441(c) Crew Determination of the Quantity of Oxygen Available in the
Lavatory Passenger Service Units Bottles (documented in ELOS Memo PS13-0901-
ES-1)

14 CFR 25.1443(c) Determination of Minimum Oxygen Flow for the Lavatory
Oxygen System (documented in TAD ELOS Memo TS13-0005-S-1)

14 CFR 25.1443(d) Portable Pulse Oxygen System (documented in ELOS Memo
TC6918SE-T-ES-20)

14 CFR 25.1459(a)(2) - for Flight Data Recorder Accelerometers.

14 CFR 25.1549(b) Powerplant and Auxiliary Power Unit Instruments (Documented
in TAD ELOS Memorandum AT0O0010BA-T-S-1)

14 CFR 25.1555(d)(1) Engine and Auxiliary Power Unit(APU) Fire Switch Handle
Design (documented in ELOS Memo PS06-0496-F-18)

14 CFR 25. (several sections) Use of 1g Speed Instead of Minimum Speed in the
Stall as a Basis for Compliance.

Special Conditions with respect to the following subjects apply to the Model 777-
300ER:

Special Conditions No. 25-ANM-78, published in the Federal Register November 10,
1993, addressed the following issues:

. Operation without Normal Electrical Power

. Integrated Command Signal Integrity

. Protection from Lightning and High-Intensity Radiated Fields Protection

. Effect of Flight Control Systems on Structure

. Design Maneuver Requirements

. Limit Engine Torque Loads for Sudden Engine Stoppage

. Flight Characteristics Compliance via Handling Qualities Rating Method

. Electronic Flight Control System - Control Surface Awareness

oO~NOoO Ok~ WN R
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Note: (Special Conditions on lightning are no longer part of the Type Certificate as a
result of Boeing’s voluntary compliance with Amendment 25-80 which resulted in
issuance of 25.1316, “System Lightning Protection”).

Special Conditions No. 25-ANM-84A, issued October 8 ,2003, addressed airplane
type design approval for Extended Range Operation With Two-Engine Airplanes
(ETOPS).

Special Conditions No. 25-07-12-SC, effective on June 1, 2007, Lithium lon Battery
installation

Special Conditions No. 25-141-SC, effective on December 7, 1998, Seats With
Avrticulating Seat Backs

Special Conditions No. 25-187A-SC, published in the Federal Register on October
29, 2004, addressed seats with inflatable lapbelts.

Special Condition No. 25-230-SC, published in the Federal Register on April 9,
2003, addressed Overhead Crew Rest Compartments

Special Condition No. 25-260-SC, published in the Federal Register on April 14,
2004, addressed Overhead Crew Rest Compartment Occupiable During Taxi,
Takeoff, and Landing.

Special Conditions No. 25.295-SC, effective on August 9, 2005, Side-Facing Single-
Occupant Seats equipped with inflatable lapbelts

Special conditions No. 25-336-SC, published in the Federal Register on November
15, 2006. addressed overhead cross aisle stowage compartments.

Special Conditions No. 25-367-SC, effective on February 7, 2008, addressed Seats
With Non-Traditional, Large, Non-Metallic Panels

Special Conditions No. 25-503-SC, effective on November 18, 2013, addressed
Aircraft Electronic System Security Protection From Unauthorized Internal Access
Special Conditions No. 25-504-SC, effective on November 18, 2013, addressed
Aircraft Electronic System Security Protection From Unauthorized External Access
Special Conditions No. 25-687-SC, effective to design changes applied for after May
31, 2017, addressed Non-Rechargeable Lithium Batteries. See the applicability
section of these special conditions for more information on which design changes
must meet them.

o E 4R ER CMR Tl H FI7E 335 4615 1R B0 S0 D622W001-9 FAA HEHEIES 9 3 AliE
CMR: HIR SN 5. TCDS . 3K S ST e R ) SR B A e ) 2

Certification CMRs are listed in the FAA approved Section 9 of Boeing Maintenance Planning
Maintenance Data Document D622W001-9 and the applicable engine Type Certificate Data Sheet.
Requirements The more restrictive requirement from these two documents shall be in force.
(CMRs):

A PR A FEIEFS 700, WLERE 11,

Production Basis: Production Certificate 700. See Note 11

7P i « TENL S A MINLEAR A A 1 AR 2R

Leveling Means: A plumb bob attachment and leveling provision scale are provided in the right hand

body wheel well.

B SEAL O A7 T KHLHLL (B.S.92.5) Hih 92.5 Hesf 4k

Datum: Sta 0.0, located 92.5 in forward of airplane nose (B.S. 92.5).

RRCIRTULIAIS 278.51 Hi}

Mean Aerodynamic  278.51 inches

Chord:

23 Ni)p ezl NORIE RHLIER 21T, & BRI\ HE 5 AU & 1 AT HE ] RSz hiss),

Control Surface i b KHLALFULIE LA T 10 FAA HLHERG VORHEA
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Movements: To insure proper operation of the airplane, the movement of the various control
surfaces must be carefully controlled by proper rigging of the flight control systems.
The airplane must, therefore, be rigged according to the following FAA-approved
data:
BB AT
Boeing Drawing Numbers:
251W1001 £ Ui 1+ B
251W1001 Rigging Instructions Lateral Control
251W2001 £ Ui I+ THEREIRI
251W2001 Rigging Instructions Elevator Control
251W3001 £ Ui ]+ I3 TEEER N
251W3001 Rigging Instructions Rudder Control
251W4001 £ Ui I+ 2 AR A RS
251W4001 Rigging Instructions Stabilizer Trim Control System
256W2001 & G4 (eSS
256W2001 Systems Rigging Leading Edge Slat
256W3001 £ 1t I+ HERIKS) R4
256W3001 Rigging Instructions Drive System Flap Actuation
BRI MR FAR Fi e A FE AR ZR W o A 22 3 AE KL L
Required The basic required equipment as prescribed in the applicable Federal Aviation
Equipment: Regulations must be installed in the aircraft.
MR 5515 8. W A D634W201 (777-200 S5 MEHETF M) . D634W210 (777-300 45#41E

Service Information:  FEF) Fl D634AW215 (777F S5HEFEFM) 9k FAA #EifE.

Boeing Documents D634W201 "777-200 Structural Repair Manual”, D634W210
"777-300 Structural Repair Manual”, and D634W215 "777F Structural Repair
Manual™ are FAA-approved.

R 55 38 55 N HAB I AR 4515 2 M40 FAA HEHERD AT LA 1R 082 7 B

Service Bulletins and other service information when FAA-approved will carry a
statement to that effect

IV. 3 S SChRIC AR/ The Approved Chinese Placards

DA SRk BT AL 2 1 b SO IS ARR 0 Hh SRR A ) I CAACH: 32 JF HFAATL ifE:
The Chinese Placards involved in the following data have been accepted by CAAC and approved by FAA:

Fr5 Pt TAS) A CHERELS)
Code Title Number Rev./See Note 13
1 777 Bilingual (Chinese) Placards and Markings D6-36621-5 New

V. FEFE/Notes

JEREINOTE 1: 5348 LA 46 RO 7T Ik I A0 EBCUIE S PR A AT IR 3 0 00ROV 24 1 ) 8 A~ 4
i, BRAFEIE A4 CAAC fHERIREE R GEm| EEMF4. / A current
Weight & Balance Report must be in each aircraft at the time of original
airworthiness certification and at all times thereafter except in the case of an operator

having a CAAC approved loading system for weight and balance control.

FEREINOTE 2 KL RS FAA HEHER VAT TFMMER . 2S FAA LR ©AT FER

CAAC 3&EHIEEE CAAC A I 1 JEl BT R I bR B0 41 KLk 22t
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[/Airplane operation must be in accordance with the FAA Approved Airplane Flight
Manual. All placards required by either FAA Approved Airplane Flight Manual, the
CAAC applicable operating rules, or the CAAC Validated Certification Basis must
be installed in the airplane.

HFINOTE 3: JIT LSRR G5 AR RS 1 00 22 4 iy A1 B0 BE R [R) B0 A 8 7 S D622W001-9 H S
9 = FAA HLAEREMTPRHIES 7o K a) b 2 AR i & SO D101W801-36 Hr
2873 K. / Required structural inspections and the retirement times for safe-life
parts are listed in the FAA Approved Airworthiness Limitations Section (Section 9)
of Boeing Document D622W001-9. The inspection intervals for those inspections are
based upon the curves contained in Boeing Document D101W801-36.

VEREINOTE 4: Z*[Empty.
FREINOTE 5: £ FAA ETOPS BU3{Z % EPL 20-1 (2000 4F 3 A 21 H) v, #LA! 777-300ER

O IZ A5 BT ER AT T PR R REAE T 207 0% ETOPS, 4 LM AT &
P S DO4AWO05S4 . Bk T ARUENY 180 438l ETOPS Eiz, 4 FAA BUR(G K
fLHER), 207 i KURIE IS TR PRI ZE flight-by-flight RFERIEOL T . XANE5 1R
AN RS 207 43 ETOPS Hiz itttk .

The Models 777-300ER have been evaluated in accordance with the type design
requirements contained in FAA ETOPS Policy Letter EPL 20-1, dated March 21,
2000, and approved for 207-minute ETOPS when configured in accordance with
Boeing Document D044W054. The use of 207-minute maximum diversion time is
limited to a flight-by-flight exception basis from normal 180-minute ETOPS
operations, as authorized in the FAA policy letter. This finding does not constitute
approval to conduct 207-minute ETOPS operations.

777-300ER/GEQ0-115B 4%+ 25 # 25.3(b)(2)F1 25.1535 () ERFEAT 7 ¥FAE, X4
RHLIZ R SO D044WO054 “777 U5 KL ETOPS M B, 4Edr FIfE /7”7 1
& A 180 78 RRUK IERE KAT o« XS5 IR AT S ETOPS 1847 Itk ifE
777-300ER/GE90-115B, have been evaluated in accordance with the type design
requirements of 14 CFR 25.3(b)(2) and 25.1535 and found suitable for greater than
180- minute ETOPS operations when operated and maintained in accordance with
Boeing Document D044W054 “"Model 777 Configuration, Maintenance, and
Procedures." This finding does not constitute approval to conduct ETOPS operations.

ERINOTE 6: X GE REMML: KAWL TERIZAT 5 R E#E N1 (EkE 70%, REHLL
MG EIZAT 10 80 A BERZAE . ZIRHIOGEH T# LR RSk fEIEEE
BB, RBHL) 2 B4 A 1 B 15 o B 5 B8 42 A B AT 2 Y .
For General Electric only: The engines must be operated at idle for at least 10
minutes prior to shutdown after static operation at N1 settings greater than 70%. This
limitation applies to static operation only; under normal operation conditions, the idle
cooling instructions contained in the engine manufacturers operating instructions are
acceptable.

HRINOTE 7: 777 R KWL C e HELE <4/ E BRI RS 8IS 4T . 5T RVSM J7 T A FR4E
ENABATHEAE L ITRYE CAAC F il AC 91-07 “4i/NEEHFE (RVSM)
IR A IE 1T 23K/ The Model 777 has been approved to operate in “Reduced
Vertical Separation Minimum” (RVSM) airspace. Continued airworthiness and
operational approval aspects of RVSM must be constructed according to CCAC
Advisory Circular (AC) 91-07, titled “Operational Requirement for Flight in Reduced
Vertical Separation Minimum Airspace.”

HRE/INOTE 8: FAA AT AN AT el 0 R R DL S e & 777 g oh RIS 471 e AR R 2k
MAEDLIT R A 2 Wiks AL 2 4iaqT, LN RYE CCAR121.707 25K i .
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The FAA has determined that the occurrence of any uncontrollable high thrust failure
condition, or any of the associated causal failures listed within the Boeing 777
Maintenance Planning Document, “may endanger the safe operation of an airplane”
and hence are reportable under CCAR 121.707.

1 FE/NOTE 9: X TR A 2R G0 o o) SE AN (A L RIS L  AH O RG A AE Fr AIT A ) Il i
TR R IR 2 88 TAFPRIBC T M & (SFAR) HIREFMUE, JFHZR
FEE S 777 4T RIEHE SO D622W001-9 (2006 4F 2 AT E LG4
FAA SLAERIIRA) 2 FAA fILAERIEE 9 B <& fii PR A A LB ZR . Brail
B 777-200, -300, -300ER, and -200LR FIF 5. 47558 569 KL ERK
B, AFFH 2006 F 2 HEITIRELLEZS FAA HEAERIRRCA . XF T FrA LR
777-200, -300, -300ER, and -200LR FI/F5 ). A7 55/ T 569 [ kL, FAA
MUK T IERTE 2 2008-11-13 5 ZR AT A 2006 F 2 BT IRELLE S FAA i
HERIRRAR o
Mandatory replacement times, inspection intervals, related inspection procedures and
all critical design configuration control limitations for the fuel tank system
determined during the Special Federal Aviation Regulation No. 88 program and for
compliance with 14 CFR 25.981 are listed in the FAA-approved Airworthiness
Limitations and Certification Maintenance Requirement, Section 9, of Boeing 777
Maintenance Planning Data Document D622W001-9, Revision February 2006 or
later FAA-approved revision. All Model 777-200, -300, -300ER, and -200LR series
airplanes, production line number 569 and on, must comply with Revision March
2006, or a later FAA-approved revision. The FAA has issued airworthiness directive
2008-11-13 mandating compliance with Revision March 2006, or a later FAA-
approved revision, applicable to all Model 777-200, -300, -300ER, and - 200LR
series airplanes with production numbers lower than 569. The Maintenance Planning
Data Document, Section 9 for the 777F meets Special Federal Aviation Regulation
No. 88 and compliance to 14 CFR 25.981.

VERE/INOTE 10: 7= [Empty
VEB/NOTE 11: HEPEIERS 70081190 T 777F B RHL.

A production certificate number 700 was amended to include the 777F and issued.

FREINOTE 12: ANSET WHLE I NS 772 2D BN IAR WL Sk 22 e R A 1 TR AL &
gt W TRRRATATE RS0 (FRS) Y 2 B AR FAR 25-125 52 IE BT
JEH) FAR 25.981 S MISER 22 a2k . 55T FRS HSE i 4 FR A A 28 75 AH B R 4
RIS 9 F . [Certification basis for FAR 25.981 at amendment 25-125,
and Equivalent Safety Finding for the Flammability Reduction System (FRS), is
applied if fuel tank inerting is installed in new airplane production (starting with line
# 772) or as a modification on existing aircraft. Airworthiness Limitations for the
FRS are contained in Section 9 of the applicable Maintenance Planning Document.

JEREINOTE 13: BE e SRR A .
Including the subsequent approved version(s).
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FE5E EHER
SECTION 5 ADMINIISTRATIVE INFORMATION

1. BUS I AERE A 3%/ Validation of Type Certificate Holder Record

75 INo. i )/ Time FFIE A\ % Fr/Name of Validation ofType Certificate Holder

20004311 27H 2 J&/ e .
1 After 27 March 2009 S [H % /A 7/ The Boeing Company

|
2l
!

—END—
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